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This Essay is ptinted by express desire of a 
number of gentlemen, to whom I delivered a 
private course of Lectures on Practical Che¬ 
mistry. The task imposed upon me was, to 
draw up a set of concise directions to enable 
a person, not intimately acquainted with ana¬ 
lytical chemistry, to examine such unknown 
minerals as he may meet with, so as readily to 
ascertain their nature and principal component 
parts. 

While endeavouring to accomplish this ob¬ 
ject, I have surpassed the limits I had in view. 
I have not only exhibited the best methods of 
analysing all the different genera, and principal 
species of metallic ores, earths, stones, inflam¬ 
mable fossils, and mineral salts, frequently 
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met with; but I have also given examples to 
elucidate the analysis of such minerals as are 
less abundant^ or are less frequently found in 
nature, *1 he student will thus become ena¬ 
bled to examine all the different mineral sub¬ 
stances which constitute the solid part of the 
globe which wc inhabit; so as to determine 
not only the nature^ but also the class, genus, 
and species to which an unknown mineral be¬ 
longs, according to any of the adopted systems 
of mineralogy. 

The minerals selected as subjects of experi¬ 
ment, have been considered merely with re¬ 
gard to their chemical habitudes; that is to 
say, abstractedly from all external characters* 
The names adopted by Kirwan are retained, 
in order that the works of Uiese authors may 
be consulted with facility. 

I do not flatter myself that I have in every 
instance accomplished the end I had in view, 
but I am confident that the general methods, 
and practical rules here pointed out, will prove 
useful to the student of mineralogy and che¬ 
mistry. 

LONDON, FliED. ACCUM. 

1804 . 
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PRACTICAL ESSAY 

ON THE 

ANALYSIS OF MINERALS. 


PRELIMINARY OBSERVATIONS. 

The name of Mineral is given to all those 
inorganic, and inanimate substances, which 
form the solid mass, or rather the external 
covering of the globe which we inhabit; so 
far at least as the labour of man has hitherto 
penetrated. 

The art of describing minerals with such 
accuracy and precision as is sufficient to dis¬ 
tinguish them from each other, by means of 
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their external, or obvious physieal eharacters, 
consthiUes the scienee of Minekalogv. Jj 

llie art of exanhniiig iiiiucrals by tlic appli¬ 
cation of chemical agent#, so as to acquire a 
knowledge of all their constituent parts which 
nature had concealed from our view, forms a 
branch of practical chemistry, called the ana¬ 
lysis of minerals 

1 his latter field of inquiry at first sight ap¬ 
pears immense and intricate. But the great 
progress which chemistry has made during our 
own time, has greatly ficilitatcd this branch 
of philosophical inquiry. That it may be ac¬ 
complished with tolerable accuracy, even by 
persons not deeply skilled in chemical pursuits 
is the intent of this essay. 

general nature of the operations and 

INSTRUMENTS OF ANALYSIS. 

Before we proceed to exhibit the methods 
made use of by chemists in analysing mine¬ 
rals, we shall give a short account of those 
general processes and instruments to which it is 
necessary to have continually recourse in almost 
every analysis. 






histrumeuts of Analysis, S 

The chemical examination of minerals con¬ 
sists in a series of operations, calculated either 
to separate the constituent parts of the body un¬ 
der examination from each other, and exhibit 
them to our view in a detached state, or to cause 
them to form new compounds, I'he methods 
employed for this purpose consist in subject¬ 
ing the mineral to the action of certain bodies 
which are capable of producing some posUive 
changes amongst its constituent parts. Tlie 
substances employed are called Chemical-Re- 
agents^ or Tests. 1'hcse bodies when properly 
applied quickly produce a change striking to 
the senses, from which we infer the presence 
or absence of certain bodies. The action ol 
tests therefore facilitates and guides our in¬ 
quiry; no chemical analysis can possibly be 
made without them; they are the compass by 
which the chemist steers. 

Besides these agents which may be consi¬ 
dered as the active instruments of experiment^ 
the chemist must be in possesion of a variety 
of other instruments, which properly speaking, 
possess no positive power, but which princi¬ 
pally serve for conducting, and facilitating the 
A 2 
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operations necessary for the practice of his 
science. The irwtriiinents of this kind arc 
called chemical apparatus. 

It was once thought that for the purpose of 
experimental inquiry, partieularly of this na¬ 
ture, a place or laboratory, regularly fitted up 
with furnaces and other apparatus was abso¬ 
lutely necessary. But this is by no means the 
case. The great improvements which have 
been made in analytical chemistry have super¬ 
seded this necessity; and it is now universall-y 
admitted that all the operations of analysis may 
be (in the small way) conveniently perform¬ 
ed, by the help of a few instruments, in the 
closet of the amateur of the science; and that 
cAcn all the apparatus, re-agents, and other 
arlicles of experiment, necessary for the ana¬ 
lysis of minerals, may be comprised in a con¬ 
venient travelling chest. (Sec page 24 .) 

When the object is to analyse a mineral; 
for instance an ore, particularly with a view to 
ascertain the comparative richness with respect 
to the metal it contains, it is absolutely ne¬ 
cessary that specimens of the ore, be taken, 
from the richest, the poorest, and from that 
which seems to be of middling quality, riiis 



Instruineiiis of Analysis, 
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precaution is indispensiblc, because were the 
analysis made with a rich specimen^ it might 
raise too flattering expectations5 or if with a 
poor onCj it might produce discouragement* 
The next step in the analysis of any kind of 
mineral, consists in separating the substance 
Intended to be examinedj from all kind of ex¬ 
traneous matters, M^lth which it is always more 
or less imited* They may be separated by 
picking, washing, or other mechanical opera¬ 
tions* in order that the mineral may be exa¬ 
mined pure or unmixt* This being done its 
specific gravity must be ascertained* The me¬ 
thod of accomplishing this, may be seen 
(page 29). Tiic substance employed should 
tl’ien be reduced to an impalpable powder by 
means of the pestle and mortar* This opera-^ 
tion is called pozmdln^y or pulverisation. The 
bottom of mortars should be concave, and 
their sides neither so inclined as to allow 
the substance oiK;rateii on, to fall to the bot¬ 
tom, between each stroke of the pestle, nor so 
perpendicular as to collect it too much toge¬ 
ther and retard the operation* A steel or iron 
mortar, is convenient for dividing large sped- 
A 3 







6 General Nature of the OperaiiQns and 

mens gfinmerals into smaller pieces^ to render 
liicm more fit for being reduced to a finer 
powdei' ill a fliiialler mortar’ of Wedgwood 
ware, or agate, 

Triiurcition differs from the process of pul- 
verisationj only in degree; it is performed by 
giving a rotatory motion to the pestle, 

Levigation differs from trituration in the ad¬ 
dition of water to the powder operated upon; 
so as to form the whole mass into a tenaciouSj 
or rattier liquid pastCjj ivhich is nibbed in the 
mortar till it is as fine ns required. Very hard 
substances particularly all stones of the silici- 
ous genus must be repeatedly healed to red¬ 
ness 3 and then suddenly quenched in cold 
watcr^ in order to render them sufficiently 
friable. 

PVeigkitig. The quantity of substance thus 
previously comminuted^ should next be accu¬ 
rately determined by the process called tveigk^ 
ingi for that purpose the operator should be 
provided with a good balance^ and an accu¬ 
rate set of \veigilts* The beam of a good ba¬ 
lance should remain in cquilibrio without the 
scales, and 'when the scales are changed, and 
should turn sensibly with a small portion of ad- 
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clitional weight when loaded. Scales must he 
defended as much as possible from acid vapours, 
as their delicacy is impaired by them : for the 
same reason they never should be overloaded. 
It is of the utmost consctjuence in every ana¬ 
lysis, to ascertain at all times the precise quan¬ 
tity of any matter which is subjected to exa¬ 
mination, and again to distinguish with equal 
accuracy the quantities of the products. Hence 
the instruments for weighing arc to be regard¬ 
ed as particularly deserving of the young ana- 
lysist’s attention. 

Solution is a most general process of analysis. 
It is the diminution of the aggregation of any 
solid substance, in consequence of its entering 
into a new chemical combination. This pro¬ 
cess consists in affusing upon the substance to 
be dissolved, a fluid employed as solvent; suf¬ 
fering it to stand in the cold, or assisting the 
action of the bodies upon each other by heat, 
according to the nature of the substance. So¬ 
lution may be performed in glass matrasses, or 
Florence flasks. The vessel employed should 
not be above y full. It should be tied over with 
a piece of wet bladder, and pierced with one or 
more small holes made with a pin, so that 
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the evaporation of the fluid may be retarded as 
much as possible. The flask may be heated 
over the lamp-fumacc, (sec title page). So¬ 
lution is accelerated by shaking and a«»’itatino 
the mixture. Perfect transparency and per¬ 
manent suspension of the solid, are marks of 
perfect solution, by which it is distinguished 
from simple mixture, or mechanical diffusion. 

Precipitation is the reverse of solution. It 
consists in separating a dissolved body, from 
the solvent or substance which held it in so¬ 
lution by the intervention of another bodv. 
The substance separated is called the precipi¬ 
tate. Long conical glasses answer very well 
for this process. 

Filtration is employed for separating solids 
from fluids, particularly when the former do 
not subside, or at least very slowly. To filter 
substances, white paper freed from size, alum, 
&c. (filtering paper,) is folded in a conioal 
form, called a filter, and placed in a glass fun¬ 
nel. The substance to be filtered is then pour¬ 
ed upon the filter gradually. That part of the 
fluid which passes first, is seldom clears it must 
therefore be poured back again upon the filter, 
until by the swelling of the fibres of the paper. 
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Lisirumenls of Analysis* 

the fluid acquires complete transparency. Tt 
is of advantage in filtration to introduce glass- 
rods, bleached pack-thread^ or straw^ between 
the filler and the funnel^ to prevent the paper 
from adlieriog too closely to the latter. Acids, 
alcalies, and other corrosive fluids, are best 
tiUercd by means of a glass funnel filled with 
pounded glass, a few large pieces being first 
put in the neck of the funnel, smaller ones 
over these, and the finer powiler placed over 
all. The porosity of this kind of filter retains 
much of the fluid, but it may be recovered by 
gently pouring on it as much water; the fluid 
will then be displaced and pass through, and 
the water be retained in its place. 

Decani at ion dif[ev3 from filtration merely in 
degree, it is the expedient by which such fluids 
are separated from solids, as differ considera¬ 
bly in specific gravity. The heavier body 
falling to the bottom speedily, so as to allow 
the supernatant fluid to be decanted, either 
wholly or in part, without disturbing the hea¬ 
vier part. Decantation is best performed from 
tall cylindrical glass vessels, furnished with a 
spout or lip. 
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Klutrition is confined to such mineral sub¬ 
stances on which water has no action. It is 
performed for separating them from foreign 
particles and impurities of a different specific 
gravity, in which case they arc said to be 
washed; or for separating the impalpable pow¬ 
ders obtained by trituration and levigation, 
from the coarser particles. This process de¬ 
pends upon the property that very fine, or light 
powders have of remaining for some time sus¬ 
pended in water; and is performed by diffu¬ 
sing the powder, or paste, formed by leviga- 
tion through plenty of water, letting it stand 
a sufficient time until the coarser particles set¬ 
tle at the bottom, and then pouring off the li¬ 
quid in which the finer or lighter particles are 
suspended. (See analysis of gold dust, page 
33.) Fresh water may be poured on the resi¬ 
duum, and the operation repeated: or the 
coarser particles w^hich fall to the bottom may 
be previously levigated a second time. 

Evaporation is a chemical process intended 
for separating volatile, from fixed bodies, by 
converting the former into vapour by means 
of heat. It is performed in glass spheres, or 
shallow basons of Wedgwood’s-warcj support- 
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c<J by the rings of the 1 amp-furnace^ (see title 
vignette.) Small quantities of fluids may be 
conveniently evaporated in watch glasses^ 
whose absolute weight is marked on the out¬ 
side by means of a diamond* Evaporation is 
promoted by enlarging the surface of the fluid, 
and by agitation. 

Distillation is a process of evaporation per¬ 
formed in close vessels^ so as to collect the pro¬ 
ducts. Distillation is performed by means of 
a Reiart and Receiver, The retort is a globular 
vessel either of glass, or earthen-ware, with a 
neck extending in a curved direction from one 
side of the globe, terminating in an open point 
or mouth, (See title vignette). The materials 
to be distilled are introduced into the body of 
the retort, and heat is applied, to cause the 
substance to boiL To the neck of the retort 
is adapted a receiver, or globular vessel, with a 
short straight neck, wide enough to allow the 
neck of the retort to be introduced into it* 
(See title vignette,} It is intended to con¬ 
dense and receive from the retort, the fluid 
that distils over. 

Abstraction is that species of distillation in 
which a fluid once distilled, is again distilled 
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off, from the same substance, from whicli il 
was obtained. 

Reduction is the operation employed for re¬ 
storing oxids of metals to the metallic state by 
the intervention of another body, which acts 
chemically upon them. It is performed in cru¬ 
cibles, or other vessels, by the action of heat, 
and interposition of difterent substances. 

Roasting or Ustulation is a process to be 
performed upon metallic ores, by exposing 
them in a crucible, or other convenient ves¬ 
sel to the action of heat in contact with air. 
I'he volatile parts arc thus driven off, and the 
ore is prepared for farther analysis. 

Vitrijication is the fusion of such substances 
as are capable of assi^ing the brightness, 
transparency, and hardness of glass. 

Stratification consists in arranging solid 
substances in layers, with intermediate strata 
of other substances, in order to expose them in 
a crucible to heat, so as to cause them to act 
upon each other, see page 74. 

Granulation is employed for the mechani¬ 
cal division of some metals. It is performed 
either by stirring the melted metal with an iron 
rod until it cools, or by pouring it into water 
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and stirring it coiitiiuiallyj or by pouring it 
into a covered box^ previously well rubbed 
with chalky and agitating it until the metal 
coolsj when the rolling motion will be con¬ 
verted into a rattling one. The adherent chalk 
is to be washed away. 

Fusion is tlie conversion of a solid into a li¬ 
quid^ by the application of heat. The sub¬ 
stance thus rendered iiukb is said to be fused, 
or melted. A minute quantity of a substance 
may be fused by the dame of a candle, or 
lamp, urged by the Bloii^-pipe. The best 
blow-pipe is a conical tube, furnished wKh a 
small pipe near the base^ to wdiich jets or caps 
of different perforations may be adapted at 
pleasure. The air is either forced into the 
blow-pipe by the lungs of the operator, or by 
means of double bellows attached to the instru* 
ment. The substance to be fused must be 
placed upon a piece of charcoal, or held in a 
spoon, made of pure silver, gold, or platioa* 
The quantity of the substance examined by the 
blow-pipe, should not exceed the size of a pep¬ 
per-corn, If larger quantities of substances 
are intended to be fused, the vessels in which 
B 
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ihc operation is to be performed, are called 
crucibles^ pr 7nelting~puts. 

C77/c//;/e.9 arc made of diirercnt materials. It 
is absolutely necessary to have a crucible of 
perfectly pure silver. Those of earthcn-\\arc 
should be of various sizes and shapes. The 
larger are generally conical, with a small spout, 
for the convenience of pouring out the melted 
matters. The smaller crucibles arc truncated 
triangular pyran)ids. Those known in com¬ 
merce by the name of Hessian crucibles are in 
every respect superior to those manufactured in 
this country. The black-lead crucibles made 
of clay and black-lead are very durable, but 
they cannot be used for alcaline fluxes, or sa¬ 
line matters. Crucibles which ring clearly 
when struck, and which are of an uniform 
thickness, and have a reddish brown colour, 
without black spots, arc the best; they should 
never be placed upon the grate of the furnace, 
but always on a piece of brick or other support 
of stone, or earthen-ware. When the fusion of 
a metallic substance is completed, the sub¬ 
stance may either be permitted to cool in the 
crucible, or it may be poured into a heated 
mould anointed with tallow, (never with oil,) 
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or wli.'it is still better, covered with a thin coat¬ 
ing of chalk; which being previously diffused 
in water may be conveniently aj^plied with a 
brush, and then evaporating the water com¬ 
pletely by heating the mould. Conical moulds 
for receiving fused substances arc called casting 
coneSf bar-shaped ones, are called ingots. 

For performing all the operations of analysis 
which require the aid of heat, and particularly 
the process of fusion, a portable universalfur¬ 
nace, and an improved lamp-furnace, are the 
only instruments necessary. 1'he operator who 
is provided with them may perform all the ope¬ 
rations of experimental chemistry which require 
a very low or very intense heat. 

As an intense heat is very often necessary to 
fuse bodies, as well as for conducting conve¬ 
niently other chemical operations, the portable 
universal furnace is the most useful. The good 
draught of furnaces, of any construction, de¬ 
pends on access of the atmospheric air from 
below, and on the height of the column of 
heated air. When the chimney of the furnace 
is lengthened, the difference between the spe¬ 
cific gravity of the column of heated air which 
it contains, and the column of external air bc- 
B2 
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mg greater, a larger quantity of fresh air is 
eonstantly forced through the fuel, and a 
strong draught, as it is termed, is formed. 

PORTABLE UNIVERSAL FURNACE. 
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of this fiimiice without its chimney a a is two 
feet. The inner diameter of the cylindrical 
fire-place^ measures 1 2 inches* The body of 
the furnace is eliplical j in its upper part a cir¬ 
cular hole is cutj for receiving an iron sand- 
pot i which may occasionally be removed^ 
and exchanged for an iron plate. In the front 
of the furnace there are three openings over 
each otheXj furnished with sliding doors, and 
fitted with stoppers made of crucible-ware. 
The lower opening is the ash-pit of the fur¬ 
nace^ it is composed of two register plates, 
sliding backwards and forwards in groves, in 
order to diminish, or enlarge the opening for 
regulating the heat, by admitting or excluding 
air at pleasure* Tn the side of the furnace a 
hole is cut, furnished with a stopper and door, 
for passing a tube through the fire place of lire 
furnace; an expedient very necessary for a va¬ 
riety of chemical processes, such as exhibiting 
the decomposition of water, alcohol, oils, &c. 
for the preparation of phospburet of lime, for 
passing gases over ignited bodies, Set, In 
either of the openings in front of the fiirnace, 
muffle may be placed for performing the pro¬ 
cess of cupellalion of gold, silver, &c. or, 
B 3 
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the neck of a retort (placed on a stand in the 
body of the furnace) may be passed through it, 
for distillation by the naked fire, for procuring 
gases which require a high degree of heat, Sec. 
If the iron sand-.pot b be removed, and a cir¬ 
cular plate properly lined with fire clay be 
placed in its room, the furnace becomes con¬ 
verted into a wind-furnace; the fuel is then to 
be introduced through either of the openings in 
front. The iron plate at the top has a hole in 
the centre, furnished with a stopper, to enable 
the operator to inspect his process at pleasure. 
If the iron-pot be placed inverted on the open¬ 
ing of the furnace, it foims a dome, and the 
furnace becomes a reverberating furnace. The 
iron-pot when filled with sand, or water, 
placed in its proper situation, serves as a sand 
or water bath, for the processes of distillation 
by means of glass retorts, for evaporations, sub¬ 
limations, digestions, &c. Coke and char¬ 
coal, are the best fuel: this mixture burns with¬ 
out smoke, and gives a strong uniform and 
permanent heat: charcoal and common coal, 
or coal only, does likewise very well. The 
elbow of the chimney a may be directed into 
that of the fire place of any apartment. The 
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furnace is furnishccl with castors, and may 
therefore be easily niovcd according to die 
convenience of the operator. The great ad¬ 
vantage of this portable mil versa! furnace, 
above all others I am acquainted with, con- 
sits in consuming as little fuel as possible; in 
producing quickly if required an intense heat; 
ill the power of applying it as directly and 
as fully as possible to the substance on which 
it is intended to act; in regulating expcditi« 
ously and at pleasure its intensity; in ena¬ 
bling the operator to perform any operation 
whatever which requires the aid of heat, and 
moreover in being al)le to perform these ope¬ 
rations in the closet, or in any other place 
without risk of endangering the conflagration 
of the surrounding objects which were not 
meant to be exposed to the action of fire. 

Lamp Furnace. —Where a moderate heat is 
required in the small %vay, the improved lamp- 
furnace, of which a drawing is given upon the 
title page, proves very useful. It consists of a 
brass rod about 3 feet high, screwed to a solid 
brass foot loaded with lead. On this rod slide 
three brass sockets, w ith straight arms, termi¬ 
nating into brass rings of different diameters. 
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for supporting glass retorts, basons, flasks, 
crucibles, and for performing distillation, di¬ 
gestions, saline fusions, evaporations, &c. 
Cach of these rings may by means of a steel 
thmnb-scrcw acting on the brass socket, be set 
at different heights. Below these rings is a 
fountain lamp, on Argand’s plan, sliding on 
the main brass rod, by means of a socket, and 
thumb-screw ; and may therefore be elevated, 
or depressed, in order to communicate more or 
less heat to the vessel supported over it. This 
lamp-furnace may be taken to pieces, and 
packed in a small box. 

Lutes also form a necessary' part of chemical 
articles. They are compositions of various 
substances intended to close the joinings of 
vessels. Slips of bladder niacerated in water, 
and applied with the inside next the vessels, 
are employed for securing the junctures ofKe- 
torts and Receivers. A paste fonned of al¬ 
mond, or linseed meal, and glue dissolved in 
water forms an excellent lute for similar pur¬ 
poses. Quicklime reduced to po\vdcr beat up 
X with wdiite of egg,4hluted with a little water,} 
and retained by slips of linen, dries quickly,"^ 
and becomes very hard, w hich renders it an 


n 
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useful lute for the distillation of acids. The 
lutes employed for coating glass vessels, with 
the intention of makhio; them stronjxer and 
capable of resisting a sudden and violent heat, 
without softening; consists of four parts of fine 
sifted sand, and one of clay, made into a very 
thin mass, and applied in successive layers, 
taking care that each coat be perfectly dry, be¬ 
fore another be laid on. 

In the conducting of experiments, I cannot 
recommend better general rules, than those 
advanced by Mr. Henry, in his valuable Epi¬ 
tome of Chemistry, p. 2, namely; let every 
jar or phial have a label affixed to it, denoting 
the substance it may contain, (except in cases 
where the nature of the contents is evident 
from mere inspection,) and the date and ob¬ 
ject of the experiment. I would caution the 
student not to engage in many different expe¬ 
riments at once; the consequences of which 
are, that the attention is distracted, and that 
many interesting changes pass unnoticed. It 
will contribute to form a habit of accurate ob¬ 
servation if the appearances that occur in ex¬ 
periments be regularly and distinctly noted 
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down 5 and such an exercise will tend also to 
facilitate the acquirement of the art of descri¬ 
bing chemical phenomena; to do which, with 
selection and precision is very far from being 
an universal talent. 

The analyst ought likewise to be provided 
with a few other utensils, namely, a spirit- 
lamp, glass funnels, glass rods for stirring 
acid and corrosive mixtures, tumblers, wine 
glasses, apothecaries phials, Florence flasks, 
glass-spoons, conical glasses, the inside of 
which terminate in an oval bottom, for put¬ 
ting a small piece of a mineral in to try the 
action of acids u'pon it, and a complete col¬ 
lection of chemical 

RE-AGENTS, OR TESTS. 

Besides the instruments before enumerated, 
the operator has occasion for a great variety of 
materials made use of as active means for per¬ 
forming his examinations. These substances 
are called chemical Re-agents or Tests, (see 
page 3). That we may depend on the results 
which these bodies ofler it is absolutely neces- 
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sary that they should be m a state of possible 
purity* The following is a compleat collec¬ 
tion of. chemical tests^ and other articles ne¬ 
cessary for the analysis of minerals. 


LIST OF CHEMICAL RE-AGENTSj OR TESTS, 


Sulphuric acid 
Nitric acid 
Muriatic acid 
Nitro-inuriatic acid 
Ox igen i 2 ed m u r i ati c aci d 
Phosphoric acid 
Acetous acid 
Tartareous acid 
Boracic acid 
Chrystallized Potash 

* - Soda 

--- Barytes 

liquid ammonia 
Carbonate of Potash 
Carbonate of soda freed 
from its water of 
crystallization 
Muriate of Tin 
— . — Platina 


Muriate of Gold 

-Barytes 

-Mercury 

———_ Ammonia 
Nitrate of Lead 

-—--Mercury 

-Silver 

■—-Potash 

———— Barytes 
B ary tic water 
Sulphate of Potash 

Alcohol 

Tincture of Galls 

——--Turmeric 

-Litmus 

Pmssiate of Potash 
Black Flux 


% 
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White Flux 
Oxalrite of ammonia 
Fluate of ammonia 
Acctite of Silver 
Hydro-sulphuret of am¬ 
monia 


Phosphate of soda 
and ammonia * 
Cj'lindcrs of Copper 

-Tin 

-Zinc 

—-Iron 


A select collection of Chemical Re-agents 
prepared uath the most scrupulous accuracy 
under the direction^ and in the Laboratory of 
the Authovy together ivith all the necessary 
APPARATUS INSTRUMENTS,^br perform¬ 
ing the different analysis enumerated in this 
Essay y as tvell as for analysing mineral sub¬ 
stances in generaly may be had as a companion 
to this Essayy forming a neat PORTABLE 
MINERALOGICAL LABORATORY. 
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GENERA t. 

CLASSIFICATION 


OP 

IM ]E M A ]L S» 


If W€ contemplate the solid parts of this 
globe, vve behold an immense assemblage of a 
Vas t vari ety of heterogen eon s b o d ies * AVe per¬ 
ceive it to be arranged with an irregularity of 
distribiitioo, which may well excite our sur¬ 
prise, and arrest our attention. Stones, me¬ 
tallic substances, inflammable fossils, saline 
bodies, either in lapideotis or in metallic ag¬ 
gregation, or else in a state of conimiiiutLon, 
are the only proper component parts of the 
whole. But in order to arrange our examina¬ 
tion of these substances with greater precision, 
^ as well as to facilitate the primary knowledge 
C 
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of minerals in general, mineralogists have di¬ 
vided them into four general classes, distin¬ 
guishable from each other, by very obvious 
and permanent characters. 

Whatever division we may adopt or frame, 
it is enough that the classification should be so 
made that minerals which possess some gene¬ 
ral, obvious, or jthysical properties should be ar¬ 
ranged together, in order to form a certain 
system or methodical arrangement, namely : 

Class. I. ORES 

II. p:arths and stones 

ITT. MINERAL OR NATIVE SALTS, 

IV, INFLAMMABLE FOSSILS 

This is the general division of minerals a- 
dopted by men of science. But as some of 
these classes present to us a vast variety of in¬ 
dividuals of the same species, mineralogists 
have been under the necessity of sub-dividing 
them into certain genera and species, in order 
to remove, or at least to facilitate the number¬ 
less difficulties which would otherwise oppose 
the acquisition of general scientific knowledge. 
This will become more conspicuous in the se¬ 
quel of this essay. 
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CLASS X. 

ORES. 


The name of ores, or metallic ores, as they 
are frequently called, is given to all those 
natural bodies, which are cither cntirelv com- 
posed of metals, or of which metallic sub¬ 
stances constitute the most considerable part. 
It is from this class of minerals that metals 
are obtained. The number of metals hitherto 
known amount to 23 . It is obvious therefore^ 
that the same number of different genera of 
ores must exist. Each of which is distin¬ 
guished by the name of the particular metal, 
which forms its most essential part; namely. 


ORES OF 

Platina 

Mercury 

Uranium 

Gold 

Antimony 

Molybdena 

Silver 

Bismuth 

Chrome 

Copper 

Nickel 

Titanium 

Lead 

Cobalt 

Manganese 

Tin 

Arsenic 

Columbium 

Iron 

Tungsten 

Tantaliura 

Zinc 

Tdliirium 





Natural History of Or^s. 

* Kj\tural HisTOny of orfs. 

All ores arc found in the bowels of thr 
earth, sometimes indeed at the surface, and 
more generally in mountains than in plain or 
level districts. 

They arc usually met with in crevices, or 
clefts of rocks, and are then called veins. 
These veins are generally deposited upon^ or 
surrounded hy^ some stony substance, which is 
of a different nature from that of which the 
rock itself is composed. This substance what¬ 
ever it may be, is called the MATRIX of the 
ore, which however must not be confounded 
with the mineralizing substance, with which 
the metal is combined, such as sulphur, arse¬ 
nic, &c. for this latter is chemically combined 
with the metal, so as not to be separable but 
by chemical means, whereas the matrix may 
by separated by mechanical efforts. The veins 
of ores are always more or less inclined to the 
horizon, and hence they arc distinguished by 
the name of direct, oblique, or inclined veins, 
according to the angle they make with the ho¬ 
rizon. Thus placed by the hand of nature, 
they are more easily discoverd, than if situated 
on a level, or in plains. 
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CHARACTERISTIC PROPERTIES OF ORES. 

Ores of metals may be distinguished from 
other minerals, by their greater specific gravi¬ 
ty, They are at least five, six, or seven times 
heavier than water. All that is necessary to be 
done to distinguish metallic ores from other 
mineral substances is, to find their specific 
gravity, or in other words, to \Veigh them 
hydrostatically. This may be done in the fol¬ 
lowing manner: 

Let a piece of the mineral, freed from its 
matrix as much as possible, be suspended by 
a horse hair or thread of silk from the scale of 
a fine balance, weigh it in the air, imd mark 
dow n its weight. Let it next, still suspended 
from the balance, be immersed in a glass of 
water, and ascertain how much it loses of its 
first weight in air, during the immersion in 
water, that is to say; how much weight is ne¬ 
cessary to bring the scale to an equilibrium 
when the substance is suspended in water. 

ifp * 

Having done this, let the sum of the weight 
in air be divided by the sum of the weight 
which the body lost during its immersion in 
water, the quotient will then show the specific 
C3 
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gravity of the mineral, for instance: suppose 
a piece of a mineral weighs in air 360 grains; 
but when immersed in water, loses 6'0 grains, 
the specific gravity of that mineral will be (5. 
for 360 divided by 60 , is equal to 6. that is to 
say the mineral is 6 times heavier than water. 
It therefore contains some metal, and conse¬ 
quently belongs to that class of minerals call¬ 
ed ores, • • 


ANALYSIS OF ORKS. 

The variety of metallic ores being very great, 
no general method of analysing them can be 
aiven, which can possibly prove useful to those 
who are not skilled in chemical pursuits. The 
best method of acquiring that knowledge, con¬ 
sists therefore in examining the different ge¬ 
nera of ores, one by one, in order to acquire a 
summary knowledge of those generalities which 
have been deduced from the analytical labours 
of former philosophers, and to become familiar 
with certain general principles, and manipula¬ 
tions, which characterize, and are requisite 
for the analysis of each individual. 
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DUE OF PLATINA, 

Hitherto no ore of Plalinva has been dis¬ 
covered* The Platina we meet with in the ca¬ 
binets of mineralogists, is however considered 
by some as the ore of this nietaU It is found 
interspersed among the auriferous sands of 
certain rivers. It always contains more or 
less iron; sometimes also a smalt quantity of 
mercury adheres to it, arising from the amalga¬ 
mation which it has undergone, in extracting 
the gold. There are no different varieties of 
platina known yet. Platlna of commerce 
exists in small fiat grains of a grey white colour* 
It is by far the heaviest body known ih nature* 
Its specific gravity being from 2i*06i, to 23* 

ANALYSIS OF GOLD OEES* 

Gold, the most precious of all metals, is hi¬ 
therto found only in a metallic state, gene¬ 
rally alloyed with other metals. Its matrix is 
most commonly quartz. It has however been 
met with in lime-stone, and in silicious 
schistus* 
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The different varieties of gold ores are dis¬ 
tinguished from each other, according to the 
different sliapes in which the gold is found to 
exist in them, hence the denominations of 
gold in filaments 3 or filamentons gold ore, 
dendriticalgold^ larnellatedyarloresceniywire- 
shaped goldy ^c. Gold is also met with in a 
metallic state, intermingled amongst the sands 
of certain rivers. It is then called gold dust. 

Native Gold, —There are two principle va¬ 
rieties of this ore, distinguished from each 
other, by the name of compact native gold, and 
crystalised native gold ore. The analysis of 
each of these ores, as well as those mention¬ 
ed before, may be effected in the following 
manner: 

Process I,—Take one part of the ore, freed 
as much as possible from its matrix, reduce it 
to a fine powder, put it into a Florence flask, 
and pour over it four parts of nitro-muriatic 
acid. Heat the mixture over a lamp, for at 
least half an hour, and renew the acid as it 
evaporates. Then suffer the whole to stand 
undisturbed, decant the supernatant fluid, di¬ 
lute it with double its quantity of water, and 
filter it through paper. 
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II. —AfTuse upon the insoluble residue in 
the flask, two parts of nitro-muriatic acid, 
and proceed as before. Mingle the decanted 
fluid with that obtained in the first process, 
wash the insoluble residue of the ore, by pour¬ 
ing a small quantity of water over it, and add 
this water to the before obtained nitro-muria¬ 
tic solution. 

III. —Transfer the fluid obtained in the 
foregoing'processes into a Wedgwood’s bason, 
and evaporate it slowly, over a lamp, to dry¬ 
ness. 

IV. —Pour upon the residue, obtained in 
the last process, so much boiling distilled water 
as is sufficient to dissolve it, and filter the so¬ 
lution through paper placed in a funnel. 

V. —Having done this, prepare a solution 
of green sulphate of iron, by dissolving one 
part of that salt in eight or ten of boiling 
water, and add so much of the solution to 
that obtained in process IV. till no farther 
change of color ensues, then suflfer the whole 
to stand undisturbed for some days ; the gold 
which was contained in the fluid will now be 
precipitated, and found at the bottom of the 
vessel, in the state of a brown pow der. 
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VI.—Decant the fluid from this powder 
carefully, collect the latter, which is metallic 
gold, by putting it upon a filter, and when 
perfectly dry, introduce it into a crucible, and 
fuse it into a button or mass. 

Remark —If the gold exists in the ore alloy¬ 
ed with a small portion of silver, a white pow¬ 
der will be seen floating in the nitro-muriatic 
solution: 100 parts of this powder when sepa¬ 
rated by the filter, and perfectly dried, contain 
75 parts of silver, which may be obtained 
from it, as shall be noticed more fully under 
the article of silver ores. 

If the ore contained copper, a polished cy¬ 
linder of iron, after having been immersed in 
the nitro-murlatic solution, will be covered 
with a crust of copper, the increase of weight 
of the cylinder of iron gives us the quantity of 
copper. In this case the solution should have 
no excess of acid. 

Gold Dust .—When gold is found inter¬ 
spersed amongst sand, or earthy substances, 
in the state of so minute particles, that it can¬ 
not be distinguished by the mere eye, we may 
for that purpose examine such substances, in 
the following manner: 
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Fi ocass L—Diffuse the sand or earth through 
a large quantity of water in a convenient ves¬ 
sel^ and frequently decant that fluid immedi¬ 
ately after stirring it each time; by that meanS; 
the lighter particles of sand; or earth; as well 
as other substaneesj remaining longer suspend¬ 
ed; may thus be washed away by the water 
employed; whilst the more ponderable parti¬ 
cles of gold; fall to the bottom with greater 
rapidity, 

II,—But as It would be difficult to separate 
the gold thus completely; by mere mechani¬ 
cal ablution \yith uvat^;, let the last portion 
of sand which has beeu repeatedly washed; be 
reduced to a ve^y subjlikipowder; put it into a 
flask; cover it with nitro-muriatic acid, and 
digest it by heat for at least one hour; dilute 
the fluid with water; and separate the gold; by 
adding to it a solution of sulphate of iron; as 
directed; page 33; process V+ 

The presence of gold may be detected in an 
ore by effecting a solution of it in nitro-muri- 
atic acid; and then letting fall into this solu¬ 
tion a few drops of muriate of tin, ir the mi¬ 
nutest quantity of gold be present; a purjje 
precipitate will instantly appear. 
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ANALYSIS OF SILVER ORES. 

The varieties of silver ores are more nume¬ 
rous than those of gold, niiucralogists have di¬ 
vided them into different species, according to 
their mineralising substance, which with the 
metal forms the ore ; namely, native silver ^ or 
silver in its metallic statc^ \ nearly in a stale 
of purity, oxid^ of silver^ or silver combined 
with oxigeii. 

Sulphurated Silver 07 'es^ or silver united 
to sulphur, and salts of silver^ or silver mi¬ 
neralised by certain acids. As each of these 
different species of ores require different treat¬ 
ment, w'c shall consider them one by one in 
order to give an example of each of them. 

Native Silver^ or silver in a metallic state. 

Process I.^Take one part of the ore re¬ 
duced to a fine powder, affiise upon it in a 
Florence ffask three or four parts of nitric acid, 
and apply a gentle heat; repeat this operation 
till a new addition of nitric acid does not pro¬ 
duce any further action upon the residue, from 
which the acid has been decanted; having done 
this mix the different nitric solutions, pour 
over the insoluble residue a small quantity of 
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water at a tiiiiej till this fluid runs off tastt- 
less, then mix the water used for washing, 
with the first obtained nitric solutions. 

II.—Add to the fluid obtained in the first 
process, common salt, dissolved in \vater, in 
small quantities at a time, till no farther pre¬ 
cipitate ensues 5 collect this precipate, pour 
water over it so as to wash it thoroughly, then 
suffer it to dry. When perfectly dr)", 100 parts 
contain 7o of silver \vhich may be obtained 
from it in the following manner : 

TIL—Mix one part of the dry precipitate 
(muriate of silver) with three of carbonate of 
soda, freed from its water of crystallization, in¬ 
troduce this mixture into a crucible in the bot¬ 
tom of which a portion of the same salt has been 
put and pressed down^ expose it in a fire to a 
red heat for half an hour, or till it fuses quiet¬ 
ly, Then suffer the crucible to cool, and upon 
breaking it, a button of silver will be found at 
the bottom. 

Phtmhiferous Native Silve}\^ln this ore 
the silver exists alloyed with lead, and some¬ 
times also with iron. The analysis of it may 
be accomplished in the following manner: 
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Process I.—Proceed as in tlie former pro¬ 
cess I, and immerse into the solution of the 
ore in nitric acid, a polished cylinder of copper, 
suffer the cylinder to continue in the solution 
for at least 24 hours. The silver will now be 
precipitated in a metallic state. It may be 
fused into a button without any addition, and its 
\veight ascertained. It is essential however in 
this case that the solution of the ore should 
have no excess of acid. 

If.—To the fluid from which the silver has 
thus been obtained, add a solution of sulphate 
of soda in water. If a white precipitate en¬ 
sues it is a proof that lead was present in the 
ore. Its quantity may be determined by the 
weight of this precipitate; 100 parts of it when 
perfectly dry, indicate 30 of metallic lead. 

III.—The presence of iron may be investi¬ 
gated by dropping into the solution, prussiate 
of potash, which In that case occasions a blue 
precipitate. 

Auriferous Native Silver ,—In this ore silver 
exists alloyed with gold. The analysis may 
be conducted thus : 

Process I.—Let one part of the ore reduced 
to a fine powder be repeatedly digested in 3 of 
nitric acid, until the portion of the acid last de- 
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canted from the ore, docs not yield any white 
precipitate, by dropping into it muriatic acid. 

II. —Digest the insoluble residue in nitro- 

muriatic acid, till a new addition of that fluid 
extracts no more gold, which may be known 
by not becoming turbid, or letting fall a co¬ 
loured precipitate, by adding to it a few drops 
of muriate of tin. ‘ 

III. —To recover the gold contained in the 
last nitro-muriatic solution^ proceed as menti¬ 
oned before, page 33, process III. IV. V. &c. 

IV. —llie silver that was contained in the 
ore, and which is extracted in the first process 
by means of nitric acid, may be separated by 
precipitating it with muriatic acid, and subse¬ 
quent reduction. See page 37. 

Remark .—If the ore contains copper, as is 
the case in the ore called cupriferous native 
silver ore^ the presence of this metal may be 
detected by dropping into the nitric solution, di¬ 
luted liquid ammonia, the fluid will instantly 
acquire a blue hue. 

Mercuriferous Native Silvery or native 
amalgam of silver, may easily be analysed, 
by inserting into a barometer tube closed 
at one end, a small quantity of the ore, pla- 
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cing the closed end which contains the ore, in 
a crucible filled with sand, and increasing the 
heat slowly, till the bottom of the tube is of a 
dull red heal. Thcquicksilver by these means 
will be volatilized or sublimed, in the upper part 
of the tube, and the silver will be left behind 
in a pure state. Instead of the barometer tube 
a small retort may be used, even with more ad¬ 
vantage if the quantity of the ore exceeds at 
least I of an ounce. 

Sidplmrated Silver Ore^ or Vitreous Silver Ore, 
Process!, —Let one part of the ore be digested 
in eight times its w^eight of nitric acid, of about 
13.50, specific gravity^ diluted wdth half its 
quantity of water, and repeat this operation 
till a new portion of acid, (after being suf¬ 
fered to act upon the ore for some time) does 
not become cloudy by the addition of a few 
drops of muriatic acid; then wash the residue, 
and add the water thus employed, to the nitric 
solution of the ore. 

II. —In order to separate the silver from this 
solution, proceed as directed in the analysis 
of native silver ore, page 36 and 37. 

III. —To ascertain the quantity of sulphur, 
which existed in the ore, take the insoluble 
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residue of the first process dried thoroughly, 
put it into a crucible, and expose it to a red 
heat; the sulphur will take fire, and burn off. 
The loss of weight indicates the greater part of 
the sulphur. But in order to be more correct, 
pour water upon the residue left in the cruci¬ 
ble, filter the fluid and drop into it a soluiion 
of nitrate of bar\’tes, a white precipitate will 
fall down, collect it on a filter and dry it per¬ 
fectly, 100 parts of this precipitate indicate 
14. 5 of sulphur, which added to the loss of 
the weight the residue of the first process suf¬ 
fered, gives us the real quantity of the sulphur 
contained in the ore. 

Remark .—The fluid obtained in process II. 
by decomposing the nitric solution of silver, 
by means of muriatic acid, should also be as¬ 
sayed for sulphuric acid, which perhaps may 
have been formed during the repeated action oi‘ 
the nitric acid upon the sulphur contained in 
the ore. If therefore a precipitate takes place 
on dropping into the above fluid nitrate of 
barytes, sulphuric acid has bden produced; 
the precipitate must therefore be collected ami 
weighed, and the quantity of sulphur calculated 
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(as stated, in the preceding page,) and this 
quantity added to that already noticed. 

Ruby Silver Ore may be analysed in a 
similar manner ; for this ore differs from the 
latter merely by the presence of arsenic. This 
last substance may be discovered by adding to 
the nitric solution of the ore, from which the 
silver has been separated by muriatic acid, a so¬ 
lution of nitrate of lead, a precipitate ensues, 
100 parts of which when perfectly dry, indi¬ 
cate about 22 of arsenic. 

Pyritical Silver Ore, or Argentiferous mar^ 
tial Pyrites, —This ore which contains be¬ 
sides silver, also iron and sulphur, is best ana¬ 
lysed in the following manner: 

frocess I.—Let one part of the ore be re¬ 
peatedly digested in nitric acid, until all the 
silver is extracted, which may be known, by 
attending to the rules laid down, page 38, line 
26, &c. 

II. —To obtain the silver from the solution, 
immerse in it a cylinder of copper, and pro¬ 
ceed as menliOiied, page 38. 

III. —To ascertain the quantity of iron and 
sulphur, let another portion of the ore be re¬ 
peatedly digested in muriatic acid, till a few 
drops of prussiate of potash added to the last 
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decanted solution^ does not occasion a blue 
precipitate/ the isidphur will be found floating 
upon the surface of the fluids and may be se¬ 
parated by filtration, 

IV,—To determine the quantity of iron, 
mingle the muriatic solution, with liquid 
ammonia, till no farther precipitate ensues, 
dry it, and expose it to a dull red heat for at 
least f hour. 

Grey Silver Ore .—^This ore is composed of 
silver, antimony, iron, sulphur, and sometimes 
copper and lead. Its analysis maybe accom¬ 
plished in the following manner : - 

Process T,—Let one part of finely pulveri¬ 
zed ore be repeatedly digested in 3 parts of dilu¬ 
ted nitric acid, till the acid takes up no more 
of ihe ore, 

II, —Decompose the solution by the addi¬ 
tion of common salt, or muriatic acid- (See 
process IL page 3/,) collect the precipitate, 
and reduce it to its metallic state, as stated 
before, 

III, —Let the solution from which the silver 
has been thus separated, be assayed for lead; 
for that purpose drop into it a solution of sul*' 
phate of soda, if a white precipitate ensues, 
lead was present iu the orCi Its quantity may 
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be ascertained by drying the precipitate and 
calculating the quantity of lead, as noticed al¬ 
ready, page 38, process II. 

IV. —After this add liquid ammonia to the 
solution till the odour of the fonner considera¬ 
bly predominates, a brownish precipitate will 
now be separated which is the iron that was 
contained in the ore; but in order to be certain 
that the precipitate consists of nothing but 
iron, proceed as follows : 

V. —Let the precipitate obtained in the last 
process, be again dissolved in nitric acid; if it 
is not totally soluble in this fluid, the residue 
will be found to be silex. 

VI. —To the last obtained solution add 
prussiate of potash till no farther precipitate 
ensues, and separate this blue precipitate by 
filtration. 

VII. —To the filtered fluid, from which the 
blue precipitate (the precipitate of iron) has 
been separated by filtration, add now a solu* 
tioo of soda, if a precipitate falls down, it is 
alumine. Therefore after subtracting this 
earth, and the silex obtained in process V. 
from the weight of the brown precipitate ob¬ 
tained in process IV. the quantity of iron may 
be found. 
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VIII. —To the solution which had before 
been mingled with ammonia in excess (process 
IV.} add sulphuric acid, till it acquires a 
considerable acid taste, and immerse in it^ a 
cylinder of iron ; if the ore contained copper, 
this metal will be precipitated in a metallic 
state upon the surface of the iron cylinder. 

IX. —Having thus far proceeded, take the 
insoluble part of the ore left in process I. di¬ 
gest it repeatedly in two or three parts of mu¬ 
riatic acid in a heat of ebulition, decant the 
fluid, and wash the residue in a little water, 
which add to the muriatic solution. 

X. —To this muriatic solution add a large 
quantity of water; the precipitate which now 
falls down is oxid of antimony; 97 parts 
of which w^hen dry, are equal to lb of metal¬ 
lic antimony. 

XI. —The insoluble part left behind in 
process I. which contains the sulphureous 
part of the ore, must be exposed in a crucible 
to a low red heat, and the quantity of sulphur 
determined, as shown, page 41. 

XII. —The residuum left behind will then 
consist of silex only; it may therefore be fiised 
with potash, and the earth precipitated by the 
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addition of an acid, but this is no constituent 
part of the ore. 

Light Grey and Dark Grey Silver Ores 
may be analysed in a like manner. 

Bismut hie Silver Ore. —In this ore silver 
exists alloyed with bismuth and sulphur; it 
sometimes also contains a small quantity of 
lead, iron, and copper. 

Process I.—Digest the ore repeatedly in ni¬ 
tric acid till this fluid exercises no farther ac¬ 
tion upon the ore. 

II. —Pour the nitric solution into a large 
quantity of water, a precipitate falls down, 
which is oxid of bismuth ; 123 parts of it 
when dry, are equivalent to 100 bf bismuth. 

III. —Evaporate the fluid to at least one- 
third of the original bulk, and then drop into 
it muriatic acid, collect the precipitate which 
falls down, w^ash, and dry it. 

IV. —The precipitate now left is muriate of 
silver. Let it be digested in nitric acid, decant 
the fluid and mingle it with a large quantity of 
water, if any precipitate should ensue, it is a 
portion of oxid of bismuth which escaped the 
action of the water in process II. let it be 
dried and added to that obtained before* 
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V. —The remaining fluid may then be as- 
sa^^ed for lead: let it therefore be concentrated^ 
to drynessj dissolve the residue in a sulficient 
quantity of water^ and drop into it sulphuric 
acidj a precipitate will appear^ if lead be prc- 
■sentj let it be collected and dryed^ and the 
quantity of lead determined as stated^ page 38^ 
process IT, 

VI. —The solution from which the lead is 
separated may then be examined for iron ; for 
that purpose add to it liquid ammonia^ till the 
odour of the latter considerably predominates^ 
a brown precipitate will fall down if iron 
\va3 contained in the ore. This precipitate 
mitst be heated to redness and weighed. 

VII. ^—If the ore contained coppetj the fluid 
has now a blue colour^ it may be saturated 
with sulphunc acid in excess. A cylinder of 
iron will precipitate the copper. See page 45^ 
process VIII. 

VIII. —The insoluble residue left in process 
1. may be examined for sulphur \ for that pur¬ 
pose let it be ignited in a crucible^ and proceed 
according to the rules mentionedj page 40. 

IX. —The residue may again be digested 
repeatedly in muriatic acid^ and assayed for 
leadj by sulphuric acid. If a precipitate en- 
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sues it is sulphate of lead, which is to be acl*^ 
cled to that obtained before. The residue left, 
if any, is merely the matrix of the ore. 

Antimoniated Silver Ore. —^This ore con¬ 
sists of silver, alloyed with antimony. 

Process I.—Digest one part of the ore re¬ 
peatedly in three of nitric acid, till a fresli 
portion of acid produces no further change on 
the residue. 

II. —Separate the silver from this solution 
by copper. See page 38, process I. 

III. —Digest the residue of process I. re¬ 
peatedly in muriatic acid, till tliis acid extracts 
no more. 

IV. —Pour the muriatic solution into a large 
quantity of water, collect the precipitate, which 
falls down and which is oxid of antimony. Its 
quantity may be calculated, as stated, page 45. 

Calciform Silver Ore^ or Red Silver Ore ,— 
In this ore silver exists in the state of an oxid, 
combined with sulphur and oxid of antimony, 
and sometimes sulphuric acid. Its analysis 
may be accomplished thus; 

Process 1. —Let one part of the ore be re¬ 
peatedly digested in 6 of diluted nitric acid, 
and filter the solution. 
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IL—Decompose this soliitioa by adding to 
it muriatic acid^ till no farther pmeipitate en¬ 
sues : 100 parts of this precipitate^ when per¬ 
fectly dry^ contain 75 parts of silver^ and may 
be reduced to its metallic state as stated before^ 
page 37;> process HI* 

m*—Digest the insoluble residue in a si¬ 
milar manner in diluted iiitro-muriatic acuK 
consisting of 5 parts of muriaticj and 1 of ni¬ 
tric acid. During this process^ a powder se¬ 
parates and collects on the surface of the fluids 
w'hich is sulphur; let it be collected^ dried, 
and its weight ascertained. 

IV, —^Dilutethis duid copiously with water, 
and a white precipitate will fall down, which is 
the ox id of antimony contained in the ore; let 
it therefore; be dried and its weight noted. 
The quantity of metallic antimony it contains 
may be learnt, as stated before^ ]fage 45^ pro¬ 
cess X, 

V. —Let the duid from which the antimony 
has been obtained, be mingled with that of 
process IL from which the silver has been se¬ 
parated by muriatic acid, and drop into it a so¬ 
lution of nitrate of barytes, a precipitate en¬ 
sues, if the ore contains sulphuric acid: JOQ 

£ 
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parts of this precipitate when dry, are equal to 
J 4.5 of sulphur. 

Corneous Silver ore^ or Native Luna Cornea 
{Horn Silver.) This ore is remarkable among 
the rarer ores of silver, not only on aecount of 
its richness, but likewise on account of the 
substance, by which nature has mineralized 
the silver in this ore; namely, muriatic acid, 
and sometimes also sulphuric acid. 

Process I.—Take one part of the ore, mix it 
jvith 4 or 5 of carbonate of soda, put th^ mix¬ 
ture into a silver crucible, fuse it into an uni¬ 
form mass, and suffer it to cool. 

II. —Pour water into the crucible, and dis¬ 
solve so much of the mass as is soluble, taking 
care to renew the water from time to time, till 
a new affusion of that fluid dissolves no more. 
Put this mixture aside for further investiga- 
ion. 

III. —Digest the insoluble residue left in the 
last process, repeatedly, in nitric acid, till this 
fluid dissolves no more. 

IV. —Decompose this nitric solution which 
contains the silver that was present in the ore, 
by adding to it gradually, muriatic acid in 
small quantities. The silver will thus be pre¬ 
cipitated in the form of a white powder. 
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Every hundred parts of the precipitate, when 
perfectly drj^, indicate 73 of metallic silver. 

V. —Having thus ascertained the quantity of 
silver that was present in the ore, the insolu¬ 
ble residue which was not acted upon by nitric 
acid, may be digested in nitro-muriatic acid, in 
order to take up the iron, if any be present in 
the ore. To separate this metal add liquid 
ammonia, collect the precipitate, .dry, ignite, 
and weigh it. 

VI. —Mingle the solution of process II. with 
acetous acid, adding the latter in small .quan¬ 
tities at a time, until no further .effervescence 
ensues. The mixture will now be rendered 
turbid, and a precipitate will gradually be de¬ 
posited, which is the alumine that was con¬ 
tained in the ore: its weight may be ascertained 
after having been dried and ignited. 

VII.—The fluid from which the alumine 
has been separated must then be evaporated to 
dryness, and alcohol affused upon it in a phial, 
BO as to cover it at least one inch high, agitate 
the whole frequently during the space of 3 or 4 
days, and then decant the alcohol. Transfer 
the salt left untouched by this fluid, on a filter 
and dry’ it. It is muriate of soda, origina- 
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ting fi'om the muriatic acid contained in the 
ore^ and the alkali made use of in process L 
lid parts of it are equal to 48 of muriatic 
acid, 

VITI,—In order to learn whether any suU 
phuric acid was present in the ore^ let this salt 
be dissolved in water^ and drop into the solu¬ 
tion muriate of barytes^ if any sulphuric acid 
was present a precipitate will ensue; this being 
collected and dried^ gives the quantity of that 
acid contained in the ore^ 100 parts of this 
precipitate contain 23,3 sulphuric acidj and 
76.5 barytes, 

ANALYSIS OF COPPEK ORES, 

Copper ores are divided into four classes: 
namely^ ores containing copper in a metallic 
statc^ alloyed with other metals^ but common- 
iy called native copper^ Ores containing cop¬ 
per mineralized by sulphur^ or sulpkiirets of 
copper^ Copper combined wdth oxigen^ (ox ids 
of copper^) or cakiform copper ores, and salts 
of coppeij or copper combined with acids. 

Nalive Copper. —Tliis ore frequently con¬ 
tains besides copper^ a portion of goldj silver, 
and iron. It may be analysed thus: 
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Process I, —one part of finely pulveri¬ 
sed ore be boiled in 4 or 5 tiroes Us weight 
of concentrated sulphuric acid to dryness. 

II,—Upon the dry mass afl’use about 8 
times its quantity of water, boil the .mixture 
for a quarter of an hour, mid filter off thefluid. 

IIL—Immerse into this solution a polished 
cyhnder.of iron, the copper will he precipita¬ 
ted in a metallic slate. 

Pemark* —^If the ore contains gold, silver, 
and iron. It must be repeatedly digesterl in 
diluted nitric acid, the silver may be precipi¬ 
tated from this solution by a cylinder , of cop¬ 
per, see page 38. The iron may be ; separated 
by evaporating the solution to dryness, dissol- 
I'^'iviug it again in concentrated nitric acid, eva- 
"poratmg the ackl as before, and repeating.this 
operation for several times successively. This 
-^b^irvg done, kt water poured.on the mass, 
and filteri the solution- Tlic iron will now.re- 
,jpain upon the filter in . the {form of a brown 
po^vder, ,and the. . cop per becomes, d i sso I ved, in 
the watery fluid. This fluid may be decomposed 
•hy^ boiling it with:p<jUsh„a.tprecipitateis pro- 
,ducicd which is black oxid of copper, aOD 
,parts,!Qf it after<hemg dried in afred:beat,.GQn- 
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tain 80 of copper- The ore called granular^ 
or cemeni copper^ may be aniialysed in a si¬ 
milar manner- 

Vitreous Coppet^ Ore, or Yellow Copper 
Orcy (Copper Pyrites.) —This ore which is a 
sulphnrct of copper, contains in general be¬ 
sides copper also iron. 

Process I,—Digest one part of the pulveri¬ 
sed ore, repeatedly in three times its weight of 
diluted nitric acid, till it extracts no more cop¬ 
per, which may be knowm by dropping into 
the last obtained solution, liquid ammonia. 
If the liquid acquires no blue colour, it has ex¬ 
tracted no copper* 

lL“Evaporate this solution to dryness, re- 
d is solve it in concentrated nitric acid, and 
again evaporate the solution to dryness: repeal 
this process for several times, 

III. —Boil the dry mass in eight times its 
weight of water, a brown pow'der will become 
separated, which is the iron that was contain¬ 
ed in the ore, collect it on a filter, wash, drv, 
and ignite it. 

IV. —Mingle the fluid from which the Iron 
has been separated, with a solution of carbo¬ 
nate of potash, til] no farther precipitate cn- 
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suesj collect the precipitate and dry it in a red 
heat;, too parts then contain 80 of capper* 

V*—To ascertain the quantity of sulphur 
contained in theorCj heat the residue of process 
I. and proceed as directed before^ but as part 
of the sulphur is generally acidified during the 
digestion of the nitric acid upon the ore^ the 
solution after the metal is separated may be 
assayed for sulphuric acid^ by nitrate of bary- 
teSj and the real quantity of sulphur ascertain- 
edj according to the rule kiddown^ page 41* 

The ore called purple copper ores^ purple 
copper pyriteSj variegated copper ore^ or pea¬ 
cock's tail copper ore^ may be analysed in a 
similar manner* 

Grey Copper Ore^ ^vhich, besides copper^ 
sulphur, and iron, contains also silver, lead, 
and antimony, maybe analysed in a like man¬ 
ner; the silver may be separated by common 
salt, (see page 37?) but as lead is also separated 
by this salt, the precipitate must be digest¬ 
ed in liquid ammonia, this will dissolve the 
muriate of silver, and leave the lead, by 
subtracting the weight which the precipitate 
has lost by this treatment, the quantity of 
both the metals may be found. If antimony 
was present, it will be separated from the re- 
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maiiiing solution by a copious afliision of wa¬ 
ter, the precipitate remaining insoluble by a 
still gi'cater admixture of that fluid. 

Oxids of Coppei'i ovCalciform Copper Ores. 
(Red copper glass,) or red copper ore. This 
ore may be analysed by merely dissolving it in 
muriatic acid, and precipitating the copper by 
a cylinder of iron. The ores called fibrous red 
copper^ and tile^ or brick red copper ore^ cop¬ 
per malm belong to this class, and may be 
examined in,a like manner. 

Green Carbonate of Coppery or Malachite .— 
Jbe different varieties of ores, known by the 
names of fibrous ^ radiated^ ox^covipaet mala¬ 
chite^ as well as those distinguished.by the ap¬ 
pellation of mountain green mountain blue, 
naay be analysed in the following manner : 

JRrocess I.—la.order to ascertain the.quan¬ 
tity, of, carbonic acid, which in the ore exists 
.tmited to the Qxid of copper, let a portion of 
the ore be heated .in a retort to a dull red¬ 
ness, .collect the gas in the usual manner 
.over mercury, and then let it be absorbed by 
jime water in order to measure its quantity; 
tOT if this should .be deemed too troublesome. 
Jet one^part of the,ore be .introduced into a 
bottle^ cootaining 3 parts Qfsulphuuc.acid, di- 
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luted with 4 of water; close the bottle with a 
corkj into which is fixed a capillary tube^ and 
weigh the whole accurately. When no more 
effervescence ensnes;, weigh the bottle and 
its contents; and the loss of weight will indi¬ 
cate the quantity of carbonic acid which es¬ 
caped ^ with toller able accuracy, 

IT*—To ascertain the quantity of copper^ 
digest one part of the ore repeatedly in sulphu¬ 
ric acidjdiluted with anequal bulk of water^ till 
this acid extracts no more copper^ (see page 
54y processj T) then filter the solution* 

III,—Immerse into the sulphuric solution a 
cylinder of zinc or iron> and the copper will 
be precipitated. 

The analysis of carbonates of copper may 
likewise be effected and perhaps more easily in 
the following manner: 

Process I* —Take one part of the ore^ ex¬ 
pose it to a red heat in a crucible for about ^ 
an hour, 

II,—Let one part of this previously ignited 
ore be mixt with 3 times its quantity of black 
fluXj and of charcoal powder^ or resin^ put the 
mixture into a crucible^ cover it with a stratum 
of muriate of soda^ and fuse it for about | an 
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hour, a button of copper will then be found 
when the crucible is broken. 

Dr. Fordyce has given the following general 
process for analysing all copper ores. 

Process I.—Take 100 grains of the pulveri¬ 
sed ore, digest it repeatedly in one ounce of 
nitro-muriatic acid, composed of equal parts 
of nitrous, and muriatic acid, till all tjje cop¬ 
per is extricated, which may be known as di¬ 
rected already, page 54, process I. - 

II. —^The different solutions are then to be 
mingled, precipitated by the addition of carbo¬ 
nate of potash, and the precipitate collected 
on a filter. 

III. —This precipitate is tobere-dissolvxd in 
a sufficient quantity of sulphuric acid, and the 
solution precipitated by a polished cylinder of 
iron* 


ANALYSIS OF LEAD OBES. 

There are a vast variety,of lead ores, v^ich 
are classed by mineralogists into sulphurets, 
oxicis of lead, and lead combined with-different 
acids. 

Su^phnret of lead, or,galena, vulgarly called 
poiters-ore. Ores of lead belonging to this 
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class frequently contain a small quantity of sil¬ 
ver, and sometimes also copper, and iron. We 
shall suppose all these metals to be contained 
in the ore, the analysis in that case ought to 
be conducted thus: 

Process I—Let one part of the ore finely 
powdered, be very gently digested for at least 3 
or 4 hours, in 6 of nitric acid diluted with a 
bout 3 or 4 of water, and repeat this process 
for several times sucsessively. During this 
process a great part of the sulphur contained in 
the ore will become separated in the form of a 
yellow powder floating on the top of the fluid. 

II. —Add to the obtained solution, previ¬ 
ously evaporated to a small compass, muriatic 
acid, till no farther cloudiness appears ; suffer 
the mixture to stand undisturbed, till the pre¬ 
cipitate is fairly deposited, then decant or filter 
the fluid, separate the precipitate and wash it 
repeatedly, by pouring alcohol over it. 

III. — The obtained precipitate consists of 
lead and silver, if the latter was contained in 
the ore, 

IV. —In order to separate these two metals, 
digest the precipitate in liquid ammonia, for 
at least C4 hours, the silver will be dissolved 
and the load left behind; or the muriate of 
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3cac3 may be separated by boiling the precipi¬ 
tate in a large quantity of watcr^ which wili 
dissolve the former^ but leave the latter; but 
the first process is better. 

V,—^Evaporate theammoniacal soliitioiiof sil¬ 
ver^ to drynessj and boil the residue in a solu¬ 
tion of carbonate of soda; the product obtain¬ 
ed is carbonate of silverj which may be redu¬ 
ced to the metallic slate^ by merely exposing 
it in a crucible to a^ed heat^ or by re*dis 5 o)- 
ving it in nitric acidj and precipitating it by 
copper, see page 38, process I, 

VL—To ascertain the quantity of lead left 
behind in process IV, mix the muriate of lead 
with half its weight of black flux, introduce 
the mixture into a crucible, and expose it to a 
red heat, the lead wdll then be reduced to a 
metallic state, or this process may be omitted, 
and the quantity ascertained by merely weigh¬ 
ing the dry precipitate, 100 parts of which 
contain 30 of metallic lead, 

VIL—To find the quantity of sulphur, pro¬ 
ceed as directed, page 41. 

In order to assay the ore for iron, and cop¬ 
per, let the solutions, from which the lead and 
silver have been separated, be mingled with li¬ 
quid ammonia, so that the latter is in excess, 
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a brown precipitate will fall down which is an 
oxid of iron, (see page 47.) The presence of 
copper may be known by the solution acquiring 
a blue colour, by the addition of ammonia, 
and may be separated by immersing into the 
the fluid, after having been neutralized by sul¬ 
phuric acid, a cylinder of zinc. All the diffe¬ 
rent varieties of lead ores of this class may be 
analysed in a like manner. 

Phosphate of Lead .—In this ore lead exists 
mineralized by phosphoric acid, in general 
contaminated with a portion of iron. It is 
found on the lead hills in Scotland, Germany, 
Carinthea, &c. Its colour is commonly green, 
yellowish green, or olive green. It is found 
stalactical and also of a regular shape. It is 
shining, semi-transparent, and gives a greenish 
trace. Its powder is yellowish. Before the 
blow-pipe it melts easily on charcoal, and as¬ 
sumes a crystalline form on cooling, by the 
addition of an alcall, the lead becomes in some 
measure reduced. 

Process I.—Endeavour to effect a solution 
of this ore in boiling nitric acid, in the man¬ 
ner frequently stated before, and again evapo¬ 
rate to dryness. 
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ir.-^Dilute the mass with Avater till the 
cr)’stal3 of nitrate of lead are dissoK^ed^ 

IIL—Saturate the solution with liquid am-^ 
nionia^ a precipitate ensues, Avhich consists 
of lead,and iron^ if the latter existed in the ore. 
Collect the precipitate on a filter. 

IV. —^To separate these two metals boll the 
precipitate In' muriatic acid to dnmess^ and 
pour alcohol on the dry niass^ the muriate of 
iron will be dissoh'cd and the lead left behind, 

V, —Add concentrated sulphuric acid and 

apply hcatj the muriatic acid will be expelled^ 
weigh the precipitates deducting 70 per 

cent, the remainder shows the quantity of 
lead, 

VL“Add lime-water to the solution from 
which the lead and iron have been separated^ 
(process III,) the precipitate which appearSj 
indicates the quantity of phosphate of hme, 

ANALYSIS OF TIN ORES. 

Tin ores are less numerous than either of 
the former^ ores of gold excepted. Tin is 
found in two different states^ namely^ mine^ 
rahzed by oxigen^ or oxids of tin; and mine¬ 
ralized by sulphur^ or sulphurets of tin. 
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Native Oxid of Tin, or Tin Stone. 

Process I.—Take one part of the ore, freed 
carefully from all its matrix, reduce it to an 
impalpable powder, triturate it with a like 
quantity of potash, and boil the mass in a sil¬ 
ver vessel in 8 parts of water, evaporate the 
whole to drjmess, and moderately ignite it 
for at least | an hour. 

II. —Pour water upon the mass, boil the 
mixture for about a | of an hour, and filter 
the fluid. 

III. —Take the residue left on the filter, if 
any, mix it again with about 6 times its quan¬ 
tity of potash dissolved in a sufficient quantity 
of water, evaporate to dryness, and proceed as 
above. 

IV. —Let the solutions thus obtained be 
mingled, and add to it muriatic acid, till no 
more precipitate falls down, adding the acid 
rather in excess; suffer the mixture to stand 
undisturbed till the precipitate is subsided, in 
order to collect it on a filter. 

V. —Dissolve this precipitate in muriatic 
ai-id In excess, precipitate it again by the ad¬ 
dition of carbonate of soda, collect the preci- 
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pi talc oil a filler^ wash it by pouring water over 
It repeatediy, and suffer it to dry. 

VI,—Let the precipitate be again dissolved 
in muriatic acid;, assisted by a gentle heat^ 
(the insoluble part consists of silex) dilute 
the solution with 2 or 3 parts of %vaterj iin- 
inerse into it a .cylinder of zinc: leave tbe 
whole undisturbed for some daySj and all the 
tin that was contained ip the ore will now be 
deposited round the,cylinder of zinc in a me¬ 
tallic state. It may be formetl into a button^ 
by melting it jn a erocible^, taking care to , co¬ 
ver it with charcoal powder. 

The ores ealkd needle iiriy strea 7 B 

iin^ hair-lbt^ a?id comp^ct-tiuj^ may be,ana¬ 
lysed in a similar manner, 

Tm-P7/rkes^ or Stilph^7;ct this 

ore tin exists mineral ij^cd by sulphur^ and fre¬ 
quently .associated with copper; its analysis 
rnay be accomplished in the following man¬ 
ner ; 

Process I,—^Letone.part of finely pulverised 
ore be repeatedly digested in G of nitro-muria- 
tie acidj composed of two parts of muriatic 
acid, and one of nitric aeld^, till it dissolves no 
more^ and decant the fluid. 
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ir. Add to this solution carbonate of pot¬ 
ash, till no further precipitate ensues, collect 
the precipitate on a filter. 

III.—Re-dissolve this precipitate in muriatic 
acid, diluted with 3 or 4 parts of w ater, and 
suspend in this solution a cylinder‘of tin, 
whose w’eight is known. If copper was con¬ 
tained in the ore it will be precipitated in a 
metallic state on the tin cylinder, but in order 
to be certain that it is not contaminated with 
tin, let the precipitated metal be re-dissolved 
by heat, in concentrated nitric acid ; if a white 
powder remains it is a portion of ox id of tin. 

IV,—But as in the foregoing process, the tin 
employed for precipitating the copper is ac¬ 
ted upon by the muriatic acid, immerse into 
the solution from which the copper has been 
separated, a cylinder of zinc, the whole of the 
tin will be again precipitated on the cylinder 
of zinc; let it be dried and its weight ascer¬ 
tained, and melt it into a mass. From this 
quantity of tin, subtract now that portion 
which proceeds from the cylinder of tin em¬ 
ployed for precipitating the copper, the re¬ 
mainder will give the true quantity of metal 
contained in the ore. 

F3 
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V^—Having thus far preceded^ expose the 
insoluble residue left in process I, to a low red 
heat in a crucible^ pour water into itj filter the 
fluid and ascertain the quantity of sulphur^ as 
stated in the next j w'hat remains will be 
the matrix of the ^)re. It consists in general 
of Illumine and silex. 

ANALYSIS 0 ¥ IRON ORES. 

'Inhere are a vast variety of iron ores scattCTr 
ed over the surface of the earth, but they may 
nevertheless be divided into three general class¬ 
es, namely, sulphurets, oxldsj and salts of 
iron. 

Sulpku7*cts —Martial pyrites, com¬ 

mon sulphur pyrites, or inundick. 

Process I*—Digest one part of the finely 
pov^ dered ore in 3 or 4 of concentrated nitric 
acid, filter the solution, evaporate it to drjmess, 
and repeat this operation at least 3 or 4 suc¬ 
cessive times. 

JL—Pour four or five parts of muriatic acid 
upon the mass, and digest it till the whole is 
dissolved, taking care to supply the acid, from 
time to time as it evaporates. 
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IIL To this solution add muriate of batt les 
till no farther precipitate ensues^ filter the fluids 
dry the precipitate completely^ and weigh it 
accurately, 100 parts of it indicate 14.5 of 
sulphur. 

IV,—The quantity of sulphur being thus 
found, %ve proceed to find that of iron; for that 
purpose let the solution obtained in process 
IIL be mingled with a solution of soda, or 
potash, till no farther precipitate ensues; col¬ 
lect this precipitate, and expose k to a red heat 
in a crucible for f an hour : 100 parts of it then 
indicate 73 of iron, provided nothing else was 
contained in the solution ; but as manganese 
and zinc have been found ip this ore, it would 
be prudent to digest the precipitate in liquid 
ammonia, \vhich will take up tfie zinc; the 
remainder may then be freed from manganese, 
by digestion in acetous acid, the oxid of iron 
will then be left behind ; of the precipitate 
may be boiled in potash, w-bich takes up the 
manganese, and leaves the kon behind. 

The ores called striutef mamiU 

lary^ magnetical^ hepathe^ or Iwer pyrites^ 
may be analysed in a similar manner. 

Oxids of Irony or Calrform Iron Ores *— 
The ores of iron belonging to this class, are 
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uncommonly numerous^ they however may be 
divided into two classes. 1’hosc namely in 
which the iron exists in the state of a black 
ox id, and these which contaiti it in a state of 
^ a red oxid. To the first class belongs the ore 
called^ 

Common Magnetic Iron Stone, 

Process J ,—Digest one part of the ore re* 
pcatedly in 6 of muriatic acid^ till all the iron 
is extracted, which may be known when tine- 
Hire of galls dropt into the fiuidj which 
has been digested upon the ore, docs not 
occasion a black precipitate. ^ 

II,—Decompose this solution by adding to 
it carbonate of potash, til! no farther precipi¬ 
tate ensues- 

ijet the precipitate be rapidly di^ 
5olye<^ iii^nitrous acid, evaporate the solution 
to- 4tynef®j^ cover the residue with nitrous acid^ 
'Waperate it again, and repeat this process for 
several times sucecssivefy, 

IV.—IVansfer the residue into diluted nitric 
acid, and digest it for one hour, dilute it with 
water, and filter off the fluid. The iron will 
be left on the filter, in the state of a red oxid ; 
from the weight of this, after ignition for about 
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one hour, 28 arc to be deducted, the remainder 
gives the quantity of iron. 

V.—As this ore seldom contains iron alone, 
but frequently also, eppper, zinc, manganese, 
or alumincj let the solution from which . the 
iron has been separated, be assayed for copper, 
by immersing into/it a ^cylinder! of iron ; if 
copper be present it will be precipitated^ the 
zinc may-be separated ,hy apimonis^, :aud the 
manganese by ^cqtous acid. 

Micqceous iron ,ore, and Magnetic sand 
mayibe analysed.in a similar manner. 

Remark. —Should the ores Qf.iron}be;found 
not readily soluble .in .muriatic ;|icld, they 
should be mi.xt w^ith ^ of charcoal powder, and 
c^xposed ip a crucible m white hqat/qr at 
least one hour. 

The following class require partiqidarly .this 
previous treatment. 

Hematiles^ or Blood S/oiron orqs 
belonging to .this class, arc very numerous. 

The iron exists in all of them highly oxid¬ 
ised or in the state of a red oxid, more or less 
combined with clay,,and sometimes manganese 
and lime. The princii>al ores of this kind are 
distinguished by the names of compact iron 
orcy or red hematites; compact red f Irons 



70 


Analysis of Iron Ores. 


hematites^ brown hematites^ brown scaly iron 
orCy red scaly iron ore^ brown iron ochre^ red 
iron ochre^ black iron ore, common argillace¬ 
ous iron ore^ nodulary or kidney-shaped iron 
orCy JEtiteSy or Eagle stone y piste for my or 
granular iron ore. The analysis of all these 
ores may be accomplished in the following 
manner: 

Process I.—Let one part of the finely pow¬ 
dered ore be mingled with ^ of charcoal pow¬ 
der, or lamp black, introduce the mixture into 
a crucible to which a cover has been luted, and 
expose it to a white heat for at least one hour. 

II. —Put the ore thus partly de-oxidiseil, 
into a flask, and endeavour to effect a solution, 
by digesting it repeatedly in 3 parts of con¬ 
centrated muriatic acid, till this fluid ceases 
to act upon it any longer. 

III. —Dry the insoluble residue, mix it 
again with about ^ of charcoal, and proceed as 
before; digest it again in muriatic acid, till all 
the iron is totally extracted. 

IV.—Mingle the different solutions, add 10 
or 12 times their bulk of boiling water, and 
preserve it in a stopt bottle for some weeks ; 
the phosphate of iron (sidcrile) if any was 
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Contained In the ore will then be precipitated; 
in that case decant the fluid. 

V.—Having done this, precipitate the de¬ 
canted fluid by carbonate of soda, which will 
separate not only the iron, but also all the 
earths that were dissolved by the acid. To 
separate these, follow the rules laid down un¬ 
der the class of earths. 

Remark .—Rinman assures us that the quan¬ 
tity of iron in an ore, containing no visible he¬ 
terogenous matter may be estimated pretty ac¬ 
curately, by dividing its specific gi’avity stated 
in integral numbers by 80. Thus an ore 
whose specific gravity was 3.893 gave — 
48.6, and in reality contained 50 per cent, of 
iron. The error was only 1.5 per cent., How¬ 
ever this holds good only with respect to ores 
whose specific gravity exceeds 3.6 ; when less 
150 should be the divisor, the error still will 
be 15, or 2 per cent. 

ANALYSIS OF ORES OF ZINC. 

There are three general species of zinc ores, 
namely, sulphurets of zinc, oxids, and zinc in 
the saline state, or ombined with acids. 
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Sull}hnrct of Zinc, or Blende —There are a 
great many varieties of this genus of ore, ge¬ 
nerally distinguished'' from each other by the 
colour only; namely, yellow, brown, black, red 
blende. In these species of ores zinc is com¬ 
bined with sulphur, iron, and sometimes cop¬ 
per, They may be analysed in the following 
manner: 

Process I.—Take one part of the ore redu¬ 
ced to powder, digest it repeatedly in 4 parts of 
diluted nitric acid, and repeat this operation 
till the acid docs not produce any farther ac¬ 
tion on the residue. 

II. —Mingle the difTcrcnl solutions, evapo¬ 
rate the whole to dryness, repeat the evapora¬ 
tion and affusion of nitric acid successive¬ 
ly for several times ; lastly, suffer the nitric 
solution to stand undisturbed, and decant the 
fluid from the insoluble residue. If there was 
any iron in the ore it will remain behind in the 
form of a brown powder, together with the a- 
lumine, which was contained in the ore. 

III. —Decompose the nitric solution by ad¬ 
ding to it a solution of soda, collect the preci¬ 
pitate, and wash it. 

IV. —Re-dissolve this precipitate in muria¬ 
tic acid, and assay the solution for copper, by 
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immersing into it a cylinder of iroiij for in that 
case copper will be precipitated. If notj sa¬ 
turate the solution with liquid ammonia^ and 
add this fluid in excess^ if a red precipitate en¬ 
sues it is ironj which escaped the action of t!ie 
nitric acidj in the last proccsSs add it there¬ 
fore to that obtained before. The zinc now 
remains in solution. 

V, —To separate the zinc^ saturate the so¬ 
lution with muriatic acid, the precipitate which 
falls dowiij is ox id of ziacj it may be reduced 
to the metallic state^ by strongly igniting it 
with half its weight of charcoal in a closed 
crucible, 

VI, -—In order to ascertain the quantity of 
alumine and iroiij wdiich was contained in the 
orCj (process II,) boil it in a concentrated so¬ 
lution of potashj the alumine w ill be dissolved 
and the oxid of iron left behind, 

VII, To determine the quantity of sulphur, 
treat the insoluble residue as described^ p* 40^ 
process III. and page 41, 

Commo?i Calamine^ or oxid of Zinc^ corn- 
lined ivitk carbonic acif may be analysed in a 
similar manner. 

Process I,—Digest the ore as above directed 
repeatedly in nitric acid, 

G 
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II. —Treat the insoluble residue in a similar 
manner with muriatic acid. 

III. —Evaporate the nitric solution to dry¬ 
ness, it contains the zinc, and probably only 
iron and alumine. 

IV. —Re-dissolve the mass in liquid ammo¬ 
nia in excess, and proceed as directed before. 

V. —The muriatic solution, (process II.) 
frequently contains also iron and alumine, 
which may be separated by decomposing the 
solution by potash, and proceeding as above. 

Remark .—A tolerable exact essay of cala¬ 
mines, or oxids of zinc combined with carbo¬ 
nic acid, in respect to its contents of zinc, 
may be made in the followincj manner: 

Mix any quantity of pulverized ore, previ¬ 
ously freed from sulphur by roasting, with ^ 
part of charcoal powder. Put this mixture 
into a capacious crucible, and diffuse equally 
amongst it a quantity of granulated copper, or 
thin plates of that metal, equaf in weight to 
that of the calamine employed, and upon the 
whole lay another equal quantity of copper, 
and lastly cover this latter portion w ith a stra¬ 
tum of charcoal powder, lute a cover to the 
crucible, and apply a red heat for one or two 
hours. The volatilized zinc will thus combine 
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with the copper and convert it into brass. By 
comparing the weight of the metal after the 
operation with the weight of the copper em¬ 
ployed, the quantity of zinc united with the 
copper will be known. The copper which has 
not been converted into brass, or more copper 
with fresh charcoal powder may be again ad¬ 
ded in the same manner to the remaining ore, 
and the operation repeated with a heat some¬ 
what more intense, in order that any zinc re¬ 
maining in the ore may be extracted. The 
ores called friable calamine, compact cala¬ 
mine, lapis calaminaris, striated calamine, or 
zinc spar, may be analysed in a similar man- 
iicr. 


ANALYSIS OF ORES OP MERCURY. 

Mercurial ores are divided into alloys, (or 
mercury in a pure state, or nearly so,) com¬ 
monly called native^ or virgin mercury ; sul- 
phurets of mercury, or native cinnabars, and 
mercurial salts, or mercury mineralised by 
different acids. 

Mercury alloyed with Silver. —The analy¬ 
sis of this ore has been mentioned already, 
G 2 
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(page 39 ,) If it should contain beside silver^ 
bismuth also, the following method may be 
had recourse to. 

Process}, —Dissolve the amalgam in nitric 
acid. 

11.—Precipitate the bismuth by adding to 
the solution^ a considerable quantity of water^ 
collect the precipitate and dry itj 123 parts of 
this oxid are equal to 100 of metallic bis¬ 
muth* 

III *—To the solution from which the bis¬ 
muth has been separated^ add muriatic acidj 
and collect the precipitate which falls down* 

IV. —^To separate the tw^o metals transfer 
the precipitate into liquid oxigcnizcd muriatic 
acidj or boil it in a large quantity of water, 
in both cases the muriate of mercury will be 
dissolved, and the muriate of silver remain 
behind. 

V. —To reduce the silver, proceed as stated 
page 37 , pmcess III. 

VI. —To separate the mercary mingle the 
solution with sulphate of iron, dissolved in 
water, and collect the precipitate. 

Siilphuret of Merany^ or Chinalar, The 
ores of mercury belonging to this class are 
best analysed by distilling a mixture made 
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up of three jiarts of the ore, and one of lime, 
or iron filings in a strong red heat, adapting to 
the stone retort a receiver filled with water, 
into which the neck of the retort is kept im¬ 
mersed during the distillation. 

ANALYSIS OF ORES OF ANTIMONY. 

Antimony is found in nature mineralized 
by sulphur, forming the ores called sulphu- 
rcts of antimony, or combined with oxigen, 
as antimonial ochres ,• when alloyed with 
other metals, it is called native antimony^ and 
in the state of a salt it constitutes muriate of 
antimony. 

Sulphuret (f Antimony. 

Process I. —Let one part of finely pulver¬ 
ised ore be repeatedly digested by heat, in four 
parts of nitro-muriatic acid, composed of three 
or four of muriatic, and one of nitric acid, till 
it exercises no farther action upon the residue. 
The sulphur contained in the ore will remafn 
behind, and may be Investigated, as stated page 
40, process III. and page 41. 

n.—Pour the filtered solution into^ a large 
quantity of water, the precipitate which falls 
G 3 
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clown is oxld of antimony, collect it on a filter 
and weigh it: 97 parts when perfectly dry, 
are equal to 75 of metallic antimony. It may 
be reduced by mixing it with double its weight 
of charcoal powder, and subsequent fusion. 

III. —But as lead and iron are in general 
contained in the ore, as is the case in that^ 
species called yellow antimoniacal ore; let 
the solution from which the antimony has 
been separated, be concentrated by evaporation. 
If a precipitate of oxid of antimony appears, 
during this process, collect it, and add it to that 
obtained before; then drop into the fluid, a 
solution of sulphate of potash, or sulphuric 
acid, if lead was present a white precipitate 
will appear, see page 38, process II. 

IV, —If iron be present, a brown precipitate 
falls down on the addition of liquid ammonia. 
See page 4 7^ process VI. 

The ores of antimony called compact, folia¬ 
ted, striated, iridescent, or variegated sulphu¬ 
rated antimony, may be analysed in the same 
manner. 

Argentiferous antimony differs from the for¬ 
mer by containing a portion of silver. It may 
be examined thus : 
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Trocess L—Digest a deterniiQed quantity of 
the ore in nitric acid by heat^ until a portion 
of acid added a fresh does not produce any 
farther solution, dilute the fluid with water 
and filter it* 

II.—Immerse iiito this solution a cylinder 
of copper, the silver will be separated. See 
page 38, process I. 

IIL—Upon the residue left in proceess I, 
pour muriatic acid, and proceed as before, till 
a new addition of acid dissolves no more* 

IV,—Pour the muriatic solution into a large 
quantity of water, and collect the precipitate 
which is ox\d of antimony. See page 78. 

Native Oxids of antimony^ or antimonial 
ochresy are best analysed by dissolving them 
in nitro-muriatic acid, and subsequent dilu¬ 
tion with water, and proceeding as before, 

ANALYSIS OF OKES OF BISMUTH, 

Bismuth exists in nature in a native state. 
Ores of that kind are called ^native bismuth. 
It is also found combined with oxigen, forming 
oxids of bismuth, or bismuth ochres. Mine¬ 
ralized by sulphur, it constitutes sulpburets of 
bismuth. 
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Native Bismuth may be analysed in this 
manner : 

Process L—Digest a determinate quantity 
of finely pulverised ore repeatedly in nitric 
acidj assisted by heat^ till the fluid dissolves 
no inorcj which may be known by the last 
portion of acid occasioning no pretipitatc^ 
when mixed with water. 

11*—To separate the bismuth from the so^- 
lution, mingle it with a large portion of water^ 
a white precipitate falls down^ which is oxid 
of bismuth : if the whole should not be sepa¬ 
rated at first, let the solution be concentrated 
by evaporation, a second affusion of water will 
then precipitate the remainder, 

III, —To reduce this oxid to the metallic 
state, form it into a paste with a few drops of 
oil, and fuse it rapidly \yith one-third of its 
weight of black flux, 

IV, —To ascertain the quantity of sulphur, 
treat the insoluble residue of process L as di- 
i^ceted, page 40 and 41. 

The rest of the ores of bismuth may be ana¬ 
lysed in a similar manner. 
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ANALYSIS OF ORES OP NICKEL. 

V 

The most abundant ores of nickel are that 
species called sulphurets of nickel, or kupfer- 
nickel. In this ore nickel is combined in 
general with arsenic, sulphuret of iron, and 
sometimes cobalt and copper. The rest of the 
ores of *this metal arc those called oxids, or 
nickel ochres ; and salts o^nickel, or nickel 
mineralised by acids. 

Sulphuret of Nickel^ or KupfernickeL 

Process I.—Let any quantity of the ore, 
finely pulverised, be first roasted, in contact 
with charcoal powder, over a gentle heat, and 
digest it repeatedly in nitric .acid, as long as 
this fluid takes up any part of the ore; filter 
the different portions of acid employed, wash 
the residue, and mingle the whole. 

II.—Pour the before-obtained solutions of 
the ore into a large quantity of water, a milki¬ 
ness will now ensue. Suffer the whole to 
stand undisturbed, in order that the precipitate 
may be allow^ed to subside, which must then 
be collected and dried. 

This is the arsenic which was contained in 
the ore; but as it is probable that a part of this 
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substance still remains in the solution, it may 
be separated as follows : 

III. —Cpncentrate the solution from which 
the arsenic has been partly separated, to a 
small compass, and add a boiling solution of 
carbonate of potash in excess ; if It contained 
arsenic it will become separated. 

IV. —Transfer this precipitate into a flask, 
containing acetous acid, and afl'cet a solution 
with heat. 

V. —Mingle this solution with liquid am¬ 
monia in considerable excess, a brown preci¬ 
pitate falls down, which is the iron contained 
in the ore, and the oxid of nickel and cobalt 
remain dissolved. 

VI. —Having so far proceeded, evaporate 
the solution slowly, a precipitate falls down, 
which is oxid of cobalt 5 and on continuing 
the evaporation gradually to dry ness, the nickel 
which was contained in the ore is obtained, 
after heating the dry mass, till the nitrate of 
ammonia is decomposed. 

VII. —In order to reduce this oxid to the 
metallic state, let it be made into a paste with 
oil, mix it with about 3 parts of black flux, 
put it into a crucible, cover it with common 
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saltj or bora?Cj and heat the crucible violently 
for 5 or 3 hours, 

VH.—To ascertain the r|uaiitity of siilphurj 
treat the residue of the first process^ as directed 
page 40 and 41, 

yh\^cnlaie of Nickel requires a treatment a 
little different from this. 

Process T—Let one part of the ore^ finely 
piiKerised, be boiled with 3 of potashin 6 of 
watefj for at least one hour^ supplying this 
fluid as it evaporates^ and lastly evaporate it to 
dr)mess. 

IL—Pour water upon the mass, suffer the 
insoluble part to subside, filter off the fluid, 
and wash the residue repeatedly, by passing 
water over it, and then proceed, as in the last 
analysis, 

Oxids of Nickel may be treated in a similar 
manner, 

ANALYSIS OP OBES OF COBALT, 

Cobalt ores are divided into sulphurets, ox- 
ids, alloys, and salts of cobalt, 

Sulphu7^et of cobalt^ or White Cobalt or^,— 
This ore in general contains, besides cobalt, 
also iron, and sometimes arsenic. 
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Process I.—Take one part of the orc^ re¬ 
duced to a fine powder, pour over It 3 or 4 
parts of diluted nitric acid, assist its action by 
heat; repeat this operation successively, or till 
the acid does not exercise any action upon the 
ore; then dilute the solution with double its 
quantity of water, and filter it. 

IT.—Droj) into the solution carbonate of 
potash, dissolved in water, till no further pre¬ 
cipitate ensues : collect the precipitate, wash 
and dry it; it consists of iron, cobalt, and 
arsenic. The solution may probably contain 
a portion of arseniate of potash, originating 
from a part of the arsenic being acidified du¬ 
ring the process. The arsenic may be sepa- 
rated by heat, if it contained any. 

III. —Dissolve the precipitate in acetous 
acid, evaporate the solution slowly to dryness, 
repeat this operation two or three times, lastly 
pour acetous acid over it, and digest it for 
about half an hour, and then filter the fluid; 
by this means the iron will become separated, 
and the cobalt remain in solution, 

IV. —Drop into this solution liquid ammo¬ 
nia, a precipitate will first ensue, but on adding 
more ammonia the precipitate will again be¬ 
come le-uissolved. 
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V'.—Evaporate the ammoniacal solution to 
diyness, the cobalt will be obtained in the slate 
of an oxid. In order to reduce it to its me¬ 
tallic state, mix it with two or three parts of 
black flux, and one of borax, and expose it to 
a violent heat for at least an hour. 

VI.—To ascertain the quantity of sulphur, 
treat the insoluble residue according to the 
rules laid down, page 41. 

The ores called grey cobalt, compact and 
bright grey cobalt ore, may be examined in a 
likemanncr* 

ANALYSIS OP ORES OP ARSENIC. 

Arsenical ores are divided into three difterent 
species, namely; native arsenic, or arsenic iii 
a metallic state; sulphurets of arsenic, or arse¬ 
nic combined with sulphur; and oxids of arse¬ 
nic, or arsenic mineralised by oxigen. 

Native Arsenic^ Arsenical Pyrites^ Marca^ 
site^ or Irish Diamond ,—In this ore arsenic is 
sometimes alloyed with a small portion of sil¬ 
ver, gold, or iron. The analysis may be ac- 
complishetl in this manner: 

' Process I.—Take one part of the finely pul¬ 
verised ore, digest it repeatedly, assisted by 
H 
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heat, in three of nitro-muriatic acid, composed 
of one part of nitric and one and a half of mu¬ 
riatic acid, and repeat this operation till a com¬ 
plete solution is obtained, or till a new por¬ 
tion of acid produces no further action upon 
the residue; then decant the fluid, and let it 
subside. If a white precipitate be observed in 
the fluid, the ore contained silver, (as is the 
case in the ore called Argentiferous Arsenical 
Pyrites); let the precipitate be therefore col¬ 
lected. It is muriate of silver. Sec page 34, 

II. —Evaporate the nitro-muriatic solution, 
from which the silver has been separated, to 
about I, and add to it water, till this fluid oc¬ 
casions no further turbidness, which may be 
known by filtering from lime to time a small 
quantity of the mixture, and assaying the fil¬ 
tered solution by a new addition of water. 
The white precipitate obtained is oxid of arse¬ 
nic. 

III. —Re-dissolve this precipitate in muri¬ 
atic acid, and precipitate it, by immersing into 
this solution a plate of zinc, mixing with it at 
the same time P^irt of alcohol; this preci¬ 
pitate, after being dried, may be reduced to its 
metallic state, by exposing it in a covered cru- 
p'lhlt to a moderate heat. 
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IV.—The solution, from which the arsenic 
has been separated, may be assayed for iron : 
for that purpose, let it be concentrated, and 
mix it with liquid ammonia in excess; if a 
brown precipitate ensues, it is iron. 

Remark, —If the ore contain gold, nitric 
acid should be made use of in the first process. 
The residue may then be treated in a similar 
manner with nitro-muriatic acid, and the so¬ 
lution precipitated by sulphate of iron. 

Siilphuret of Arsenic, —Of this ore there 
are two species, namely; yellow sulphurised 
arsenic, or orpimentj and red sulphurised 
arsenic, re-alger, or ruby aresnic. The ana¬ 
lysis of both these ores may be accomplished 
in a similar manner: in that case the insolu¬ 
ble residue of the first process contains the 
sulphur of the ore, the quantity of which may 
be found according to the rules laid down, 
so often before. 

Native Oxid of Arsenic^ which is very 
scarce, may be analysed, by dissolving it in 
muriatic acid, precipitating the solution by 
water, and subsequent reduction of the preci¬ 
pitate, as stated in the opposite page. 

H 2 
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ANALYSIS OF ORES OF TUNGSTEN. 

There are only a few ores of tungsten knownj 
namely \ vvolfiartij or more properly tungstate 
of iron and manganese^ and tungstate of lime \ 
of the latter there are some varieties. 

Wolfram^ or Tungstate of Iron mid Man¬ 
ganese^ may be analysed thus ; 

Ih-Qcess I.—Take one part of the orc^ finely 
livigatcd^ digest it in a gentle heat for at least 
an hour^ in 3 parts of muriatic acid ; suffer it 
to coolj decant the solution^ and -wash the re¬ 
sidue repeatedly in as little water as possible. 

IL—Pour over the residue two parts of li¬ 
quid ammonia^ suffer it tg stand for some days^ 
and agitate it frequently) decant the ammo* 
iiiacal solution^ wash the residucj and digest it 
alternately in muriatic acid and in ammonia, 
until it experiences no farther diminution, or 
till the whole is nearly, or totally dissolved, 

III, —Mjngl e th e amm oni acal sol u tions, an d 
evaporate it in a retort or bason, to dr)mess; 
transfer the mass into a crucible, and heat ix 
thoroughly, or till it acquires a yellow colour. 
This product is the oxid, or acid of tungstCJi. 
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IV. —Having clone this, mix all the muriatic 
solutions which contain the iron and manga¬ 
nese, with 4 part of sulphuric acid, and eva- 
poratc the whole to dryness. 

V. —Re-dissolve the before obtained mass in 
water, and add to it a solution of carbonate of 
potash, the precipitate which falls down con¬ 
sists of the iron and manganese, contained in 
the ore; collect, wash, and dry it. 

VI—To separate these metals, digest the 
precipitate by heat repeatedly in nitric acid, 
and evaporate it to drjmess. 

VII.—Transfer the mass into acetic acid, and 
digest it with heat; the manganese Will then 
become dissolved, and the iron remain be¬ 
hind, deducting the weight of this, from the 
weight of the whole precipitate, the respective 
proportions of each may be found; or if a so¬ 
lution of an alkali be added, the liquor will as¬ 
sume a brown colour, and a precipitate will be 
obtained after boiling the fluid for a few mi¬ 
nutes. This is the manganese contained in 
the ore. 

Tungstate of Lime, —In this ore tungsten 
exists combined with lime. 


H3 
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Process I.—Digest one part of the ore repeat¬ 
edly in 3 of nitro-muriatic acid^ till a new addi¬ 
tion of acid, dissolves no more. The earth will 
be dissolved, and the tungsten remain behind in 
the form of a yellow oxid; if pure, it is soluble 
in liquid ammonia, from which it may be reco¬ 
vered, as directed in the preceding analysis, 

II. The muriatic solution contains the lime, 
and sometimes a little iron ; on adding to it 
carbonate of potash, the lime will be precipi¬ 
tated : if it contains iron, dissolve the precipi¬ 
tate in muriatic acid, and add liquid ammonia, 
tlie iron will thus become separated, 

ANALYSIS OF ORES OP TELLURIUM. 

There are only three different ores contain¬ 
ing tellurium hitherto known : in all of them 
tellurium is alloyed with other metallic substan¬ 
ces, namely ; in the white gold ore of Fatze- 
bay, which is likewise called aurum paradox- 
urn, tellurium exists combined with iron and 
gold. In the ore called graphic gold, tellurium 
is alloyed with gold and silver, and sometimes 
also with lead; and in the ore called gray foli¬ 
ated gold ore of Naggag, tellurium is united to 
gold, lead, silver, copper, and sulphur. 


V 
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White Gold Ore of Falxehay. 

Process I,—Let one part of the finely pul¬ 
verised ore be gently boiled with six parts of 
muriatic acid, and then add three parts of ni¬ 
tric acid gradually, Kepeat this operation till 
the acid exercises no farther action upon the 
ore, and filter the soluti(un_ 

IL—Dilute it with so much water as it can 
bear, without becoming turbid, and add to the 
solution potash, dissolved in water, in excess, 
or until the white precipitate which is first 
formed, is again dissolved, and nothing remains 
but a brown flaky sediment, which is a mix¬ 
ture of gold and iron contained in the ore, 

III, —To separate these two metals, let it be 
re-dissolved in nitro-muriatic acid, prcGipitate 
the gold from this fluid by a solution of nitrate 
of mercury, and the iron by potash. The 
cnercLiry may be separated by heating the pre¬ 
cipitate to redness, 

IV, —To the alcaline fluid of process II, 
add muriatic acid, taking care to avoid an 
excess of acid. The ox id of tellurium is thus 
precipitated in the form of a white oxid, 

V, —To reduce this oxid to the metallic 
state, form it into a paste with a small quatir 
tity of oil, and put it into a retort, or crucible: 
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;is the oil becomes decomposed, brilliant and 
metallic drops are observed in the upper part 
of the vessel, which increase in number until 
the oxid is reduced. 

All the other ores may be analysed in the 
same nmnner, with the only difference that 
the precipitate produced by the potash, must 
be treated according to the metals of which it 
consists, namely ; if it contains silver, as is 
the case in the graphic gold ore, the silver will 
be separated in the form of white flakes, lead 
may be detected by sulphate of soda, (see 
page 38,) and copper by polished cylinders of 
iron* 


ANALYSIS OF ORES OF URANIUM. 

Uranium is found in nature in the state of an 
oxid, the oxid of uranium exists combined with 
a greater or smaller portion of iron, lead, and 
sulphur : it forms the ore called pitch-blende, 
or oxid of uraniuni; combined with carbonic 
acid, it forms the mineral, called chalcolite. 

Uranium^ or Pitch^blende. 

Process I.—Take one part of the ore finely 
pulverised, digest it repeatedly in 4 parts of 
diluted nitric acid, till nearly the whole of the 
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ore is dissolved, or till a new portion of acid 
occasions no farther action upon the residue; 
the black colour of the ore shows that its de¬ 
composition is complete. 

II. —Evaporate the solution to at least one 
third of its original bulk, and leave it to cool, 
a precipitate will become deposited, which is 
nitrate of lead, collect it by filtration. To 
ascertain the quantity of lead, add sulphuric 
acid, and proceed as directed, page 38. 

To separate a small portion of iron which is 
generally dissolved by the acid, immerse a cy¬ 
linder of zinc into the solution, the iron will 
become precipitated. 

III. —Into the nitric solution from which 
the lead has been separated, let fall a solution 
of potash, tlie precipitate which is formed con¬ 
sists of ox id of uranium and ox id of zinc. 

IV. —^To separate these two metallic oxids, 
transfer the precipitate into a phial containing 
liquid ammonia, and digest for some days, the 
oxid of zinc will become dissolved in the am¬ 
monia, and the oxid of uranium left behind : 
transfer it on a filter, wash it, and when dry, 
weigh it; the loss indicates the quantity of 
oxid of zinc contained in the solution. The 
oxid of uranium when dissolved in diluted sul- 
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phuric acid aiTords^ on evaporation^ crystals of 
a lemon yellovv colour. 

The undissolvcd residue of process L is a 
mixture of silex^ sidphurj and iron which 
was contained in the ore: the sulpimr may be 
separated as slated^ page 40 and 41. 

The other ores of uranium may be analysed 
in a similar manner, 

ANALYSIS OF ORBS OF MOLYBDBNA, 

The ores of molybdena at present known, 
are sulphuret of molybdcnaj and molybdate of 
lead, 

Sulphuret of Molyhdena may be analysed 
in the following marmer: 

Process I,—Take one part of the ore freed 
from all its matrix^ put it into a retort contain¬ 
ing 3 parts of nitric acid, adapt a receiver, 
and distil till no more drops fall from the 
neck of the retort, affuse a new portion of 
acid on the residue, distil it oflF again, and re¬ 
peat this operation until the whole of the ore 
be converted into a white powder, 

IL—Wash this powder well in water, and 
dry it, it is the oxid, or acid of mo]ybdcna^ 
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III,—Mingle the watei' used for washing 
the acid, wiih a solution of potash, till no 
farther precipitate ensues; this precipitate add 
to the former, it is also a portion of acid of 
molybdcna- 

V,—Having done this, add muriate of ba¬ 
rytes to the solution in order to ascertain the 
quantity of sulphuric acid, according to the 
ndes described, page 52, or proceed thus: 

Process L—Let one part of the ore be re¬ 
peatedly boiled in sulphuric acid, till the acid 
refuse to dissolve any more, this solution 
which should have no excess of acid contains 
the oxid, or acid of molybdena. 

IL—The insoluble residue \vhlch consists 
mostly of sulphate of lead, must be boiled for 
some time with carbonate of soda, and then 
washed. 

III. —Upon the washed precipitate pour 
nitric acid, in order to effect a solution. The 
insoluble powder (if any) is silex. 

IV. —^Decompose the nitric solution by the 
addition of sulphuric acid, the precipitate ob¬ 
tained, is sulphate of lead. 

V. —Saturate this solution wdth liquid am¬ 
monia, if a precipitate ensues it is iron that 
tvas contained in the ore, collect and dry it. 
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VI.—Having thus far proceeded, evaporate 
the sulphuric acid solution obtained in pro¬ 
cess I. to dryness, heat the mass strongly, and 
digest it repeatedly in diluted nitric acid. 

Molybdate of lead may be analysed thus :— 
Let the ore be dissolved by repeated digestion 
in muriatic acid, muriate of lead will be de¬ 
posited, and the molybdic acid remain sus¬ 
pended in the solution, from which it may be 
removed, as before stated. 

ANALYSIS OF ORES OF CHROME. 

Chrome exists likewise only in the state of 
an oxld, combined with lead, or iron. The 
ores of this metal are chromate of lead, and 
chromate of iron. 

Chromate of Lead. 

Process I.—Let one part of the ore mingled 
with eight of potash, be fused for at least one 
hour; pour the mass into a convenient vessel, 
and when cold boil it in a sufficient quantity 
of water, for | an hour, and filter the fluid. 

IL—Digest the insoluble part in muriatic 
acid, decant the solution, wash the residue, 
and treat it alternately with potash and muri¬ 
atic acid, until the whole is dissolved. 
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IIK—Miiigie the alcaline solutions contain¬ 
ing the chrome, saturate it by the admixture of 
nitric acid, and decompose it, by adding to it 
nitrate of lead. The precipitate vvhicli falls 
down is chromate of lead, 100 parts when dry 
indicates 35 of oxid, or acid of chrome, 

IV,—The nitric solutions wiiich contain 
the iron of the ore, together with perhaps a 
little chromic oxid, may now be mingled toge¬ 
ther, To separate the latter, drop into it a so« 
lution of carbonate of potash, collect the pre¬ 
cipitate, and boil it in a solution of potash. 
What remains is iron. 

Chromate of lead may likewise be analysed 
by treating it successively with muriatic acid 5 
in that case muriate of lead falls down, and the 
solution contains chromic acid, mixed with a 
little muriatic acid. The muriatic acid may 
be got rid of by the addition of nitrate of sil¬ 
ver, The chromic acid may be determined, 
as stated before, 

ANALYSIS OF ORES OP TITANIUM, 

. Titan!te exists in the state of an oxid only. 
The ores of that kind are oxid of titanium and 
iron, or menachanite \ red oxid of titanium, 

I 
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combined with lime and sdex 5 and red shorl^ 
or red oxid of titaniunu 
Analysis of Menachanite, 

Process L—Let one part of the ovc^ finely 
powdered, be fused %v\ih 5 or 6 times its 
weight of potash, or its carbonate^ and dis¬ 
solve the fused mass in water, 

IL—Saturate the alcaline solution with mu¬ 
riatic acid, til! no further cloudiness ensues, 
separate the precipitate, which is tlic oxid of 
titanium. 

IIL—Evaporate the solution todrymess, and 
rC" dissolve the residuum in water, the silex will 
be 1 ^'ft behind j again precipitate the solution 
by potash, and add the precipitate to the oxid 
obtained before, 

IV.—Dissolve the oxid of titanium in sul¬ 
phuric acid, on adding to this solution phos¬ 
phoric acid, the titanium will be precipitated, 
and the iron left behind. For a further ac¬ 
count the reader is referred to Klaproth^s An¬ 
alytical Essays, page 49 O. 

ANALYSIS OF ORES OF MANGANESE, 

Ores of manganese are very common, but 
the metallic manganese exists in all of them in 
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the state of an oxld. They difier increiy from 
each other in the degree of oxidationj and 
othef foreign substances which accompany 
them. Hence they arc distinginshed from 
each othcr^ by the appellation of black oxid of 
manganescj grey or brown oxid of manga¬ 
nese^ 

Black Oxid of Manganese ,—This as M'ell as 
all the rest of the ores of manganese always 
contains a portion of iron^ but frequently also 
besides this a variety of difterent earths^ parti¬ 
cularly lime^ silex, and sometimes barytes. 

Process I,—Digest a determined quantity 
of the ore repeatedly in diluted nitric acid as¬ 
sisted by heatj until this acid acts no farther 
on the residue, 

IL^—Upon the ore thus freed from the dif¬ 
ferent earths it may contain^ affiise 6 parts of 
concentrated muriatic acid^ and assist its ac¬ 
tion by a gentle heat. Repeat this operation 
with half the quantity of acid^Tuiitil it dissolves 
no more manganese^ which may be known 
by holding a piece of paper tinged blue with 
tincture of litmus over the fumes which arise 
from the vessel. If the blue colour of the lit¬ 
mus paper becomes reddened^ the operation is 
I % 
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at an end, but if the blue colour be discharged 
the operation must be continued. The solu- 
- lion may then be decanted, the insoluble re¬ 
sidue washed in water, and this water added 
to the muriatic solution. The insoluble part 
consists of silex. 

HI.—Into this muriatic solution, let fall a 
solution of carbonate of soda, till no farther 
precipitate ensues, the precipitate is the oxid 
of manganese and iron, if any was contained 
in the ore. In order to know if it be pure 
manganese, boil it in a concentrated solution 
of potash, the manganese will be dissolved, 
and the oxid of iron remain behind : by de¬ 
ducting this from the weight of the precipi¬ 
tate, the quantity of manganese may be found. 

IV. —To ascertain if the ore contained lime, 
add to the nitric solution obtained in process I. 
carbonate of potash, the precipitate produced, 
after having been ignited, has the properties of 
lime, if this earth was present. 

V. —If the ore contained barytes, the nitric 
solution may be assayed by sulphuric acid, 
which in that case occasions a white precipi¬ 
tate. All the other ores of manganese may be 
analysed in a like manner. 
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ANALYSIS OF THE ORE OF COLUMBIUM. 

To the genera of ores so far considered Mr. 
Hatchett has added a new one, to which he has 
given the name of coUimbium. 

This ore is of a dark brownish grey exter¬ 
nally, and more inclining to an iron grey, in¬ 
ternally. Its longitudinal fracture is lamel- 
lated, its cross fracture has a fine grain. Its 
lustre is vitreous, slightly metallic. It is mo¬ 
derately hard, and \erf brittle. Its colour is 
a chocolate brown, and is slightly magnetical. 
In this ore columbium exists in the state of 
an acid, combined with iron. Mr. Hatchett 
discovered this ore in the year 1802 , on exa¬ 
mining and arranging the minerals of the Bri¬ 
tish Museum. His analysis is as follows : 

Process I.—One part of pulverised ore was 
mixt with 5 times its weight of carbonate of 
potash, and fused in a silver cnicible. 

II. —The alcaline mass was dissolved in 
boiling water, the insoluble part separated by 
the filter, and repeatedly washed in water. 

III. —The filtered fluid was mingled with 
muriatic acid in excess, the result was a 

I 3 
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white flocculent precipitate, being the colum- 
bic acid contained in the ore. 

IV. —The insoluble residue of process II. 
was digested in muriatic acid, in order to get 
rid of the iron ; the acid being decanted, the 
residuum after being washed, was again fused 
with carbonate of potash, dissolved and preci¬ 
pitated with nitric acid alternately, till the 
whole was decomposed, 

V. —The muriatic solution was now de¬ 
composed by liquid ammo iiia, a copious oc- 
hrcaccous precipitate fell down, which was re¬ 
dissolved in nitric acid, and the solution de¬ 
composed by means of ammonia. The iron 
was thus obtained. 

VI. —The different alcalinc solutions were 
mixed together, and being supersaturated with 
nitric acid, yielded the same white precipitate,, 
(columbic acid.) The fluid from which the 
precipitate had been separated by nitric acid,^ 
was then saturated with ammonia, and being 
boiled afforded a small quantity of oxid of iron i 
200 parts of the ore, thus analysed, yielded 
Mr. Hatchett 42 of oxid of iron, and 155 of 
columbic acid. For a fuller account of Mr. 
Hatchett’s analysis we refer the reader to his 
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paper in the Philosophical Transactions^ 1802 , 
pari I* p. 40, ' 

ANALYSIS OF ORES OF TANTALIOM, 

Since the discovery of the last mentioned 
ore^ a new metallie substance has been an¬ 
nounced by Mr, Eckeber^, which is said to 
exist in the mineral called gadolinitej and also 
in a peculiar species of tin ore, called by the 
GermanSj zimgraupen. In the first mineral 
the metal is said to exist combined with oxid 
of iron and manganese^ and in the latter uni¬ 
ted to yttria. The diseoverer has called this 
metallic substance tantalium* The metkl is 
distinguihed from all others by being insoJublc 
in any of the acids. Whether this substance 
will retain its place among the metals^ must 
be left to future investigation; at present we 
have only the authority of Mr, Eckeberg for 
inserting Journal de Mints^ No. 20^ 

An, X, p. 248j and the Author's System if 
Tractical Chemistry^ voL IL p. 184^ 
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EXAMPLE ON AN ANALYSIS OF AN ALLOY 
COMPOSED OF DIFFERENT METALS. 

From what has been stated in t!ic preced- 
ing pagesj it will be obvious that the separa¬ 
tion of different metals^ from other substan¬ 
ces with which nature had combined ihem in 
the bosom of the earthy is totally owing to the 
different affinitiesj which different metallic 
substances possess to certain bodies. This 
being once known^ the analysis of a metallic 
compound consisting of a variety of different 
metals^ will become easy. Suppose tliereforc 
that a metallic mass was made up of platina^ 
goldj bismuth^ silver^ leadj iron^ and copper. 
The separation of these metals might be effect* 
ed in the following manner: 

Process L—Let the alloy be comminuted 
either by filing, or gramdation, and digest it 
in diluted nitric acid, till this agent exercises 
no farther action on the residue. Mingle the 
different solutions, and put the insoluble resi¬ 
due, which consists of the gold and platina, a 
side for further examination, 

IL—Mingle the obtaincrl nitric solution 
with water, till a new addition of this fluid oc- 
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casions no farther tuibidiiess. Suffer thepre- . 
cipitate which is thus formed to subside^ col¬ 
lect it by the filter^ and dry it. This is the 
oxid of bismuth: 123 parts^ when dry^ are 
equal to 100 of metallic bismuth; or it may 
be reduced to Its metallic state^ by fusing it 
briskly in a crucible under a cover of charcoal 
dust- 

III. —Concentrate the fluid from which the 
bismuth has been separated^ and immerse into 
it a cylinder of copper^ the silver will become 
precipitated in a metallic state. 

IV. —To separate the lead drop into the fluid 
of the last process sulphuric acidj till no far¬ 
ther precipitate falls down. This precipitate 
is sulphate of lead j lOO parts of it when per¬ 
fectly dryj contain 30 of inetalJic lead. 

V. —The fluid from which the lead has been 
separated, must now be mixt with liquid am¬ 
monia ; a brown precipitate falls down^ which 
is the iron that was contaiiied in the alloy. 
Let it be ignited for at least one floury and 
weigh it. 

VL—The solution from which the iron haa 
been separated may be decomposed by mix¬ 
ing it with a solution of potash^ and boiling it 
a little j the amjnoaia becomes yolatilized, and 
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an oxid of copper is precipitated. To obtain 
the copper in a metallic state^ dissolve this 
oxid in sulphuric, or muriatic acid, and im¬ 
merse into it a cylinder of iron. 1'he copper 
will then become separated in a metallic 
state. 

Vn.—Having thus far proceeded, take the 
insoluble residue left in process I, dissolve it, 
by digesting it repeatedly in nitro-muriatic a- 
cid, till a compleat solution is effected. Mingle 
this fluid with a solution of muriate of ammo¬ 
nia, the platina will be separated, and the gold 
left in the solution; to reduce the platina to 
its metallic state, expose the precipitate to the 
most intense heat that can be raised. 

VIII.—To recover the gold, mingle the so¬ 
lution from which the platina has been sepa¬ 
rated with a diluted solution of green sulphate 
of iron, a precipitate fails dow n, which is me¬ 
tallic gold; collect and fuse it into a mass. 

The analysis is now compleated, if the sum 
total of the obtained products correspond wdthu 
the w^eight of the substance submitted to exa¬ 
mination, w^e are certain, that w'e have opera¬ 
ted accurately, if not, the analysis must be 
repeated, in order to discover the error. 
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GENERAL VIEW OF THE AVERAGE SPECIFIC 
GRAVITIES OF DIFFERENT METALLIC 
ORES. 

The average specific gravities of ores of dif¬ 
ferent metallic substances, when freed as much 
as possible from heterogeneous matters, are as 
follow : The specific gravity of 

Crude Platina reaches from 20,6 to 22 


Gold ores 

- - 

- 

- 5.7 to 11.8 

Silver ores - 

- - 

- 

- 5.8 to 10.6 

Copper ores - 

- - 

- 

- 5.2 to 6.5 

Lead ores 

- - 

- 

- 5.1 to 7.18 

Tin ores - - 



- 5.3 to 6.97 

Iron ores - 

- 

- 

- 5.6 to 8,5 

Zinc ores 

- - 

- 

- 5.0 to 5.5 

Mercury ores 

- - 

- 

- 5.4 to 7.75 

Antimony ores 

- 

- 

- 5.1 to 6. 

Bismuth «res 

- 

- 

- 5.8 to 8.6 

Nickel ores - 

- - 

- 

- 5.5 to 6.5 

Cobalt ores - 

- - 

- 

- 5.3 to 7.2 

Arsenic ores - 

- 

- 

- 5.1 to 6.8 

Tungsten ores 

- 

- 

- 5.i to 7.5 

Tellurium ores 

- - 

- 

- 5.4 to 6. 

Uranium ores 

- - 

- 

• 5t2 to 5^5 




JOS Average Specific Gravities of Ore^. 

Molybdena ores - - - 5.2 to G.2 

Chrome ores - - - - 5,3 to G.5 

Titanium ores - - - - 5.1 to G. 

Manganese ores - - - 5.1*toG.8 

Columbium ore - - - 5 . 9 18 

Tantalium ores, not yet ascertained. 

For a summary view of external characte¬ 
ristic properties of ores, the reader is referred 
to Kirwan’s and Babington^s Mineralogy, 
vol. II. p. 335. 
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CLASS II. 

EARTHS AND STONES. 


ITjough there seems to be an almost infi¬ 
nite vanety of earths and stones scattered on 
the surface of the globe^ yet when this sub¬ 
ject is examined with a chemical eye, we find, 
not without surprize, that all the stones we 
tread under our feet, as well as the vast variety 
of specimens we meet with in the cabinets of 
the curious, and even the mould in which ve¬ 
getables grow, are all composed of a vtry few 
earths, in number no more than ten: moreover, 
of these simple earths seldom more than four 
or five are found c'ombined together in one 
substance, met wdth in nature. 

NAT0KAL HISTORY OF EARTHS AND STONES. 

The slightest acquaintance w ith the stony 
substances, that come under our inspection, is 
suflScient to convince us that they w ere once 

K 




110 Natural Hhtory of Earihs and Stoii^s. 

111 a soft or liquid state* A vast number of 
earths and stones have a regular symmetrical 
arraiigemcnt^ they ajipear to have been cr}^staU 
lized like salts^ and must therefore have been 
separated from their solvent, whatever that 
may have been* d he variety of crystals of 
stones and earths discover all the figures and 
modifications of primitive forms, obsert^able 
in other substances, when suffered to crystal¬ 
lize under hivourable circumstances. More¬ 
over, many stones inclose organized substan¬ 
ces, which they could not have admitted, but 
in a soft or fluid state j others are evidently 
formed round differcTit substances, as these, 
having received their shape and fbnn, the ope¬ 
rations of art could never have introduced 
themselves into them* The bare mention 
of these circumstances is sufficient, as this 
point cannot possibly be disputed* The only 
difficulty that offers itself is, to ascertain the 
nature of that fluid which was capable of hold¬ 
ing in solution, or perhaps in suspension, that 
immense mass of solid substances of which the 
stony part of the globe consists* Concerning 
this subject different theories have been ad¬ 
vanced* Kirwan remarks, that with regard 
to stony matters placed deeper than one mile 
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beneath the level of the sea^ we have no reason 
to affiim that they were ever in a soft stalCj as 
we are absolutely unacquainted w ith them; 
with respect to those that are nearer or on 
the surface of the earth, we may for the pre¬ 
sent suppose that fluid to have been in most 
cases mere watery in some circumstances as¬ 
sisted by saline substances^ and in compara¬ 
tively much fewer cases, aided by volcanic 
fires* In vain however have philosophers en¬ 
deavoured to form perfect theories of this sub¬ 
ject, If it were permitted to man to follow, 
during several ages, the various changes which 
are produced on the surface of our globe, by 
the numerous agents that alter it, we might 
perhaps be in possession at this moment of the 
most valuable information respecting this sub¬ 
ject 5 but thrown as we are upon a small point 
of this vast theatre of observation, we can only 
fix our attention for a minute to reason upon 
subjects which have employed the works of 
nature for ages, and disappear ourselves at the 
moment wherein we have proceeded so far as 
to collect a few facts. 

It must nevertheless be acknowledged that 
lliose men who by the mere efibrts of their 
K 9 
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have endeavoiiretl to form ideaK^ 
respecting the eoBStmciion and the great phe¬ 
nomena of thi^ subject^ have numerous ckinis 
to our indulgence. Amongst these we have to 
men t io ti p arti c ularl y K1 rw an an d H utton • I n 
their proceedings vve behold the eiforts of ge¬ 
nius tonnented with the desire of acquiring 
knowledge^ and irritated at the prospect of the 
scanty means which nature has put in its 
pow'tT* They have endeavoured to embellish 
their hypotheses wuth every ornament which 
immagiiialion and eloquence can furnishj ei¬ 
ther as instruments of illusion or entertain- 
ment; we ought to consider ourselves highly 
indebted to them* 

CHARACTERISTIC PROPERTIES OF EARTHS* 

Earths when in a state of purity^ are con¬ 
crete^ friablCj white, and opake substances^ 
whose specific gravity never exceeds five times 
that of water* They exhibit no metallic lus¬ 
tre* They are infusible, and absolutely incom¬ 
bustible, or inconsumable in fire* They are 
insoluble in water, in the common acceptation 
of the word. Most of them have no percepti¬ 
ble taste. They arc capable of combining 
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with acids, and forming with them a peculiar 
class of bodies, called salts. They are like¬ 
wise disposed to unite with alcalies, with sul¬ 
phur, with phosphorus, and with each other. 

In some systems of mineralogy a distinction 
is made between earths and stones, but this 
is of no utility. Stones differ from earths, 
merely in cohesion and hardness; and hence 
they are’more properly included in one class. 
For a stone in fact is nothing more than a hard 
earthy mass, and an earth in powder is an ag¬ 
gregate of very minute stones. For instance 
sand or grit-stone, are particles of sand united 
by the force of aggregation into one mass called 
a stone; and sand is an accumulation of grit¬ 
stone, whose integrant molevulcB are disuni¬ 
ted : both substances have precisely the same 
chemical properties. , 

AH the earthy and stony substances are class¬ 
ed and named according to the nature of that 
particular substance, which forms its most pre¬ 
dominant part. 

DIVISION OF EARTHS AND STONES, 

From what has been premised mineralogists 
have divided earths and stones into the follow- 
K3 
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ing different genera* Each genus derives its 
name from the particular earth which coiisti* 
lutes its most predominant part^ namely; 


Silicious genus 

Calcareous 

Aluminous 

Magnesian 

Baiytic 


Strontian genus 

Glucine 

Zircon 

Yttria 

Augustine 


In examining these different genera of stones^ 
we shall previous to their analysis trace out 
.'Ome obvious physical marks^ and chemical 
properties^ by which we may be enabled to as¬ 
certain the nature of the stones which are un¬ 
known to uSj so far at least as to enable us to 
bring them under one of the above genera^ and 
to facilitate the chemical examination of stones 
in generate to be considered hereafter* 


ANALYSIS OP SILICIOUS STONES* 


Most of the stones belonging to this germs 
are transparent; they have a vitreous appear- 
anccj and a high polish. They are very hard^ 
and scratch glsss. They are not acted upon by 
any acid^ the fluoric excepted. They fuse with 
alcalies., and fonn with theiHj in certain pro- 
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portionsj a substance called glass* They like¬ 
wise melt with the glacial acid of phosphorus^ 
and with boracic acid. They do not adhere 
to the tongue^ nor do they discover any pecu¬ 
liar odour when breathed on* Stones compo- 
sed chiefly of pure silicious earth are transpa¬ 
rent and colourless. Their specific gravity is 
seldom more than 2.88* 

When a stone possesses most of the proper¬ 
ties which characterise the silieious geniis^ we 
may proceed to the chcmicai examination of 
it, in order to ascertain with more certainty 
whether it really belongs to this genus, or not, 
in the following manner i 
Process I —Let a determlnate portion of the 
stone be heated to- redness, plunge it suddenly 
into cold water, and repeat this operation for 
several times successively, until the stone is 
become considerably friable, 

II,—Let one part of the stone thus prepa¬ 
red be reduced to a fine powder, mix it with 4 
or 5 parts of potash, dissolved in a like quantity 
of water; put the mixture into a silver Gruei- 
ble, and evaporate it to diy^ness, keeping the 
mixture constantly stirred with a silver rod, to 
prevent tlie potash from swelling and throwing 
part of the mass out of the crucible^ when the 
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whole is evaporated to dryness^ let the fire be 
gradually augmented^ until the crucible is of a 
dull red heatj or till the mass fuses quietly* 
Keep it in that state for at least one hour* Frojn 
the appearance of the mass in the crucible we 
may form some conjecture respecting the pre¬ 
dominant earth contained in the stone ^ for ii 
the mass flows thin like water^ we may be cer¬ 
tain that the stone consists chiefly of silicious 
earthy and therefore belongs to the silicious 
genus. 

Ill,—Let the crucible before it is complete¬ 
ly colcij be removed out of the firc^ soften the 
contents of it by water^ and renew the affusi¬ 
on of that fluid from time to time^ till all the 
fused mass is detached from the crucible^ then 
add at least 12 times its bulk of water^ in order 
to effect a solution. If the stone belonged to 
the silicious genus^ the fused akaline mass 
will now be totally soluble in water^ or at least 
nearly so- 

IVt—Into the before obtained ale aline so- 
lutioiij pour muriatic acid until no farther pre¬ 
cipitate ensues^ and evaporate the whole to 
dr>mess without separating the precipitate, 

V*—Upon the dry mass affuse six times its 
bulk of muriatic acid^ previously diluted with 
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{bur parts of water^ boil the mixture for half an 
bour^ suffer the insoluble part to subside^ col¬ 
lect it on a filter^ dry itj and expose it to a red 
heat in a crucible r tliis powder is the quan¬ 
tity of flint, or sikx, that was contained in the 
stone. Its weight, after being ignited, ought 
to amount to at least somewhat more than one 
half of the original weight of the stone submit¬ 
ted to examination. 

Stones belonging to the silicious genus are, 
rock-crystal, quartz, flint, chert, calcedonies, 
jaspers, agates, caraelions, porphjTy, topazes, 
opals, elastic quartz, or flexible marble; gra- 
nits, pitch-stone, grit-stone, chrysophrass, a- 
dularia, &c. They may be analysed in a 
similar manner, at least with a view to de¬ 
termine their proportion of silicious earths. 

ANALYSIS OF CALCAUEOUS STONES. 

To this class of earth belong all those stony 
mixtures in which the properties of Jime predo¬ 
minate, Pore calcareous earth, or lime, is very 
rarely met with in nature. This earth is more 
generally combined with different acids, parti¬ 
cularly with the carbonic and sulphuric acids. 
It exists however also in combination with 
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phosphoric, fluoric, and boracic acids. Cal¬ 
careous stones are never hard enough to strike 
fire with steel. Their specific gravity is always 
less than 3 times that of water. They can be 
scratched with a pen-knife. All of them are 
easily reduced to powder, and some are quite 
friable between the fingers. 

As it is impossible to point out a ready me¬ 
thod which could be applicable to the exami¬ 
nation of all stones of this genus, we shall 
consider them under certain sections, namely: 

\si.—Calcareous stones ivhich are readily 
soluble in nitric or muriatic acid^ with more or 
less effervescence. 

2dly.— Calcareous stones which are not so¬ 
luble in nitric or muriatic acid ; or at least far 
more difficulty and ivhich do not effervesce. 

To the first species belong all the stones pro¬ 
perly called carbonates of lime, or lime-stones. 
They may be distinguished and analysed in the 
following manner: 

Carbonate of Lime. 

The stones belonging to this division are 
soluble in nitric or muriatic acid, with effer- 
verscence, or nearly so. They yield carbonic 
acid gas when exposed to heat, and become 
converted into quick-lime. They do not form 
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an uniform mass, when fuesd with potash or 
soda* 

As, however, most of these properties are 
also peculiar to b ary tic stones, they may at 
once be distinguished from the latter, by their 
specific gravity ^ for the stones of the bar)lic 
genus exceed considerably in specific gravity 
those of the calcareous* The specific gravity of 
the barytic genus is always above 4, whilst that 
of the calcareous, is always less than 3, For 
the sake of certainty, however, they may be 
chemically examined thus: 

Process I*—Take a determinate quantity of 
the stone, reduced to an impalpable powder, 
digest it repeatedly in muriatic acid, until this 
fluid ei^ercises no furiher action upon it i dilute 
the solution, filter it, and collect the insoluble 
residue on the filter; dry it, and ascertain its 
weight* 

II,—Dilute the solution with 24 times its 
bulk of water, and drop into it diluted sulphuric 
acid; if the stone contains barytes a precipi¬ 
tate ensues- Let it be collected, dried, and 
weighed. 

11L—Having done this, add to the filtered 
solution, from which the barytes has been se¬ 
parated, (if any was contained in the stone,), a 
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solution of carbonate of soda, till no more pre¬ 
cipitate ensues: collect the precipitate, and 
dry it, at least so much so, that it may be 
transferred from the filter conveniently. 

IV. —Pour over the precipitate obtained in 
the last process, sulphuric acid, till no farther 
effervescence ensues. 

V. —Let the whole be introduced into a mix¬ 
ture of 3 parts of distiled water and one of al¬ 
cohol, in the pro}>ortion of 8 parts of the mix¬ 
ture to the quantity of the substance which was 
Irefore dissolved in nitric acid; digest the whole 
in the cold for some hours, filter off the fluid, 
dry the insoluble part, and weigh it. 

VI. —Let the fluid obtained in the last pro¬ 
cess be decomposed by the addition of a solu¬ 
tion of carbonate of potash, collect the preci¬ 
pitate, wash, and dry it. 

If the substance, thus examined, properly 
belongs to the genus of carbonate of lime, the 
weight of the insoluble part obtained in process 
V. after deducting fmm it y part, must exceed 
the weight of the insoluble parts of process L 
and II. 

Carbonates of lime may also be distinguish¬ 
ed fi'om other stones, by becoming converted 
into quick-lime, after having been exposed to 
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a red heat fpr sonic hours, during which process 
stones of (this genus lose about 40 parts. The 
nraainiing earth is quick-lime. 

Stones belonging to this species, or carbo¬ 
nates of lime, are all the varieties of what arc 
commonly called lime-stonesj chalks, marbles, 
stalactites, pearl-spars, marls, testaceous tu¬ 
fas, swine-stone, &fc. 

Calcareous stones, which are not soluble in 
nitric or muriatic acids, or sulphate of lime, 
may be analysed in the following manner : 

Process I,—Let one part of the mineral, 
finely powdered, be boiled with 4 times its 
weight of carbonate of potash, in a sufficient 
quantity of water, for at least 2 or 3 hours, 
renewing the fluid as it evaporates, and collect 
the insoluble mass. 

II. —Transfer the insoluble part into a flask, 
containing diluted nitric acid; effect a solution, 
if possible; evaporate it to dryness, and weigh 
the mass. 

III. —Pour upon the dried mass, more than 
its own weight of strong sulphuric acid, apply 
heat gradually increased till no more fumes rise: 
weigh it again. 
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IV. —Digest the insoluble part in twice 
weight of cold watery filter off the fiuidj and dry 
the insoluble residue in a dull red heat* To 
estimate the quantity of limcj deduct from the 
weight of the insoluble mass left in process III* 
59 parts: the remainder gives the quantity 
ofliine^ or, 

V. — If the insoluble mass of process JJ. be 
exposed to a red heat for some hourSj it will be 
converted into quick-lime* 

In a similar manner may be examined all the 
dificrent t^arieties of sulphates of lime, known 
by the uaiiies of cotiipact^Jibrous plianose^ Jo- 
liaiecl^ specular^ gypsiimy &c* 

The combination of lime with fiuoric acid, 
or fluates of lime, may be examined in the fol¬ 
lowing manner. 

Finales of Lime .—The stones belonging to 
this species are composed of lime united to 
fluoric acid, they are both amorphous and 
crystallised. They decrepitate and become 
phosphorescent when exposed to heat, except 
the colourless ones, which become electric by 
friction. They are generally crystallised in 
cubes. They are more or Icsi transparent, and 
exhibit various colours, particularly violet, 
purple, red, yellow, and white. They melt 
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before the blow-pipe into a transparent glass. 
They take a fine polish and are worked into 
beautiful vases, vessels, and a variety of orna- 
iiiciiib, by Messrs. Brown and Maw, Tavistock 
Street. The stones belonging to this genus 
arc all deconiposeable by sulphuric acid, the 
fluoric acid becomes expelled, and may be 
known by the property of dissolving glass; for 
that purpose let a quantity of the powder be 
moistened with sulphuric acid in a leaden or 
pewter vessel; heat the mixture ov^er a lamp, 
and expose to the acid vapours, a plate of glass, 
which will soon become corroded. Their phos¬ 
phorescent property may be evinced, by throw¬ 
ing the stone, reduced to a coarse powder, upon 
a shovel, or plate of metal, heated so as not to 
be visible in the day. 

Phosphate of Limcj or lime combined with 
phosphoric acid, forms the mineral called ap- 
patite, phosphorite, or chrysolite. 

This combination of lime sometimes appears 
amorphous and sometimes crystallised. Its 
colour is commonly gray, or green, sometimes 
brown, red, blue, and even purple. It is in¬ 
fusible by the blow-pipe. It is soluble in mu¬ 
riatic acid, with scarcely any effervesence, and 
L 2 
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the solution afterwards becomes gelatinous: 
when scratched with a knife, in the dark, it 
becomes phosphorescent; and when laid up¬ 
on red hot coals, it emits & ■vdlowiali gic-ci* 
phosphorescent light. It may be examined 
thus: 

. Process I,—Digest a determined quantity of 
the mineral in 5 times its quantity of mu¬ 
riatic acid, and repeat this operation till the 
fluid acts no more upon the residue, decant the 
fluid, dilute It with water, and (liter it. 

— Mingle the muriatic solution with li^ 
quid ammqnia, collect the precipitate, wash, 
dry, and heat it. 

III, —Re-dissolve this precipitate in a suffi¬ 
cient quantiy of nitric acid, and precipitate by 
the addition of sulphuric acid. The whole 
must then be filtered, and the insoluble part 
washed with as little water as possible. 

IV. —The filtered fluid must now be evapor¬ 
ated to the consistence of a syrup. If the 
stone consists of phosphate of lime, the fluid 
thus obtained will be phosphoric acid. That 
it is phosphoric acid may be prov’cd by its 
copious precipitation of lime water, by is giv¬ 
ing white precipitates with the solutions of 
sulphate of iron and nitrate of mercury, and 
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its incapability of precipitating the nitrate, 
and muriate of barytes. 

Borate of Liiney or the combination of bo- 
racic acid, with calcareous earth, constitutes 
the mineral, called boracite. 

This mineral is cr\"stallised in cubes with trun¬ 
cated edges and angles ; before the blowpipe it 
froths, emits a greenish light, and becomes 
converted into a yellowish enamel. When 
heated it beomes electric. It is more or less 
semi-transparent; it has mostly a vitreous ap¬ 
pearance. It does not crackle when suddenly 
exposed to heat. Its specific gravity is about 
2.560. It may be examined in the following 
manner. 

Process I.— Digest one part of the mineral 
repeatedly in nitric acid by heat, till a new ad¬ 
dition of acid does not produce any farther 
action on the residue, 

II. —Decompose the nitric solution by car¬ 
bonate of soda, and separate the precipitate 
by filtration. 

III. —Mingle the solution with sulphuric 
acid, till the taste of the latter predominates t 
evaporate the fluid to dryness. 


L3 
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IV*—Transfer the dry mass into alcohol, 
degeat it by heat, and then evaporate the alco¬ 
holic solution If now a salt is left behind, 
which reddens tincture of litmus, and which 
tinges the flame of burning alcohol green, the 
subtance examined was borate of lime, or bo- 
racite, 

ANALYSIS OF ALUMINOUS EARTH* 

Earths and stones belonging to this genus 
may be discriminated by the following general 
properties : They are almost entirely destitute 
of transparency 5 they exhibit no crystal Ine 
or regular shape 5 they have mostly a dry and 
opake appearance, and are destitute of vitre¬ 
ous lustre; they are soft to the touch, and 
all emit a peculiar odour when breathed upon, 
known by the name of a clayey smell. They are 
all more or less acted upon by acids, but they 
do no t ciFervesc e * Th ey are no t h ard, bu 11 h e i r 1. 
surface may be scratched with a knife; many 
of them sufihr impressions by the finger-nails, 
but they become very hard after having been 
exposed to a violent heat* The softer kinds 
absorb water rapidly, and form, when mixed 
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with that fluiclj a kneadable^ tenacious^ and 
ductile niasis. 

If a substance is found whose appearances 
and properties coincide^ or nearly so with the 
description here given j we have to ascertain 
whether it may properly belong to this genus^ 
respecting its predominating component parts. 

For that purpose we must proceed in the 
following manner- 

process I.—^Let one part of the earthy or 
stone^ be boiled in sulphuric acid to dryness, 
on the dry mass, pour a fresh portion of acid^ 
boil again to dryness, and repeat this process 
for several times. 

IL—Affuse upon the mass water acidulated 
with sulphuric acid, digest it for ^ an hour, 
transfer the mixture upon a filter and wash the 
insoluble residue, by pouring boiling water 
over it repeatedly* 

IIL—Into this fluid let fall a solution of 
carbonate of potash, collect the precipitate, 
wash, and dry" it, 

IV.—Transfer the precipitate into acetous 
acid, and digest it in that fluid for one hour ; 
after this let the whole be put upon a filter, 
wash it \vlth a little water, dry it, and ignite it 
for I an hour* If the weight of this earth 
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now exceeds one half of the quantity of the 
substance which was examined, it then be¬ 
longs to the aluminous genus. 

.-\NALTSIS OF EARTHS AND STONES OF THE 
MAGNESIAN GENUS. 

Most of the stones of this genus have al¬ 
most all a greenish colour : they have, more 
or less a glittering or shining surface, seldom, 
if at all, an earthy appearance, but they do not 
adhere to the tongue 5 they hardly ever exhi¬ 
bit a regular crystaline form; they do not, or 
very seldom, affervcsce with acids, but they 
are soluble in boiling sulphuric acid. Their 
texture is generally scaley or lamellar : seldom 
they have an even texture. They are only 
semi-transparent, but in general inclined to 
opake. Their substances are almost more or 
less smooth, and soft, or rather soapy to the 
touch : they do not stain the fingers, nor do 
they soften in water like the argillaceous ge¬ 
nus. They discover no clayey smell by breath¬ 
ing upon : they may be cut with a knife, or 
with a machine: they do noi contract or hard¬ 
en after having been exposed to heat, and arc 
infusible with potash. 
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Process I.—Let one part of ih© stoiic be 
‘Ground to a fine pnwdcr, pour over it two or 
throo j;ajLS of suIpHuric acid^ diluted with half 
a part of water, boil the mixture to dryness, 
and heat it till no more white fumes rise. 

II. —Transfer the dry mass into twice its 
weight of water, digest it in the cold for some 
hours, and then filter it. It yields on evapo¬ 
ration, a crystaline salt of a bitter taste. Dis¬ 
solve it in water. 

III. —Decompose this solution by carbonate 
of potash, dry the precipitate, and heat it; 
which, if the stone belonged to the magnesian 
genus, will be the earth called magnesia, which 
may be distinguished from alumine by being 
insoluble in caustic potash, and forming bit¬ 
ter salts with sulphuric acid. 

Stones containing magnesia in considerable 
quantity are: Serpentines, Steatites or Soap- 
rocks, Chlorite, Talcs, Asbestus. 

ANALYSIS OF STONES OP THE BARYTIC 
GENUS, 

The stones belonging to the barytic genua, 
are particularly distinguished by their superior 
specific gravity, in which the) exceed all other 
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stoners^ and earthy minerals. Their specific 
gravity is four, or at least ncitr to it: exposed 
to heat they emit a phosphorescent light. I hey 
have a spongy appearance : they are less hard 
than silicious stones, and may therefore be 
scratched with a knife. All substances belong¬ 
ing to this genus may be divided into two ge¬ 
neral species: the one are totally soluble in 
diluted nitric and muriate acids (carbonate of 
barytes): the other species belonging to the ge¬ 
nus which have a spongy appearance, are not 
acted upon by any acid (sulphate of barytes). 

Carbonate of Barytes. 

Process I.—Dissolve a determinate quantity 
of the mineral, in diluted nitric acid, and assay 
a portion of this solution by sulphate of soda; 
if a precipitate ensues on adding a small quan¬ 
tity of the salt to the solution of the earth di¬ 
luted with 24 times its bulk of water, we may 
conclude it belongs to the barytic genus ; but 
in order to be certain, proceed as follows : 

II.—Evaporate the nitric solution to dryness, 
and expose it to a white heat in a silver cru¬ 
cible ; the earth thus obtained is barytes; it is 
soluble in 20 times its weight of water; 
and if the solution be evaporated, yields crys¬ 
tals of long, four-sided priems. It separates 
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sulphuric acid from all its combinations. If 
we drop a crystal of this earth into a solution 
of sulphaieof soda^ a white precipitate will in¬ 
stantly ensue. 

T'he Analysis of Sulphate of Barytes is ana¬ 
logous to the examination of sulphate of stron- 
tia, which shall be noticed in the next page. 

ANALYSIS OF STONES OF THE STRONTIAN 
GENUS. 

Of this genus of earth there are likewise on¬ 
ly two species known at present. In the one, 
the strontian earth is combined with carbonic 
acid ; and in the other it is united to sulphu¬ 
ric acid. The first species appears in solid 
masses ; it is composed of long fibres, adher¬ 
ing to each other, and disposed in a radiated 
manner. Its colour is generally whitish, and 
asparagus green, which appears deeper to¬ 
wards the centre of the mass. When broken, 
its surface is a little shining in certain direc¬ 
tions 5 it is brittle, and has a little transpa¬ 
rency. Its surface can be scratched with a 
knife: its specific gravity is from 3. 4 to 3. 
66. The solution of this earth in nitric or 
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muriatic acid^ whm evaporated to dryness^ 
tinges the flame of alcoho!^ carmine red* 
Sulphate of strontia occurs both amorphous 
and crystalLsedj most commonly in bevelled 
tablesj sometimes iu rhomboidal cubes^ set 
edgways in the matrix. Its texture is foliated^ 
and more or less transparent. The specific 
gravity of this mineral reaches from 3.31 to 
3,p6. Its colour is most commonly reddish, 
or sky blue, and sometimes colourless. 
Carbonate of Strontia* 

Process I,—Dissolve a determinate quantity 
of the stone supposed to be corbonate of stron- 
tian in diluted nitric acid, evaporate the soluti¬ 
on, and suffer it to crystalise * collect a portion 
of these ciy'stals, and, when dry, moisten them 
with alcohol in a silver spoon. Set fire to the 
mixture, and hold it while burning over the 
flame of a candle, and cause a quick and ra¬ 
pid combustion. The flame of the alcohol 
will be tinged beautifully red. 

II,—Expose the nitrate of strontia to a red 
heat, and obtain the earth from this nitrate in 
a similar manner as directed for obtaining 
barjnes, The earth th us obtained should 
amount to more than one half of the stone em- 











Anuhjm of the Gluclne Gemu. 


ployed* It has the property of tinging the 
flame of alcohol carmine red: in this respect it 
differs from barytes* 

Sulphate of Strontia. 

Process L —Boil one part of sulphate of 
strontia^ reduced to an impalpable powder, 
with 3 or 4 of carbonate of potash in 12 of 
water for about two hoiirs^ renewing the water 
as it evaporateSj and agitate the mixture fre¬ 
quently. 

II.—Decant the supernatant fluids and wash 
the insoluble residue in water- 

ill .—Transfer this insoluble powder into 
diluted nitric acidj and effect a solution. 

IV. —Evaporate the fluid todrynesSj and ex¬ 
pose it to a white heat: the earth tlius obtain¬ 
ed is slrontian. 

ANALYSIS OF STONES OF THK GLUCiNK 
GENUS* 










1S4 Analydi of the Zircon Genus. 

To obtain the glucinc earth f oni theses stoiiLS^ 
proceed as follow r 

Process L — Fuse one part of the stone with 
4 of potash as usual; clissoK c thc alcahnc mass 
in water, and filter it. 

—Drop into the ale aline solutiorij inuri* 
Stic acid till no further precipitate ensues, se¬ 
parate the precipitate (which is silex) from the 
fluid by filtration 1 

III.—Decompose this fluid by adding to it 
a solution of carbonate of potash, and %sash 
the precipitate* 

IV* —Rc-dissolve the precipitate insulpiui- 
ric acid, mingle this solution with a small 
portion of sulphate of potash, and evaporate 
the fluids the salt which cr)'&talljses is sulphate 
of alumine j separate these crystals, and mix 
the fluid with a solution of carbonate of am¬ 
monia in excess, filter and boil it, a white 
po\vder gradually falls down, %vhich is glucine 
earth, 

ANALYSIS OF STOHKS OF TH£1 ZIRCON 
GENUS. 

Hitherto this earth has been found only in 
two precious stones; namely, the Zircon, o 
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Jargon of Ceylon, and the ITyacinth. The 
uncut zircon exists of various colours, but in 
general the stones from Ceylon are of a reddish 
brown, inclining to a dim smoaky gray. 
They have a greasy gloss, and feel unctuous, or 
smooth to the touch. The size of the indivi¬ 
dual stones is very inconsiderable. They re¬ 
semble small flat pebbles: commonly 20 or 30 
of them weigh only one dram. This gem is 
eminently distinguished by its specific gravity, 
which is from 4.530 to 4.615. The hyacinth 
which is also imported from Ceylon is a well - 
known gem.* Its specific gravity in general, 
nearly agrees with that of the jargon, that is ac¬ 
cording to its varieties from 4.545 to 4.625 : 
the zircon, or jargon is composed of zircon 
earth, silex, and oxid of iron. The zircon may 
be examined in the following manner: 

Process I.—Digest the finely pulverised mi¬ 
neral, repeatedly in nitro-muriatic acid, and 
wash the residue. 

IT. —Mingle the solution with liquid am¬ 
monia, the precipitate which ensues is oxid of 
iron. 

HI.—The zircon thus purified from this 
metal, must be melted with potash : after the 
M 2 









mass has fused for a few hours^ let water be 
pt>urcd gradually into tlje crucible to soften the 
mass ; in order to effect a solution add more 
water, and transfer the whole on a filter. 

—Let the filtered solution be saturated 
with sulphuric acid * on evaporating the fluidj 
a white precipitate falls down which is si!ex. 

V.—The insoluble residue which is left 
on the filter^ must now be diffused through a 
sufficient quantity of water, and so much sul¬ 
phuric acid added as is necessary to effect a so¬ 
lution by means of heati 
VL—Let the nuid be evaporated until it has 
acquired a considerable degree of concentra¬ 
tion : it then becomes gelatinous. 

VIL—When tiiis gelalmous mass is again 
digested with a larger quantity of %vater, it 
separates into the form^of transparent viscid 
grains: these, when collected on a filter, and 
exsiccated, will be found to resemble glassy 
sand, - 

VIII, —The dry mass must again be" fused 
with potash, dissolved in water, and the inso¬ 
luble part separated by the filter. 

IX. —Mingle the solution of the last pro¬ 
cess with sulphuric acid, the precipitate which 
falls down is sllex. 
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X.—The insoluble residue left in process 
IX* must then be dissolved in sulphuric acidj 
and mixed with the solution before obtained. 
On adding to this fluid carbonate of potash, a 
precipitate falls down, which, after having 
been ignited, is zircon earth in its pure state* 

The hyacinth may be examined in a similar 
manner. 

ANALYSIS OF THE STONE CONTAINING 
YTTRtA, 

The earth called ytiria is found only in a 
fossil called ytterby or gadolinite* The colour 
of this mineral is black, and its fracture ex¬ 
actly like that of glass. It is magnetic, and 
soft enough to be scratched with a knife, and 
often even by the naiL Its specific gravity is 
4.0497* In this mineral yttria exists, com* 
bined with oxids of iron and manganese, a 
little!! me, and a considerable quantity ofsilex. 

The analysis of this mineral may be con- 
ducted in the following manner : 

Process I.—Let the fossil be repeatedly di¬ 
gested in muriatic acid. The insoluble residue 
consists of silex. 

IL—Decompose this muriatic solution by 
M 3 








liquid ammonia, collect the precipitate, boll it 
in a solution of potash, and filter the fluid. 

III. —Dissolve the insoluble residue of the 
last process in diluted sulphuric acid, evaporate 
the solution to dryness, ignite, and re-dissolve 
it in water; a precipitate falls down, which 
must be separated by the filter. 

IV. —The filtered solution, when mingled 
with liquid ammonia, yields a precipitate 
which is yttria. 

\NAI.YSIS OF THE STONE CONTAINING* 
AUGUSTINE, 

This newly-discovered earth is said to exist in 
the Saxon Beryl, or Beryl of the metalliferous 
mountains of Georgians tad t; a mineral greatly 
resembling the Bci^l of Siberia 5 but as this 
earth has hitherto been only found by professor 
Tromsdorf, the existence of it as a peculiar 
earth must still remain doubtfiil, till the con¬ 
clusions of its discoverer be confirmed by other 
philosophers. The analysis of the Beryl was 
conducted by Tromsdorf in the following man¬ 
ner : 

Process I.—^l^he beryl submitted to exami¬ 
nation was boiled witli potash, the mixture 
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evaporatedj and then fused in a silver crucible* 
IL—The mass was softened with water^ 
•and dissolved in muriatic acid* 

IIL—The obtained solution was evaporated 
to dryness^ re-dissolved in water^ and filtered ^ 
the insoluble part consisted of silex. 

IV. —The solution was precipitated with 
soda^ washed^ dried^ and boiled in a solution 
of caustic potash. 

V. —The Insoluble, pari of the last process 
consisted of the new earth : 1CX) grains of the 
above mineral yielded by this analysis 15,0 
silex^ 4,5 aiumine ^ and 78-0 augustinc* 

GENERAL ANALYSIS OF EARTHS AND STONES, 


In-the preceding pages we have considered 
earths and stones solely with a view to disco¬ 
ver their principal prevalent component parts^ 
in order to determine therefrom the genus to 
which the mineral belongs; we shall now en¬ 
large upon this subject more fully^ by pointing 
out some general observations^ which may 
serve as a guide for separating all the different 
earths that may exist in a mineral submitted 
to our examinatron. In the analysis of earthy 
substances^ or stones, we must first attend to 
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their solubility or insolubility in acids^ and 
with that view we divide them into two clas- 
namcly> earths and stones^ wiiich effer¬ 
vesce wlth^ and are either total Iv or nearly so¬ 
luble in nhne acidj diluted with ilve or six 
times its weight of water ; and such as arc not 
soluble in that acid. Suppose therefore that 
the stone to he examined consisted of silexj 
aluminej magnesia^ lime, strontia^ and barytes. 

The method of separating these different 
earths will become obvious from the following 
considerations : 

Erocess I *—Keducc a quantity of the in i neral 
to powder^ and try whether it effervesces with 
nitric or muriatic aetdj diluted in the above pro¬ 
portions 3 if sOj let a determinate quantity be 
pnt into a tubulated retort of as Httle capacity 
as possible^ immerse the neck of it under a cy* 
Under filled with water^ and placed in the pneu¬ 
matic appat atus. 

II . —Let a quantity of muriatic acid be put 
at once through the tubulurej or opening at 
the top of the retort^ and immediately stop it, 
50 as to be air tight, 

III. —When no more gas is liberated by the^ 
addition of a fresh portion of acid, assist the 
action by heat, and transfer the cylinder con- 
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taining the gas into lime water, the carbonic 
acid will now be absorbed: the loss of the 
whole bulk, after deducting the air which was 
contained in the retort, indicates the quantity 
of carbonic acid contained in the stone. 

IV. —The substance from which the carbo¬ 
nic acid has been expelled, must be diluted 
with double its weight eff water, and filtered ; 
the insoluble part, if any, put aside for further 
examination. The solution may contain lime, 
magnesia, aluminc, barytes, and strontia. 

V. — In order to ascertain if barytes or stron¬ 
tia be present, dilute a small portion of the so¬ 
lution with 24 times its bulk of water, and 
drop into rt a solution of sulphate of soda. If 
barytes or strontia (or both) be present, a 
cloudiness will take place, and a white preci¬ 
pitate will gradually be deposited, 

Vr.—Having thus investigated the presence 
or absence of these earths, our next object is 
to separate them. Suppose they should both 
be contained in the fluid ? For that purpose 
add a solution of sulphate of soda till it pro¬ 
duces no further cloudiness; when the precipi¬ 
tate has subsided, collect it oii a filter 3 wash 
and dry it. 

VII.—Boil this precipitate, with four times 
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its weight of carbonate of potash, in a sufbcicnt 
quantity of water for at least one hour, sup¬ 
plying this fluid as it evaporates, then suffer 
the insoluble part tc) subside, and wash it* 

Vni,—Transfer the insoluble part of the last 
process into nitric acid, of the specific gravity 
1.4, diluted with an equal weight of water* 
The carbonateof strontiawhich it contained will 
be dissolved, but tlie barvtcs will not be acted 
upon j the weight of the latter, deducted fi'oni 
the weight of the whole, gives the quantity of 
each, or, the two may be separated by adding 
to the nitrtc solution, barytic water, till no 
farther precipitate ensues; the barytes in this 
case will seize the add, and the strontia will be 
thrown down } but in this case it is essential 
that the nitric solution of the earth is perfectly 
neutral, or has no excess of acid, 

IX.*—The strontia and barytes being thus 
separated, heat the fluid, and drop into it a 
boiling solution of carbonate of soda: the pre¬ 
cipitate wdiich falls down may consist of all 
the remaining earths which were contained in 
the solution, namely 5 lime, magnesia, and 
alunilne* In order to separate them, proceed 
as follows : 

X*—Boil the precipitate in a solution of 
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caustic potash for at least half an hour, dilute 
the fluid with water, and separate the inso¬ 
luble part by the filter, the alumine will now be 
dissolved by the potash, and the other earths 
remain untouched. 

XL—To separate the alumine, neutralize 
the alcaline solution by muriatic acid, a pre¬ 
cipitate falls down, wash it, and expose it to a 
red heat. It is the alumine which w^as con¬ 
tained in the mineral. 

XII. —To separate the other earths, dissolve 
the residue of process X, in nitric or muriatic 
acid, evaporate the solution to dryness, weigh 
the dry mass,- and pour on it at least double its 
weight of sulphuric acid, and heat the mixture 
till no more white fumes rise. Digest the mass 
in twice its weight of cold water, filter it, and 
dry the insoluble part in a low red heat. 

XIII. -—The insoluble portion of the last 
process contains the lime, combined with sul¬ 
phuric acid. To ascertain its quantity, deduct 
from its weight 59 per cent.; the remainder 
is the quantity of lime. 

XIV. —To obtain the magnesia, concen¬ 
trate the fluid obtained in the 12th process to 
one third of its original bulk ; make it boiling 
hot, and decompose it by a solution of car¬ 
bonate of potash, collect the precipitate, ex- 
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pose it to a red heat till it does jiot cflcnTsce 
by the addition of an acid. It will then be 
the pore magnesia contained in the mincraL 
Stones insoluble in diluted nitric^ and 
mtn iaiic acids. 

Process 1,—^Take a determinate quantity of 
the stone reduced to an impalpable powder, 
mix it with at least three times its weight of 
potashj and fuse the mass thoroughly in a sil¬ 
ver or platiiia crucible. From the phenomena 
which takes place during this process, we may 
already form some conjecture concerning tlie 
nature of the stone submitted to examination. 
If the mass fuses completely, silicious earth 
predominates y but if the fnsiori remains im¬ 
perfect, and the mass cannot be rendered li¬ 
quid, the other earths are most abundant. If 
it remains in a powdery form, and can partly 
be rendered liquid, and if the bulk of the mass 
has been considerably increased, then alumine 
may he expected to he the most prevalent part. 
If the mass in the crucible be of a browmish 
red colour, it contains oxid of iron: a bright 
green colour announces the presence of man¬ 
ganese, especially if a small quantity of the 
mass, when dissolved in water, com in uni cates 
to Utat fluid the same colour. If the mass is 
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of a yellowish green, the oxitl of chronic may 
be present, 

H,—When the mass has been thoroughly 
fused or kept in a red heat for at least 2 hours, 
remove the crucible out of the fire, and when 
nearly cold, pour water into It gradually, in 
order to detatch the mass from the crucible } 
transfer the whole into a flask, pour 4 times its 
quantity or more of water over it; boil the 
mixture for about | an hour, and then suffer 
it to subside, 

III,—Having done this, pour gradually iim- 
riatic acid into the before obtained solution, 
without previously separating the insoluble 
part, if any* The first portion of acid which 
is added occasions a flocculent precipitate, 
then an effervescence takes place, and a copi¬ 
ous precipitate immediately follow's, which 
lio^vever is no sooner formed, than it is rc-dls- 
solved. Oh adding more acid the portion of 
the mass which resisted the action of w'ater, 
and which was not dissolved in process IL will 
become dissolved. If it consists of aluminc, 
it will be taken up silently by the acid; if it be 
lime, barytes, or strontia; it will be dissolved 
with effervescence. 


N 
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Remark.~¥mm the phenomena attending" 
the process of the solution of this mass in mu* 
riatic acid, some indications may be derived* 
If the solution be colourlesSj tiie stone con* 
tains no metallic substance^ or only a minute 
quantity* If its colour be purplish red^ it 
contains manganese: orange red is a sign of 
oxid of iron : gold yellow shows chrome, 

IV*—To separate the difiFereiit earths^ &e* 
Gontaiiicd in the solution, evaporate it to dry¬ 
ness ; when the evaporation is approaching to¬ 
wards Its completion, it assumes a gelatinous 
appearance, it must then be deligently stirred 
with a glass rod till it is almost dry* 

V,“Transfer the mass into a large quantity 
of water, boil the inis:ture for a few minutes, 
and then fdter h, wash the insoluble residue 
left on the filter repeatedly, dry it and expose it 
fo a red heat, its weight shows the quantity of 
si! ex contained in the stone* If it is pure si lex, 
it will be perfectly white, entirely insoluble 
in sulphuric, nitric, and muriatic acids* If it 
be coloured, it is contaminated with some me¬ 
tallic oxid, and shows that the evaporation to 
dryness has bteSen; performed wdth two much 
heat. From dbe in;etallic oXid, it may be pu¬ 
rified by digestion' in muriatic acid, and then 
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washed, and dried as before. The acid ex- 
pended in washing may be added to the fluid 
which passed through the filter in obtaining 
this earth. 

—The fluid from which the silex has 
thus been obtained, is then to be concentrated 
by evaporation, and mingled with a heated so¬ 
lution of carbonate of potash, till no more 
precipitate ensues. The precipitate must be 
separated by the filter, washed, and dried. It 
may contain, alumine, lime, magnesia, glu- 
cine, and yttria, besides metallic oxids. 

VII. —Transfer the precipitate obtained in 
the last process into a solution of potash, and 
boil it for | an hour. If alumine and glu- 
cine were present, they will both be dissolved 
in the potash, while the other substances re¬ 
main untouched in the form of a powder. 

VIII. —To separate the alumine decompose 
the solution, by the addition of an acid, taking 
care to add the acid employed in excess, so 
that the precipitate which first appeared be¬ 
comes re-dissolved. Having done this, drop 
into it a solution of carbonate of ammonia, in 
such quantity that the liquid tastes of it. By 
this addition the w hole of the alumine will be 
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precipitated in wliitc flakes, and the glueiiic 
will remain dissolved, provided the quantity of 
carbonate of ammonia used be not too small. 
The liquid must now be filtered, and the alii- 
mine washed, dried, and ignited 5 its weight 
may then be ascertained. 

IX. —The fluid from which the aluminc has 
been separated, may be boiled for some time : 
the glucine, if it contains any, will be preci¬ 
pitated, which may be dried, and weighed. 

X. —The insoluble part left in process VII. 
may now contain lime, magnesia, and some 
metallic oxid ; let it be dissolved in diluted 
sulphuric acid, and the solution evaporated 
to dryness ; on the dry mass, pour a small 
quantity of water, and digest it for a few mi¬ 
nutes, the water will dissolve the sulphate of 
magnesia, and the metallic sulphates; but the 
lime combined with the sulphuric acid will re¬ 
main undissolved ; let it be heated red hot in 
a crucible, and the quantity of lime deter¬ 
mined, as directed before, page 143. 

Remark, —If yttria be suspected, let the re¬ 
siduum of processVII.be treated with car¬ 
bonate of ammonia, which will dissolve the 
yttria, and leave the other bodies ; then pro¬ 
ceed ^ dbove. 
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XI. —The solution from which the lime lias 
been separated must next be copiously diluted 
with water; add a small excess of acid, and 
then drop into it a solution of carbonate of 
potash as long as a precipitate ensues. This 
will separate the oxids of iron, chrome, and 
nickel; but the oxid of manganese, and the 
magnesia, if any be present, will remain dis¬ 
solved. 

XII. —To separate the oxid of manganese, 
from magnesia, pour into the fluid obtained 
in the last process, hidro-sulphuret of pot¬ 
ash : the manganese will be precipitated, but 
the magnesia will remain dissolved. The 
precipitated manganese must be heated to red¬ 
ness, and weighed. 

XIII. —To the fluid of the last process from 
which the manganese has been separated, add 
a solution of potash; tlie precipitate which 
now falls down is magnesia: let it be washed, 
dried, and heated to redness. 

XIV. —In ordei’lo obtain the metallic oxids, 
boil the insoluble residue left in process XL 
repeatedly in nitric acid to dryness, 

XV.—Transfer the dry mass into a concen¬ 
trated solution of potash. The oxid of chrome 
N3 
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acidified in the last processj will thus unite to 
the potashj but the other oxids will remain 
vmtouched j decant the fluid from the insolu¬ 
ble residue, 

XVI, —To separate the oxid of chrome, add 
to the solution muriatic at:id in excess, and 
evaporate the fluid till it assumes a green co¬ 
lour; then on adding a solution of potash, the 
oxid of chrome falls down^ because the quan¬ 
tity of oxigen required for its acidification has 
been separated by the muriatic acid, let the 
precipitate be dried and weighed. 

XVII, Let the insoluble residue of process 
XIV, be next dissolved in muriatic acid, and 
to the solution add liquid ammonia in conside¬ 
rable excess ; the oxid of iron will be precipi¬ 
tated ; let it be washed, dned, and weighed, 

XVIIL—^The oxid of nickel which remain¬ 
ed in solution, on account of the excess of 
ammonia, will now fall down: on evaporating 
the fluid to dryness, its weight may be ascer¬ 
tained in the same manner with the other in¬ 
gredients, and the analysis of the stone is now 
compleated. 
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ANALYSIS OF SOILS, 

In the preceding pages it lias been endea-^ 
voured to exhibit a view of analysing earths 
and stones, as constituting particular genera, 
and species; we shall now consider the me¬ 
thod of analysing soils. For the best methods 
of doing this, we are wholly indebted to Kir- 
wan, from whose essay on philosophical agri¬ 
culture, entitled The manures most advan¬ 
tageously applicable to the various sorts of 
soils, &c.'^ the following lines have been trans¬ 
cribed. 

Land considered as the basis of vegetation, 
is called soil. Soils consist of different com¬ 
binations of earths, intermingled with a por¬ 
tion of animal and vegetable matter. Its 
composition may be determined in the follow¬ 
ing manner: 

Process I.—In dry weather, in the spring, 
when the soil is not over moist nor dry, let a 
surface of 16 square inches be cut through to 
the depth of 8 inches; by a right angled spade, 
formed for this particular purpose. Of the pa- 
rallclopiped thus dug up, the two inches next 
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the surface bhould be cut off, to get rid of the 
grass, and the greater part of the'toots; we shall 
then have a solid 6 inches long, and 16 square 
at the end = 96 cubic inches. Let this be 
weighed; its weight will serve to find the spe¬ 
cific gravity of the soil; for if 96 cubic inches 
weigh w pounds, 1728 (a cubic foot) should 
weigh X pounds, and x divided by 75, 9-34 will 
express by the quotient the specific gravity of 
the soil. To render this and the subsequent 
operations more intelligible, I shall illustrate 
each by an example : Suppose the 96 cubic in¬ 
ches to weigh 6, 66 pounds, then 1728 cubic 

120 

inches should weigh 120lb. and-= 1.579 

75.954 

II.—The earth being weighed, is next to be 
broken down and freed from all stony substan¬ 
ces above the size of a pippin, and the remain¬ 
der well mixed together, to render the wdiole as 
homogenous as possible; then weigh the stones 
that were picked out, and find the proportion 
belonging to each pound of the rcsiduarj’’ earth*; 
call this the stony supplement ^ and denote it by 
S. Thus if the stones w^igh 1 lb.= 12'oz. the 
remainder or mere earth, must weigh 5.66 Ib. 
and if to 5.66 lb. there belong 12 ozs of stone. 
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to 1 lb. must belong 2. 12014 ozs. or 2 ozs. 
57.6(5 grains = 1017.66 grs. This then is the 
stony supplement of each succeeding pound 

III. —Of the earth thus freed from stony 
matter, take 1 lb,—S. (that is the above case 
1 lb.—2 oz. 57 two-thirds grs^) heat it nearly 
to redness in a flat vessel, often stirring it for 
half an hour, and weigh it again when cold. 
Its loss of weight will indicate the quantity 
of water contained in 1 lb, of the soil. Note 
this loss,^and call it the ivat cry supplement =. JV. 
Suppo^ it in this case 100 grains. 

IV. —Take another pound of the above mass 
freed from stones, deducting the stony and wa¬ 
tery supplements; that is 1 lb.—S—W. or in 
the above case 1 lb.—2 ozs. 57 t grs. for stone, 
and—100 grains for water; consequently 1 Ib. 
—2 ozs. 157y grs. reduce it to powder: boil 
it in four times its weight of distil led water for 
half an liour; when cool, pour it off, first into 
a coarse linen filter to catch the fibrous parti¬ 
cles of roots, and then through paper, to catch 
the finer clayey particles diffused through it: 

.set by the clear water, add what remains on the 
filter to the boiled mass ; if it be insipid, as I 
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suppose it to bcj then weigh the fibrous mat¬ 
ter^ and call it the filrous supplement ^ F, 
Suppose it in the example in hand to weigh 
10 grs* 

V,—^Take two other pounds of the mass fre¬ 
ed from stony matter^ No, IL subtracting from 
them the weight of the stonyj watery^ and fi¬ 
brous substances already found ; that is^ 2lb* 
—2 S—g W —2 F} pour twice their weight of 
warm distilled water on theixij and let thein 
stand twenty-l'our hours or longer 3 that isj un¬ 
til the w'ater has acquired a colourj then pour 
it off and add more water as long as it changes 
colour 3 afterwards filter the coloured water and 
evaporate it to a pint or half pint 3 set it in a 
cool place for three days^ tl:ien take out the sa¬ 
line matter, if any be found, and set it by. 

VI*—Examine the liquor out of which the 
salts have been taken 3 if it does not effervesce 
wdth muriatic acid^ evaporate it to dryness, and 
weigh the residuum j if it does effervesce with 
acids, saturate it with the sulphuric or muriatic 
and evaporate it to one fourth of the whole; 
when coolj take out the saline residuum, eva¬ 
porate the remainder to dryness, and weigh it: 
this gives the coaly matter, which may be tried 
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by projectIrTg it on melted nitrate of potash 
with which it wiW deflagrate* {See analysis of 
coals,} The half of this coaly matter call the 
coaly Supplement of ! lb, I shall suppose it to 
amount to 12 gi s, and denote it by C. 

VH.—The filtered ^vater^ process IV. is 
next to be gently evaporated to nearly one 
pint. and then suffered to rest for three days in 
a co()l place, that it may deposit its saline con- 
ten ts^ if it contains any^ and these being taken 
out, the remainder must be evaporated nearly 
to dryness, and its saline matter examined. 
How this should be done, I shall not men¬ 
tion, the methods being too various, tedious, 
and of too little consequence; few salts occur 
except gypsum, which is easily distinguished* 
The water may be examined as to its saline 
contents when it is evaporated to a pint : ac¬ 
cording to the rules to be mentioned hereafter. 
If any salts be found, call them the sall/te sup- 
plemeiit^ and denote them by S. I shall sup- 
posei^iem here =4 grains. 

Vrfl.—^We no%v return to the boiled earthy 
residuum, process IV. which we shall suppose 
fully freed from its saline mattery as, if it be 
not, it may be easily rendered so, by adding 
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more hot water : let it then be dried as in pro* 
cess 111. is mentioned. Of this earthy mat¬ 
ter thus dried, weigh off one ounce, deducting 
i V of each of the supplements, S. IF, F, C. 

and S'; that is, in this case 

1017,66 100 10 

-= -f 84,403-= 8,333 + —= 

12 12 12 
12 4 

8,333 H-= 1 -j-=0,3333 = 93 grs. in all 

12 12 

—then 403—93=383 grains w ill remain, and 
represent the mere earthy matter in an ounce 
of the soil. 

IX.—Let this remainder be gradually thrown 
into a Florence flask, holding one and an half 
as much nitric acid as the earth w eighs, and 
also diluted with its ow n weight of w^atcr; the 
next day the flask with its contents being again 
weighed, the difference between the weights of 
the ingredients and the weights now' found, 
w'ill express the quantity of air that escaped du¬ 
ring the solution. Thus in the above case, 
the earth weighing 385 grains, the acid 577.5 
grains, and the water 377.5 grains, in all 1540 
grains, the weight after solution should also be 


n 
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1540j if nothing escaped; but if the soil con¬ 
tains calcareous matter, a loss will always be 
found after solution* Let us suppose it a- 
mounts to do gi-ains. 

The weight of air that escaped, furnishes m 
with one method of estimating the quantity 
of calcareous matter contained in the earth as¬ 
sayed ; for carbonate of lime contains 40 per 
cent, of carbonic acid; then if 40 parts of car¬ 
bonic acid indicate 100 of calcareous matter, 
do parts carbonic acid will indicate 160. 

X*—7'he solution is then to be carefully 
poured off, and the undissoK^ed mass washed 
and shaken in distilled water; the whole 
thrown on a filter, and washed as long as 
the water that passes through iias any taste. 
The contents of this water should be precipita¬ 
ted by a solution of carbonate of potash : this 
precipitate also being washed and dried in a 
heat below redness, should then be weighed. 
Thus we have another method of finding the 
weight of the calcareous matter* 

XL—The undissolved mass is next to be 
dried in the heat already mentioned, and the 
difference between its weight and the weight 
O 
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of the whole earthy mass before solution should 
be noted, as it furnishes a third method of dis¬ 
covering the weight of the calcareous matter of 
which it is now deprived. Supposing this to 
amount to 150 grains, the weight of the undis- 
solvcd residuum should in the above case be 
383 —150=235 grains. 

XII.—Reduce the dried mass into the finest 
powder, throw it into a Florence flask and pour 
on it three times its weight of sulphuric acid, 
digest it in a strong sand heat, and at last raise 
the heat so as to make the acid boil; after¬ 
wards let it evaporate nearly to dryness: 
when cold, pour on it gradually six or eight 
times its weight of distilled water, and, after 
some hours, pour ofl'the solution on a filter; 
the filter should previously be weighed, the 
substance found on the filter being weighed 
(subtracting the weight of the filter) gives the 
quantity of silicious matter ; and this weight 
subtracted from that ef the dried mass, gives 
that of the clay. In this case I will suppose 
the silicious mass to weigh 140 grains, theji 
the clay should weigh 95 grains. 

Then the composition of one pound of the 
soil is as follows: 
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Stony matter - - - - 10 ! 7 *60 

Water - - - ^ * 100 

Fibres of roott^ - - - - 10 

Soluble coal - - - - “ 12 

Saline matter _ - ^ - 4 

Silcx - * ^140x12=1680 

Clay - - - 9,^ X 1 2 = 11 40 

Calcareous earth 1 ;>0 x 12 = 1800 


5763.60 


Stony matter IS 
Fine silicious 29 


-^47 

22 



Its retentive power is 82,25 : hence I sboulci 
judge it to be uiifertiJe in this climatCj unless 
situated on adeclivityj with an unimpeded fall. 
It may be called a clayej/ loam, 

Mr, Young discovered a remarkable circum¬ 
stance attendant on fertile soils: he found that 
equal weights of different soils, being dried and 
leduccd £0 powder, afforded quantities of air by 


O2 









Analysis of Soils^ 


ido 

duNtillation somewhat corresponding to the ra¬ 
tios of their values. This air was a mixture ot 
carbonic acid and hidrogen gas, both proceed¬ 
ing, most probably, from the decomposition of 
water by the coaly matter in the soil. Tlic 
distillation should be made from a glass retort. 
He found an ounce of dry soil, value five shil¬ 
lings, produced ten ounce measures ; 

Of value of from 5 to 12s. produeed 2S oz. 

12 — 20 42 

above 20 60 

This appears to be a good method of estima¬ 
ting the proportion of coaly matter in soils that 
are in full heart; that is, not exhausted, and 
freed from roots, &c. Another mark of the 
goodness of a soil is the length of the roots of 
wheat growing in it; for these are in an inverse 
proportion to each other, as, if the land be poor, 
the wheat will extend its roots to a great dis¬ 
tance in quest of food ; whereas, if it be rich, 
vthey will not extend above five or six inches; 
but of these and some other empyrical marks, 

I shall say no more, as they do not tell us the 
defects of the soils. 
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CLASS III* 

MINERAL OR NATIVE SALTS, 


By the name of mineral or native salts, wc 
understand strictly, speaking, all those mine¬ 
ral substances which are found in nature, con¬ 
sisting of an earthy, metallic, or alcalinc base, 
combined with an acid. They naturally divide 
themselves into several genera, namely; cal¬ 
careous salts, comprehending the combination 
of calcareous earth, with different acids ; such 
as carbonates, sulphates, phosphates, fluates, 
and borates of lime* Earviie salts, compre- 
liending the combinations ofbarytic earth,with 
sulphuric, and carbonic acids, strontiaii saks, 
or strontian earth, united to the saine aerd^?. 
See. Most of these have been considered un¬ 
der the class of ores, earths, and stones. We 
have therefore to consider here miereh^, the 
combination of alcalies with acids, which in 
part, usually are called mineral salts; for they 
possess the properties of saline bodies, in a 
O 3 





more striking degree; and with that view we 
shall point out the method of asceijaining 
whether an unknown niineralj contains some 
saline matter, or not; and to what species of 
salt it properly belongs. 

GENEHAJ. ANALYSIS OV NATIVE OR MI¬ 
NERAL SALTS. 

Process —In order to investigate whether 
an unknown mineral contains some saline 
matter^ put a determinate quantity reduced 
to an impalpable powder, into a flask, pour 
over it 40 times its weight of water, digest the 
mixture in a temperature of about 130^, and 
ao[itate it frequently. Having stood for about 
6 hours, decant the transparent fin id, separate 
the insoluble part, by pouring it on a filter, whose 
wcigfit is known; dry, it in a heat not exceed* 
ing and ascertain its weight. If the 

weight be considerably less than the joilit 
weight of the filter and powder, before diges¬ 
tion, \vc are cer tain that some salt has been 
taken up by the water; the deficiency of 
weight w ill indicate its quantity. Being thus 
convinced, that the substance under examina¬ 
tion, belongs to the class of minerals, proper* 
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ly called salts: we have next to find out the 
nature of more accurate!in the following 
manner : 

IL—Drop into a wine-glass full of the solu- 
fion^ obtained by digesting the mineral in 
water, as directed before, a few drops of tinc¬ 
ture of litmus, or immerse into it a piece of 
litmus paper, and notice if the blue colour of 
the tincture, or of the paper becomes altered, 
or not* 

If the paper becomeired, the fluid contains 
an uncombined acid, or a salt with excess of 
acid. Ill order to ascertain the nature of this 
acid which is present, drop into the solution 
muriate of barytes, if an insoluble precipitate 
ensues, sulphuric acid is present. But if the 
precipitate is soluble In muriatic acid, phos¬ 
phoric acid may be expected. If nitrate of 
silver occasions a precipitate, muriatic salts, or 
muriatic acid was present* 

III,—If water that lias been suffered to act 
on a saline substance, changes the yellow co¬ 
lour of turmeric paper brown, it contains an 
alcaline substance, and the salt belongs to the 
class of alcaline salts. 

III.—If a substance is found not to change 
the colour of the turmeric brown, or that of 
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litmus red, and if it does not effervesce on the 
addition of an alcali, the salt is then distin¬ 
guished to be a neutral^ or compound salt, 
composed of an acid, and a certain base; we 
have therefore to determine the nature of the 
base, that is to say, to find out whether the salt 
has a metallic, earthy, or an alcali for its ba¬ 
sis. I'his may be accomplished in the follow¬ 
ing manner: 

ANALYSIS OF SALTS WITH METALLIC BASES. 

Process I.— Drop into the solution obtained 
as in the last process, a few drops of pmssiate 
of potash, if a copious blue precipitate ensues. 
It then contains metallic parts, and belongs to 
the salts called metallic salts. 

II.—To ascertain the genus to which it be¬ 
longs, by determining the acid, by which its 
basis is neutralized; for this end, wc add to a 
little of the saturated saline solution, an equal 
portion of alcohol; if this occasions the salt to 
precipitate, and if a few drops of muriate of ba¬ 
rytes, added to a little of the dissolved salt, oc¬ 
casion a copious precipitate, we know that the 
acid present is sulphuric acid, and that the salt 
belongs to the genus called sulphates. 












Analysis of Sails with Metallic Bases 

III. —To determine the metallic oxid, with 
which the acid was combined, we add to it 
first a solution of carbonate of ammonia ; if 
this occasions a blue precipitate, which is re- 
dissolved by an excess of ammonia, add an a- 
cid, a little in excess; we then immerse into it 
a cylinder of iron, and sufler it to stand undis- 
iiirbed for some days. If the iron cylinder be¬ 
comes covered with a coat of copper, we then 
have found that the salt had copper for its ba¬ 
sis, and therefore belonged to that species 
which is called sulphate of copper, 

IV. —But if these phenomena are not per¬ 
ceived, we let fall into the solution a few drops 
of prussiate of potash. If this produces a blue 
precipitate, the basis is then supposed to be 
iron, and in this case it must also occasion a 
l)lack colour when mixed with a tincture of 
galls. If such a phenomena takes place, the 
salt belongs to that species of salts called std- 
phate of iron, 

V. —If neither of these phenomena ensue, 
and the fluid exhibits a rose colour, we add 
a few drops of tincture of galls, if this occasi¬ 
ons a blue precipitate, and a precipitate is also 
produced by the addition of potash, which 
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when fused with borax before the blow-pipe, 
produces a blue glass, we then have ascertained 
the basis of the salt, to be cobalt, and this 
with sulphuric acid before detected, makes it 
to be that species called sulphate of cobalt. 

VI. —But if neither of these marks should be 
perceived, we place a polished cylinder of cop¬ 
per into the concentrated solution ; and if this 
occasions a white metallic precipitate upon the 
surface of the copper cylinder, which can be 
volatilized again by exposing the cylinder to 
heat, we then know the basis to be mercury ; 
having ascertained the principal component 
part of the salt, which is distinguished by the 
name of sulphate of mercury. 

VII. —But if the fluid should not prove any of 
these mentioned properties of mixture, and if 
it yields a white salt on evaporation, if prus- 
siate of potash added to it, produces a greenish 
w'hite precipitate, and if a cylinder of iron, 
and copper w hen placed in the solution, occa- 
sione no precipitate, we then suppose the sub¬ 
stance to be the species called sulfihate of 
zinc. These arc the principle metallic salts, 
hitherto found in the earth. 
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ANALYSIS OF SALTS WITH ALCALINE EASES. 

Process T.—If a solution of salt in which 
prussiatc of potash docs not occasion a blue 
precipitate, the salt is of a different nature from 
those mentioned before. We have then to find 
out its composition, by adding to it a solution 
of carbonate of potash, or soda. If this occa¬ 
sions no precipitate, the salt then probably be¬ 
longs to the neutral salts, with alcaline bases. 
It may however happen, that salts of that kind 
exist in the solution, associated with salts of a 
metallic or earthy base. In this case the exa¬ 
mination becomes difficult; because the alcali 
added, which acts as the re-agent to precipi¬ 
tate the two last, makes it doubtful to ascertain 
whether the neutral salts were formed during 
the process, or whether they originally existed 
in the solution. The following method, re¬ 
commended by Mr. Henry^ will in that case 
prove useful. 

II.—Precipitate the metallic oxid, by add¬ 
ing to the solution prussiate of ammonia, and 
separate the earth, by adding to it a solution 
of carbonate of ammonia, taking care to have 
previously heated the fluid to at least 180% 
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or upwards^ in carder to insure the decomposi¬ 
tion of magnesian salts_j which cannot be ef- 
tected by carbonate of ammonia In die cold. 
Separate the liquor by filiradon, and evaporate 
it to dryness; then expose the dry mass to a 
dull red heat^ in order to expel the ammonia- 
cal saltsp Tht^ sahsj with fixed alcalme bascs^ 
will remain behind. By this process^ indeed 
it will be impossible to ascertain whether am- 
moniacal salts were originally present; but this 
may be Jearned by adding to the salt under ex¬ 
amination, before its solution in water, some 
potash, which j If ammonia be contained in the 
salt, will produce its peculiar odour ; and if it 
precipitates a solution of platiiia, the salt in 
that case belongs to the class of salts called 
am 7 nQniacal salts, 

flL—In order to ascertain the acid with 
which the ammonia is combined, we mingle a 
Solution of the salt with lime-water. If a pre¬ 
cipitate ensues, which on adding a few drops 
of muriatic acid, again becomes dissolved with 
effervescence, the salt belonged to the class of 
ialts, called carbonate of' artimonia, 

IV,—If on the contrary no such eifccts take 
place, but a copious precipitate ensues on add¬ 
ing to the solution a few drops of muriate of 
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barytes, we then conclude that the salts is sul¬ 
phate of ammonia, 

—But if neither of these changes ensue, 
we drop into the solution a few drops of sul¬ 
phate of silver ; if this produces an insoluble 
white precipitate, the salts consist of muriatic 
acid and ammonia, and is consequently muri¬ 
ate of ammonia, 

VI.—But suppose ammonia did not enter 
into the composition of the salt, and had not 
been detected as stated before, but another al- 
caline basis was present ) \ve then add to the so¬ 
lution of the salt in water, a little tartareous 
acid: if a turbidness ensues, the basis of the salt 
is potash, and the salt of course belongs to the 
class of salts with a basis of vegetable alcali ; 
but if no such effect takes place, we conclude 
that the basis of the salt is soda, and that it 
belongs to the class of salts, with a basis of the 
mineral alcali, 

VII.—If a little of the salt, when mixt with 
charcoal powder, and thown into an igni¬ 
ted crucible deflagrates, we know^ that nitric 
acid is present, and that it belongs to the class 
of salts called nitrates. 

The presence of other acids may be detected 
as stated before. 


P 
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ANALYSIS OF SALTS WITH EARTHY BASES. 

Process I.—If a solution of salt in which 
prussiate of potash occasions no precipitate, 
affords a copious precipitate by the addition of 
carbonate of potash, it proves that the salt has 
an earth for its basis, and consequently belongs 
to the class of earthy salts. 

II.—In order to ascertain the acid which is 
combined with the earth, we proceed as direct¬ 
ed before^ in the preceding pages. 

TIL—We next endeavour to ascertain the 
earths: if we find that the precipitate is soluble 
in sulphuric acid, and yields with it, by the ad¬ 
dition of a small quantity of alcali, a salt which 
has a sweet styptic taste, and which has the 
properties of alum, we know that the basis of 
the salt was alumine, and that it belongs to 
the class of salts^ called alum. 

IV.—But if the salt obtained by neutralizing 
the earth, with sulphuric acid, has a bitterish 
taste, and becomes decomposed by carbonate 
of potash, and yields a precipitate which when 
ignited remain^ soluble in nitric and acetic 
acids; it tb^ elongs to the class of salts, 
having m“\^iiesia for its basis, called magne^ 
sian saus. 
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In this manner we may ascertain the difTe- 
rent salts which have hitherto been found a- 
1110ngst the mineral substances* There are 
others met %vith in mineral waters, the presenee 
and nature of which must be ascertained in a 
different manner. The salts here considered 
are only such as are found each in a seixivate 
state, and which appear homogeneous. 

Before we conclude this subject we shall ex¬ 
hibit an 

EXAMPLE OF AN ANALYSIS OF A MIXTURE 
OF DIFFERENT SALINE SUBSTANCES- 

Suppose we had ascertained by previous ex¬ 
periments, in the w ay mentioned in the fore¬ 
going part, that an earth contained a mixture 
of different salts, viz* sulphate of magnesia^ 
muriate of potash^ sulphate of iron^ sulphatfi 
of potash^ and, sulphate of soda ^ %ve then 
may proceed in the following way: 

Process L—Let a certain quantity of such 
earthy substance which has been previously 
dried for two hours in the heat of boiling wa¬ 
ter, be extracted and freed from saline parts, by 
digesting it with about 50 parts of disiiUed w^a- 
P2 
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ter, in a glass matrass ; filter the whole, and 
wash tile remainder upon the filter, with a little 
water, then diy it in the same heat, and for the 
same time as before, and ascertain its weiglit. 
The loss, indicates the quantity of saline parts 
which were contained in it. 

n.—I>et a certain quantity of the saline li¬ 
quid be evaporated to dryness by a gentle 
heat. 

III. —Digest the residue with high rectified 
spirit of wine, as long as the spirit will dissolve 
any part of the salt. This spirituous solution 
mix with a little water, and again separate the 
spirit by distillation. 

IV. —Evaporate the remaining aqueous so¬ 
lution nearly to dryness, and sufler it to 
crj’stallise; let the salt be dried in the same de¬ 
gree of heat as the earth had been exposed, and 
ascertain its weight, which will indicate the 
proportion of the salt which was taken up by 
the spirit, and which was muriate of potash ; 
this salt may be again decomposed, by dissol¬ 
ving a little of it in water, and adding to it 
sulpiiatc of silver: this will occasion a preci¬ 
pitate which indicates the muriatic acid; and 
carbonate of potash added to it, will occasion 













of differoit Saline Substances 173 

no earthy precipitate, if the salt was merely 
composed of muriatic acid and potash. 

—The salt which was not acted upon by 
the spirit, is then to be dissolved with a suffi¬ 
cient quantity of distilled water, mingled with a 
little acetous acid, and prussiate of lime gradu¬ 
ally dropped into it, until it does not occasion 
any more blue precipitate. The precipitate 
thus formed, must be collected on a filter, 
washed with a little water, dried, and made red 
hot in a small crucible, whose weight is pre¬ 
viously ascertained, and which has been igni¬ 
ted before the precipitate was put in; after 
which, the crucible is taken out of the fire and 
again weighed, thus the proportion of the 
oxid of iron is ascertained. 

VI.—The remaining liquid from which the 
iron is separated, is gradually to be mixed with 
acetite of barytes as long as any precipitate is 
thereby occasioned: the precipitate consists 
of the barytes coniained in the acetous so¬ 
lution which was added, and of the sulphuric 
acid contained in the salts; the whole is then 
put upon a filter, the precipitate carefully col¬ 
lected, dried, and its weight ascertained. 100 
grains of such precipitate, are equal to 23 .. 
grains of sulphuric acid. 

P3 
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VII*^—The remaining solution consists 
now of J71 ague stay pot ashy soduy and acetous 
acid; to separate them let it be evaporated to 
drynessj and ignite it in a smooth crucible^ 
until the acetous acid has been driven off by the 
heat; the remaining substance is to be extrac¬ 
ted by warm water^ as long as the water takes 
up any of it; the whole must then be transfer¬ 
red upon a filterj and the earth, which was 
the magnesia, be collected, dried, ignited, and 
its weight ascertained, 

Vnr*“The salt which the water had ex¬ 
tracted from the residue, is again saturated wdth 
acetous acid, and if after stirring the-solution, 
any earthy precipitate is obser^xd, it is to be 
filtered again, and the earth collected upon 
the filter; it is the portion of magnesia which 
had been taken up by the alcah, which is 
likewise to be dried and added to the weight 
of the magnesia obtained before, 

iX.^—The filtered liquid is again evaporated 
by a gentle heat to dryness and afterw'ards di* 
gested in alcohol. This will take up the pot¬ 
ash combined with muriatic acid, and leave 
the soda behind ; the alcoholic solution is eva¬ 
porated to dryness, and re-dissolved in distil¬ 
led water; and then mixed with acetite of lead, 
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until all the muriatic acid is thereby separa¬ 
ted; the precipitated muriate of lead is then 
separated by filtration, and the filtered liquid 
evaporated to dryness; afterwards ignited a lit¬ 
tle in a small smooth crucible, whose weight 
has been previously ascertained; when the ace¬ 
tous acid has been driven off by heat, the cru¬ 
cible is removed, and when cooled, it is im¬ 
mediately weighed : the overplus of the weight 
of the crucible indicates the weight of the pot¬ 
ash. The muriate of soda, which was not 
dissolved, is likewise treated in the same way, 
and thus the quantity of the soda ascertained. 

If we now take each of the four separated 
ingredients, namely the magnesia, soda, pot¬ 
ash, and the iron, and saturate each sepa¬ 
rately with sulphuric acid, and then crystal¬ 
lise them; we become enabled by that means to 
ascertain the quantity of each of the salts in the 
state as they were contained in the earthy sub¬ 
stance, pretty accurately. 

This being a nice process, requires great ac¬ 
curacy : and the rules for accomplishing it, 
would require more room than could be allot¬ 
ted for it in this essay. 
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CLASS IV. 

L\FLAMMABLE FOSSILS. 


The class of minerals remaining to be no¬ 
ticed, are those called inflammable or combus¬ 
tible fossils. The principal combustibles of this 
class are, coals, sulphur, amber, and bitumen. 

CHARACTERISTIC PROPERTIES OF INFLAM¬ 
MABLE FOSSILS. 

Inflammable flossils are such mineral sub¬ 
stances as bum more or less easily, or whose 
principal character is inflammability at not 
very high temperatures. They are all insolu¬ 
ble, at least in their totally in alcohol, as well 
as in water, and acids; but yield generally 
more or less to some species of volatile oil, or 
to sulphuric ether. Their specific gravity is 
below or scarcely exceed 2®, unless loaded 
with foreign matter* 
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NATURAL. HISTORY OF COALS. 

Coals arc commonly found in hilly situations, 
always under strata of grit, which is a mixture 
of sand and clay; or under schistus, which is 
an indurated clay, splitting into layers, forming 
either slates, or a substance called shivers; ac¬ 
cording to its fracture. Coals are found on 
the mountains in strata, from a few inches to 
some feet in thickness, alternating with strata 
of grit stone and shistus. The beds of coals 
run in various directions, generally with a dip 
or inclination from the horizontal position. 
They are frequently intercepted by columns of 
other matter; and the continuation of the bed 
may be higher, or lower, than the part from 
which it has been, or seems to have been se¬ 
parated. The continuation too sometimes 
take the same, sometimes a very different de¬ 
gree of inclination, or dip. It generally hap¬ 
pens that the first stratum of coals, that we 
come to, is not worth working, either from the 
inferior quality of the coal, or from the stra¬ 
tum being of too little depth. From the de¬ 
gree and direction of the dip, and the level ojf 
the country • much iiiforuia,tion is to, bp ob- 
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taincd, concerning the proper places for open¬ 
ing the pit. A variety of circumstances re¬ 
quire to be taken into consideration, to work 
a coal mine to the greatest advantage, or to 
determine whether a mine ought to be worked 
at all. Even in countries or in those parts of 
tlie country, where none have been found, very 
probable conjectures may be formed concern¬ 
ing their presence, hy attending to the soil, to 
the general appearance of the country, and to 
the kind of clay, sand, or other earth, that is 
found when the soil is removed. There are 
certain appearances that indicate the presence 
of coals ; but these indications are subject to 
variations, and often appreciable by other rules. 
The business of mining in this department, is 
therefore intricate as that of ores,- and none 
ought to enter upon it, without a practical 
knowledge of it, or the assistance of a practi¬ 
cal miner. 

With respect to the origin of coals, the 
most probable supposition is this : 

That they originate from vegetables; but a 
few forests being buried in the earth are not 
sufficient to form the mountains of coal which 
exist in its bowels. A greater cause more 
proportioned to the magnitude of the effect 
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is required; and we find it only in that prodi- 
geoiis quantity of %’'egetable^ which grow in 
the sea, and is increased by the immense mas^ 
of those which are carried down by rivers. 
These vegetables carried away by the currents, 
are agitated, heaped together, and broken by 
the waves, and afterwards become covered with 
strata of argillaceous earth, or sand ; they un¬ 
dergo a gradual decoinposition, and form so 
many strata of coal, placed alternately with 
strata of clay and sand. It is indeed easier to 
conceive how these masses of vegetables may 
form strata of coal, than that remains of shells, 
should form so great a part of the globe, 

Tliat the coal itself is of vegetable origin, is 
fairly inferred from a variety of vegetables, 
remains, and impressions of animals, that arc 
both found in the strata of coal, and in the 
earthy strata, above and below them. That it 
is of submarine origin, also appears obvious 
from the presence of shells, the impressions of 
fish, and otlier productions of the ocean. The 
popular opinion that coals grow like vegeta¬ 
bles, so that the mines that are exhausted may 
be opened again and worked after a series of 
years, is too erroneous to need any formal re¬ 
futation, We need not however be alarmed- 
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for the want of future generations, as to this 
useful article. 1'he iinmence beds of coal yet 
untouched will amply supply many thousands 
of generations to conic; and there is no doubt 
but the same process that produced what wc 
at present use, is still continued, and that 
some future convulsions of nature, bring to 
light new coal mountains perhaps from the 
bottom of the ocean ; for that it is most pro¬ 
bable is the place where nature had fixed her 
laboratory, for preparing this fuel for distant 
ages. 


ANALYSIS OF INFLAMMABLE FOSSILS. 

The complete analysis of inflammable fossils 
would require a particular treatise: our object 
however is to determine in a ready manner 
the relative proportion of combustible matter, 
or carbon, which different species are capable 
of yielding in order to be enabled to judge in 
some respect which arc most advantageous in 
ordinary processes of combustion: for the me¬ 
thod of accomplishing this we are indebted to 
Kirwan. The only combustible substance of 
what it will be necessary to speak for that pur¬ 
pose, are coals. 
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Coalsy at least those which are chiefly im- 
ployed for fuel are composed of carbon or char¬ 
coal^ bitumen, some portion of earth, and 
a small quantity of metallic matter. 

The proportion of carbon may be ascertain¬ 
ed by observing the quantity of nitrate of pot¬ 
ash which a given quantity of coal is capable 
of decomposing. This may be effected in the 
following manner. Let 500 grains, or more 
of perfectly pure nitrate of potash be fused in a 
cnicible, and when red hot, let the coal to be 
examined, coarsely powdered, be projected on 
the fused nitr^ by little at a time, not exceed¬ 
ing one or two grains. Immediately when the 
detonation produced by the addition of one 
projection of coal has ceased, add a new por¬ 
tion till it produces no farther effect. The 
proportion of carbon in the coal is directly 
proportionate to the quantity required for the 
decomposition of the nitrate of potash. Thus 
Kirwan found that 12.709 of carbon are 
necessarj" to decompose 100 of nitrate of 
potash : it will be easy to deduce the quan¬ 
tity of carbon, in a given weight of coal, 
from the quantity of nitrate of potash which it 
is capable of decomposing. Kirwan found 

Q 
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that 4S0 grains of nitrate of potash required 
50 of Kelkenny coal to decompose it by this 
method. Therefore 10 grains would have de¬ 
composed 96 of nitrate of potash; precisely 
the quantity of charcoal which would have 
produced tlic same effect. Therefore Kilken¬ 
ny coal is composed almost entirely of carbon. 
Caniiel coal, when burnt in this manner, left 
a residuum of 3.12 in the 100 parts of earthy 
ashes, 66.5 of it were required to decompose 
4S0 grains of nitrate of potash, but 50 of char¬ 
coal would have been sufficient: therefore 66.5 
grains of Cannel coal contain 50 grains of 
charcoal, and 2.08 of earth; the remaining 
14.42 grains must be bitumen. 

In a similar manner the composition of any 
other coal may be ascertained. 

The proportion of earthy, or metallic ingre¬ 
dients may be ascertained by burning the coal, 
with free access of air. What remains im- 
burnt must be considered as an impurity, its 
weight may be ascertained, and the nature of 
the earthy and metallic substances analysed, 
according to the rules laid down, in the pre¬ 
ceding pages of this essay. 

With the close of this subject terminates the 
plan of this essay. In the preceding pages it 
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has been endeavoured to axiiibit a view of the 
best methods of analysing minerals. It is but 
a sketch which has been given, for to have en¬ 
tered more fully into every detail^ would have 
immeasurably swollen out this pamphlet* The 
design was merely to furnish examples of the 
best methods of examining chemically mineral 
substances in general^ in order to refer them 
to their respective places^ aecordiog to any of 
the adopted systems of mineralogy* 
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CHEMICAL DEMONSTRATIONS 


OM 

PRACTICAL CHEMISTRY. 

By FRED. AC CUM. 


THOSE who are familiar with Chemistry will 
readily allow, that little progress can be made in that 
Science w^ithout actually applying to its operative 
part. It is not merely a knowledge of the general 
laws and leading facts that contitutes the chemist; 
his skill must be acquired by actual practice and ma¬ 
nual dexterity. The latter cannot be obtained from 
books, nor from PUBLIC LECTURES, calculated 
for a mixt audience. 














The student may in die latter cases indeed learn 
the language of chemistry; he may be taught the 
explanation of some of the most striking phenomena 3 
he may even become enabled to repeat some detach¬ 
ed brilliant experiments which he has >vitnessed; but 
he will not be capable of appreciating the whole doc- 
trinej nor conceive the union and regular connexion 
of all the subordinate parts w^blch constitute die do¬ 
main of the science. If he should aLtempt to make 
new experiments himself^ he will soon become sen¬ 
sible of the danger to which he exposes himself of 
falling a sacrifice to his w^ant of experience* 

These truths show> that the only efTectual means 
of facilitating the study of that science consist in 
applying his hands to tlie experimental part of the 
science;, in order to be enabled to observe all those 
minute phenomena w-hich result from the action of 
the different bodies presented to each ctlierj and to 
become familiar with the naturCj manipulations^ and 
practical use of the chemical apparatus. This how¬ 
ever cannot be done in Public LbctureSj nor at a 
distance from the chemical furnaces. He must for 
that purpose have access to the laboratory of ihe ope¬ 
rative chemist* 

It is witli this view that I offer to the amateurs 
of the science, a Course of Pbivate Chemical 
Demon sTKATioNS, the aim of which is to eluci¬ 
date by actual practice, all the general, and parti- 
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cniar operations of chemistry, and to exemplify the 
application of tlie science to all those individual arts 
and manafactures, which are immediately dependent 
on chemical principles. 

In order to accomplish this as perfectly as possible, 
the processes of the laboratory will be employed, to 
disengage fi\>m the raw materials of nature all those 
substances which form the subjects of chemical re¬ 
search, and to point out their application to the pur¬ 
poses of the arts. The best methods of preparing 
chemical preparations in general, as well as phar- 
niaceutico-chemical substances, will be taught5 tlie 
mode of detecting their sophistication shown; and 
the art of analysing earths, minerals, soils, &c. elii- 
-ddatfiil by actual experiments. 

I flatter myself that by thus blending the theory 
of the science with practical instructions, those who 
wish to embark in chemical pursuits, merely for the 
sake of general information or amusement, will find 
the study pleasing and easy j whilst those, who are 
desirous of pursuing the experimental part beyond 
the limits of the amateur, will witness the best pro¬ 
cesses of the practical chemist, and have opportunity 
of noticing all those particulars w'hich are absolutely 
requisite for tlie processes of the laboratory,—which 
arc not to be met with in books of science, — and 
which the caprice and interested motives of the artist 
have kept from the cabinet of the philosopher, who 
stands insulated from tlie ordinary pursuits of life. 
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In order to adapt these Lectures as much as possihle 
to the objects of different individuals^ the science 
will he divided into separate departments^ in a 
^reat measure independent of each other^ namely: 

POPULAR CHEMISTRY, 

Embracing the general chemical examination of 
the principal phenomena of narure, and elucidating, 
in a series of striking experiments, the tlieory of at¬ 
traction and repulsion —The doctrine, phenomena, 
and general effects of heat, and its artificial applica¬ 
tion— The phenomena of freezing and thawing— 
The theory of combustion, culinary firesj lamps, &c. 
—The best construction of grates, stoves, furnaces, 
—The theory and nature of light, and the cause 
of colours—The chemical agency of light, &c-—The 
nature and production of gases, and the phenomena 
which they display in their evolution, and in their 
combination in the great operations of nature and 
art—The examination of the atmosphere, its analy¬ 
sis and synthesis—Eudiometry—The theory of res¬ 
piration and animal heat—The formation and com¬ 
position of water—^The production of rain, snow, 
hail, fogs, dews, See, 

OPERATIVE CHEMISTRY, 

Comprehending a summary exhibition of all the 
principal operations of the scientific laboratoiy-^Dc- 
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script Ion and maLiipulation of the chemical appar-i- 
tus and in:itriiments in general—DiiFerence of the 
apparatus of the operative chemi&t from those of the 
experimental philosopher—Preparations of re-agents 
and lestSj and experiments elacidating their applica¬ 
tion and the phenomena of their action—Chemical ana¬ 
lysis—Best methods of preparing pure acids^ alcalies, 
earthS;, metals, saline compounds, and other articles, 
made use of in experimental cheniistry, pharmacy, 
and by manufacturers and artists, 

MINERALOGICAL CHEMISTRY, 

Elucidating the general out-lines of mineralogy— 
Structure of the earth—Geology—Division of mi¬ 
ne rals—Cheral cal examination of an unknown mine¬ 
ral substance—Analysis of ores of metals — Analysis 
of stones, earths, carbonaceous substances, inflam¬ 
mable fossils, and mineral bodies ingenera]^—Smell¬ 
ing of ores—Assaying and reflning of metals—^For¬ 
mation of alloys, casting of metallic compounds, &c, 

AGRICULTURAL CHEMISTRY, 

Explaining the general theory of vegetable che¬ 
mistry — Phenomena of germination—Commence¬ 
ment of vegetative life—Nutrition and food of plants 
^Nature and chemical analysis of various kinds of 
manures, and tiieory of their beneficial effects—Che- 
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mical examination of diffisrent sorts of soils^ in order 
to determine their fitness for agricultural purposes-*' 
Theory of the change of crop^ SiCy —Structure of 
vegetables in general — Functions of plants in the e- 
conomy of nature — Examinadon of the different sub¬ 
stances which form the body of plants — Analysis of 
vegetables in general^ 

GALVANISM. 

History of galvanism — Phenomena^ and effects of 
the agency of galvanism in general—Galvanic appa¬ 
ratus — V\]& of Vnlt?t—hattcrlos—Theory of 
the construction of galvanic instrumenta— Compara¬ 
tive experiment of their power of action — Agency 
and phenomena of galvanism on dead and living 
matter^*—Chemical effects of galvanism—Decompo¬ 
sition of waterj alcohol, oils, fire, — De-oxidation of 
acids, and metallic oxids — Combustion of metals^ — 
Accensiou of inflammable and explosive compounds 
—Comparison of galvanism with electricity, &c. 


For further particulars, application may he made at 
the Lahoratory of the AuUmr, 11, Old Compton 
Streety Soho* 
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A LIST or 


CHEMICAL PREPARATIONS, 


Prepared and Sold, in as pure a flate as polTible, 

By Messrs, AC CUM and Co. Old Compton-Street, 
Soho. 


A4HT*ALiS>^~Arsenic, 'X'uagot«i«, ^ful^kUena, Cobalt, Niclcel, 
Bismuth, Antimony, Mercury, Zinc, Tin, Lead, Iron, Copper, 
Silver, Gold, Platina. 

Colltctions of Ores containiMg the preceding Metals, in their 
native state systematically arranged, 

ACIDS—Arsenic, Arsenious, Tungstic, Molybdic, Acetous, 
Acetic, Oxalic, Tartareous, Citric, Gallic, Succinic, Benzoic, 
Camphoric, Mucous, Suberic, Prussic, Lactic, Sebacic, Fluoric, 
Boracic, Muriatic, Oxigenated-Muriatic, Phosphoric, Nitric, Ni¬ 
trous, Sulphuric, &c. 

ALCALIES—Barytes, Potash, Soda, Strontia, Lime, Ammo¬ 
nia* 

EARTHS—Silex, Alumine, Magnesia, Zircon, CJucine, See. 

RE-AG ENTS—Tincture of Cabbage, Litmus, Turmeric, 
Brazil-wood, and Galls. 

Paper, tinged with each of these Tinctures. 

Tincture of Cabbage, and Tincture of Litmus reddened by Ace. 
tousAcid. 

% Barytic, Strontia, and Lime-Water. 

Oxalate of Ammonia, Acidulous Oxalate of Potash, and Oxa¬ 
late of Soda. 

Fluate of Soda, and Fluate of Ammonia. 

Carbonate of Potash, Carbonate of Soda, and Carbonate of Am¬ 
monia. 
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Acetltc and Nitrate of Lead. 

Muriate of Gold, Muriate of Tin, and Muriate of Mercury. 

Sulphate, Nitrate, and Acetite of Silver. 

Green and Red Sulphate of Iron* 

Muriate, Nitrate, and Acetite of Barytes. 

Triple Prussiatc of Potash, Lime, and Ammonia. 

Tannin, .Alcohol, Sulphuric and Nitric Ether. 

Solution of Soap, Solution of Arsenic, Solution of Gelatine. 

Sulphuret of Potash, Sulphuret of Lime, and Sulphuret of Mag¬ 
nesia. 

tiiy I Hidro-Sulphuret of .Ammonia. 

>ilr’ Glacial Acid of Phosphorus. Phosphate of Soda and .Ammo- 

■M nia. 

Black and white Flux, &c. &c. 

all the different GASES—Water impregnated with 
Sulphurated Hidrogen Gas, with Carbonic Acid Gas, with Car¬ 
bonated Hidrogen Gas, See. 

PHOSPHORUS—Phosphurct of Lime, Phosphuret of Stron- 
tia, and Phosphuret of Barytes. Phosphorated Ether, Phospho¬ 
rated Alcohol, and Phosphorated Oils, Pholphurct of Sulphur. 

HYPER.OXiGEN ATED MURIATE of POTASH, and 
Hyper-oxigenated Muriate of Lime, for bl aching. 

FULMIN.ATING GOLD, Fulminating Silver, and Fulmina¬ 
ting Mercury. 

CHEMICAL CHESTS, containing a select Collection of Re¬ 
agents, for analyzing stones, ores, mineral waters, earths, soils. See. 

PORTABLE LABORATORIES, including all the prepara¬ 
tions and apparatus necessary for the analysis of natural and arti¬ 
ficial products. 

CHESTS OF RECREATION, containing a Collection o 
Chemical Articles, for performfng a variety ofstrilcing and ioteres- 
ling experiments; and every other Article not in general demand, 
eillier for Philosophical, Technical or Medicinal use. 


APPARATUS AND INSTRUMENTS. 

PORTABLE UNIVERSAL FURNACES, made of strong 
iron plates, lined with fire-bricks, calculated for all chemical ope¬ 
rations whatever, which require the aid of heat. 

Black Lead Table Furnaces—Portable Forges—Brass Lamp- 
Furnaces, on an improved plan, with double concentric cottons 
and Argand I amp. 

IMPROVED GAZOMETERS, with Glass Bells—Bra-s 
Stop-cocks, &c. for collecting, measuring, breathing, transferring 
gases. 
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rnPYS’s MERCURIAL GAZOMETERS, which rc4uuc 
only 16 lb of mercury. 

Gas-Holders — Rheumatic Cisterns — Improved Mercurial 
Troughs, with sliding shelf and tray. 

GLASS RECEIVERS, mounted with brass stop-cock, for 
transferringgases into bladders, &c. 

IMFROVEO WOULFE’s APPARATUS, for impregnating 
flnids with gases. 

Globular Receivers and Flasks, with stop-cocks, for weighing 
Aeriform Fluids. 

GUITON»s PORTABLE STILLS and REFRIGERATO. 
RIES, of Tinned Copper. Glass Alembics. Retorts and Re¬ 
ceivers. 

GRADUATED DETONATING TUBES for firing gases. 

SELF-ACTING BLOW-PIPES/ 

Deflagrating Jars—Improved Blow-pipes of Metal and Glass, 
Eolipile-Blow-pipes 

DOUBLE BELLOWS, with B!o\v-pipc. 

HYDROSTATIC BALANCES. 

SPOONS of GOLD, SILVER, and PLATINA. 

MORTARS of Iro.n, Steel, Agate, Flint, Glass, Wedgwood 
Ware, &c* 

GALVANIC BATTERIES, PILES, and PL.ATES. 

APPARATUS for experiments on artificial cold. 

APP.^RATUS for drying precipitates at certain temperatures 

HAUY»s INTEGRANT MOLECUI.i€,andPRIMITIVE 
FIGURES OF CRYSTALS. 

Mercurial Thermometers, graduated from 40'’ below O, up to 
600^ Fahr. 

Thermometers, filled with Alcohol, or Oil, for ascertaining in¬ 
tense degrees of cold. 

Davy's, Fontana’s, &c. Eudiometers. 

CUTHBERTSON’s APPARATUS for showing the For¬ 
mation of Water. 

Filtering Stands for supporting Funnels with Jars, Filtering Pa¬ 
per, freed from Glue &c. 

CRUCIBLES of Platina, Gold, Silver, Cast Iron, See. —Muf¬ 
fles, Cupels, and Enamelling Pans—Improved Ligotsand Casting 
Cones—Evaporating Basons—Guiton’s Tubes of Safety—Syphons 
—Jointed ( onduciing Tubes—Graduated Glass Measures and Cu¬ 
bic Inches—Accurate Balances and Weights in Decimals—Ther¬ 
mometers—Goniometers—Gravimeters —Wollaston’s Apparatus, 
for decomposing Water by Galvanism, or Electricity; and every 
other Instrument made use of in Experimental Chemistry. 


Hayoek, printer, Kusscll-court, Covent-gdiden. 
























